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ABSTRACT

Uniform design and evaluation guidelines have been developed for protection agains
natural phenomena hazards for facilities at DOE sites throughout the United States. The
guidelines apply to design of new facilities and to evaluation, modification, or upgrade of
existing facilities. The goal of the guidelines is to assure that DOE facilities are constructed
to safely withstand the effects of natural phenomena such as earthquakes, extreme winds,
and fiooding.

DOE Order 6430.1A, the General Design Criteria Manual, has racently been revised
and material from these guidelines are referenced by the revised Order as an acceptable
approach for the design or evaiuation of DOE facilities for the effects of natural phenomens
hazards. This document provides earthquake ground acceleration, wind speeds, tornado
wind speeds and other effects, and flood levels corresponding to the DBE, DBW, DBT, anc
DBFL as defined in 6430.1A.

The design and evaluation guidelines presented in this document are intended to
control the leve! of conservatism introduced in the design/evaluation process such that
earthquake, wind, and flood hazards are treated on a reasonably consistent and uniform
basis and such that the leve! of conservatism is appropriate for facility characteristics such
as importance, cost, and hazards to on-site personnel, the general public, and the environ-
ment. For each natural phenomena hazard covered, these guidelines generally consist of
the foliowing:

1. Facility-use categories and facility performance goals.
Hazard probabillity from which facliity toading is developed. : W

3. Recommended design and evaluation procedures to evaluate facillty respons:
to hazard loads and criteria to assess whether or not computed response is
permissibie.

The first step in these design and evaiuation guidelines is to establish performance
goals expressed as the annual probability of exceedance of some level of facility damage
due to natural phenomena hazards. The appropriate performance goal for a facility is
dependent on facility characteristics such as mission dependence, cost, and hazardous
functions. As an aid to selecting performance goals, facility-use categories ranging from
general use to highly hazardous use have been defined along with a corresponding per-
formance goal. Performance goal probability levels for each category are consistent with
current common design practice for general use and high hazard use facilities.

The likelihood of occurrence of natural phenomena hazards at DOE sites has been
evaluated, Probabilistic hazard models for earthquake, extreme windjtornado, and flood fo
each DOE site are available from earlier phases of the DOE Natural Phenomena Hazard
Program. To achieve the facility performance goal, hazard annual probabilities of excee-
dance are specified with design and evaluation procedures that provide a consistent level
of conservatism.
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While performance goais and hazard levels are expressed in this document in proba-
n bilistic terms, deterministic design and evaluation procedures are presented. Design/eva-
Juation procedures recommended in this document are intended to conform closely to
common standard practices such that they are easily understood by most engineers. The
intended audience for these guidelines is primarily the civil/structural or mechanical engi-
neers conducting the design or evaluation of facilities.

Performance goals are expressed in terms of structure or equipment damage to the
extent that the facility cannot function, that the facility would need to be replaced, or that
personnel are endangered. The performanca goals in this document do not refer to the
consequences of structure or equipment damage beyond those just described. For exam-
ple, this document does not attempt to set performance goals in terms of off-site release of
hazardous materials, general public safety, or environmental damage per NRC safety goals.
These guidelines contain information needed for the first two steps in a naturai phenocmena
risk assessment: characterization of the hazard and procedures for structural analysis. The
remaining steps in estimating risk extend to consequences beyond the levels of facility

damage addressed in the performance goals, and these steps are nct covered in this docu-
™~ ment.
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1 INTRODUCTION

1.1 OVERVIEW OF THE DOE NATURAL PHENOMENA HAZARDS PROJECT

Lawrence Livermore National Laboratory (LLNL), under contract to the Assistant Sec-
retary for Environment, Safety and Heaith, Office of Safety Appraisais (OSA) of the U.S.
Department of Energy (DOE), is developing uniform design and evaiuation criteria for
protection against natural phenomena hazards for facilities at DOE sites throughout the United
States. The overall goal of this program is to provide guidance and ctiteria for design of new
facilities and for evaiuation, modification, or upgrade of existing facilities such that DOE facilities
are adequately constructed to safely withstand the effects of natural phenomena such as
earthquakes, extreme winds, and flooding. This goal is being achieved by the natural phe-
nomena hazards program illustrated in Figure 1-1.

PHASE &
DEFINE EXISTING CRITICAL FACILITIES
AT EACH SITE WITH HELP OF SITE PERSONNEL

F
=

CRITICAL FACILITY (PROPOSED OR EXISTING)'

!

PHASE 2
DEVELOP HAZARD MODELS FOR EACH SITE

A

hiriepbisrmtioe T, Syt Talar Hovailen
Seinmia Wind Plood

|

i

PHASES 3 AND 4
EVALUATE EACH FACILITY ON A UNIFORM AND RATIONAL BASIS

Qemrurrenese
LaaiiiandE S S Design/Mrurmatisn
/ Laos thret

DETERMINE APPROPRIATE
HAZARD LEVEL (PHASE 3) |

SPECIFY RESPONSE
EVALUATION PROCEDURES

AND

PERMISSIBLE RESPONSE
CRITERIA (PHASE 3)

GOOD DESIGN DETAILING AND PRACTICES (PHASE 4)

FIGURE 1-1.
FLOW DIAGRAM OF THE NATURAL PHENOMENA HAZARDS PROJECT
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This program consists of the following phases:

1. Gathering information inciuding selection of specific DOE sites to be inclu
the project and identifying existing critical facilities at each site.

2. Evaluating the likelihood for natural phenomena hazards at DOE sites. Pt
developed hazard models for earthquake, extreme windftornado, and floc
each DOE site.

3. Preparing design and evaluation guidelines that utilize information on the |
hood of natural phenomena hazards for the design of new facilities and th
uation, modification, or upgrade of existing facilities.

4. Preparing manuals describing and illustrating good design practice for stru
tures, equipment, piping, etc. for earthquake and wind/tornado loadings. T
manuals will be used in either design of new facilities or upgrading of existii
faciiities. Also, conducting supporting studies on specific problem areas re.
to the mitigation of natural phenomena hazards.

The guidelines presented in this document are the results of the third phase of this pi
These guidelines, along with manuals on structural details and supporting studies on st
problem areas, should enable DOE and site personnel to design or evaluate facilities fc
effects of natural phenomena hazards on a uniform and rational basis.

Several phases have been completed. The first phase - selecting DOE sites and |
tifying critical facilities - was completed many years ago. The development of probabi

- definitions of earthquake and wind hazards at 25 DOE sites across the country has alsot

completed. The seismic hazard definitions have been published in LLNL report U

.. 53582,Rev.1 (Reference 1). The windftornado hazard definitions have been published in L

report UCRL 53526,Rev.1 (Reference 2). Note that seismic hazard estimates have b

changing rapidly during the last 5 years since Ref. 1 was completed. A number of ongc
studies which are not currently available will provide the basis for upgrading Ref. 1 inthe fult
However, Raf. 1 represents the best currently available information on seismic hazard at
DOE sites.

There is an ongoing flood screening evaluation to establish which sites have a potent
flood hazard and which sites do not and to develop preliminary probabilistic flood haza
definitions. These evaiuations have currently been completed for the eight Albuquerqt
Operations Office sites and for the Richiand Operations Office site, with results being published
in LLNL report UCRL 53851 (Reference 3). Through the use of screening analysis, flooding
can be eliminated for some sites as a design consideration. For those sites in which flooding
is a significant design consideration, probabilistic definitions of the flood hazard will be refined
by additional investigation.

iE]
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Design and evaluation guidelines (i.e., Phase 3) have been prepared and are presented
in this document. A wind design practice manual has been completed. Preparation of a
seismic design practice manual is now being planned. In addition, supporting studies have
been published on seismic bracing of suspended ceilings (Reference 4) and on seismic
upgrade and strengthening guidelines for equipment (Reference 5).

1.2 OVERVIEW OF THE DESIGN AND EVALUATION GUIDELINES

The desigri and evaluation guidelines presented in this document are intended to provide -
relatively straightforward procedures to evaluate, modify, or upgrade existing facilities or
design new facilities for the effects of natural phenomena hazards. The guidelines are intended
to control the leve! of conservatism introduced in the design/evaluation process such that: (1)
earthquake, wind, and flood hazards are treated on areasonably consistent and uniform basis;
and (2) the level of conservatism is appropriate for facility characteristics such as, importance,
cost, and hazards to on-site personnel, the general public, and the environment.

For each natural phenomena hazard covered by this report, these guidelines generally
consist of the following:

1. Facility-use categories and facility performance goals.
2. Hazard probability from which facility loading is developed.

3. Recomimended design and evaluation procedures to evaiuate facility response to

hazard loads and criteria to assess whether or not computed response is permis-
sible.

Notethat these guidelines do not cover practice and procedures for facility design or upgrading
detailing; these matters are to be coverad by separate documents,

The first step in these design and evaluation guidelines is to establish performance goats
expressed as the annual probability of exceedance of some level of facility damage due to
natural phenomena hazards. The appropriate performance goal for a facility is dependent on
faciiity characteristics such as mission dependenca, cost, and hazardous functions of the
facility. As an aid to selecting performance goals, facility-use categories ranging from general
use to highly hazardous use have been defined, along with a corresponding performance
goal. Performance goal probability levels for each category are consistent with current
common design practice for general use and high-hazard use facilities,
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To achieve the faciiity performance goal, hazard annual probabilities of exceedance are
specified along with design and evaluation procedures with a consistent level of conservatism.
While performance goals and hazard levels are expressed in this document in probabilistic
terms, deterministic design and evaiuation procedures are presented. Design/evaluation
procedures recommended in this document are intended to conform ciosely t© common
standard practices such that they are easily understood by most engineers. Note that these
guidelines do not preciude the use of probabilistic approaches or alternative approaches,
which are also acceptabie if it can be demonstrated that the specified performance goals are
met. '

The framework under which these guidelines have been developed aliows for their use
in an overall risk assessment as shown in Figure 1-2.

R

CHARACTERIZATION OF HAZARD |1
Earthquake @D
Extreme Wind -

L Fiood

i

T STRUCTURAL EVALUATION '
Building and Equipment Response @D
L Permissible Behavior Criteric . :
v o
7 SOURCE TERM ;
- Quantity, Rate, and
Choracteristics of Release | o
¥ o
DOSE CALCULATION — : T
Meteorology
Demography
(L Ecology _—

ﬂ: RISK ESTIMATE :]]

@ Natural Phenomena
* Hazards Project

FIGURE 1-2.

FLOW DIAGRAM FOR ASSESSMENT OF RISK
FROM NATURAL PHENOMENA HAZARDS
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These guidelines contain information needed for the first two steps in a naturai phenomena
risk assessment: (1) characterization of the hazard and (2) procedures for structural analysis.
The remaining steps in estimating risk are not covered in this document. For an exampie of
an overall risk assessment applied to commercial plutonium fabrication facilities, see Refer-
ences 6 and 7. The resuiting estimate from an overall risk assessment could be compared
with the NRC Safety Goals (Reference 8) to decide if the risk is acceptabie.

Performance goals are expressed in terms of structure or equipment damage to the
extent that the facility cannot function, that the facility would need to be repiaced, or that
perscnnel safety is endangered. The performance goals in this document do nct refer to the
consequences of structure or equipment damage beyond those just described. For example,
this document does not attempt to set performance goals in terms of off-site release of haz-
ardous materials, generat public safety, or environmental damage. The intended audience
forthe guidelines in thisreportis primarily the civil/structural or mechanicai engineer coriducting
the design or evaluation of facilities. The interests of safety engineers extend to consequences
beyond the levels of facility damage addressed in this document.

Existing criteria for the design and evaluation of DOE facilities are provided by the General
Design Criteria Manual, DOE Order 6430.1A (Reference 9). DOE Order 6430.1A has recently
been revised, and material from these guidelines are referenced by the revised Order as an
acceptable approach for the design or evaluation of DOE facilities for the effects of natural
phenomena hazards. DOE 6430, 1A requires that facilities be designed for design basis events
including natural phenomena hazards, fire, accidents, ete. Design basis events due to naturat
phencmena hazards as defined in 6430.1A include earthquakes (DBE), winds (D8W), tor-
nadces (DBT), and flocds (DBFL). This document provides earthquake ground acceleration,
wind speeds, tornado wind speeds and other effects, and flood levels cerresponding to these
events for usage in design and evaluation of facilities.

The remainder of this chapter defines some of the terminclogy used in this report and
briefly describes the seismic, wind, and flood hazard information from References 1, 2, and
3. Chapter 2 covers aspects of these design and evaluation guidelines common to all natural
phencmena hazards. In particular, facility-use categories and performance goals are dis-
cussed in this chapter. Chapter 3 provides general discussicn of the effects of natural phe-
nomena hazards on facifities. Specific design and evaluation guidelines for sarthquakes,
extreme winds, and floods are presented in Chapters 4, 5, and 6, respectively. In particular,
these chapters discuss recemmended hazard probabilities as well as design and svaluation
procedures fcr response evaluation and permissible behavior criteria.
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1.3 TERMINOLOGY AND DEFINITIONS

HAZARD - Theterm "hazard"is defined as asource of danger. in thisraport, natural phenomena
such as earthquakes, extreme winds, and floods are hazards to the buildings, equipment,
piping, and other structures making up DOE facilities. Toxic or radioactive materials contained
within facilities are also hazards to the population or environment in the vicinity of DOE facilities.
Throughout this report, the term “hazard" is used to mean both the external sources of danger
(such as potential earthquakes, extreme winds, or floods) and internal sources of danger (such
as toxic or radioactive materials).

ANNUAL PROBABILITY OF EXCEEDANCE - The likelihood of natural phenomena hazards
has been evaluated on a probabiiistic basis in References 1, 2, and 3. The frequency of
occurrence of paramaters describing the external hazard severity (such as maximum earth-
guake ground acceleration, maximum wind speed, or maximum depth of inundation) is esti-
mated by probabiiistic methods. Common frequency statistics employed for rare events such
as natural phenomena hazards include return period and annual probability of exceedance.

'Return period is the average time between consecutive events of the same or greater severity

(for example, earthquakes with maximum ground acceleration of 0.2g or greater). it must be
emphasized that the return period is only an average duration between events and should not
be construed as the actual time between occurrences, which would be highly variable. If a
given event of return period, T, is equally likely to occur any year, the probability of that event

- being exceeded in any one year is approximately 1/T. The annual probability of exceedance,
' p, of an event is the reciprocal of the return period of that event. As an exampie, consider a
“site at which the return period for an earthquake of 0.2g or greater is 1000 years. In this case,
“the annual prabability of exceedance of 0.2g is 10-3 or 0.1 percent.

~ EXCEEDANCE PROBABILITY FOR A GIVEN NUMBER OF YEARS - It is of interest in the

design of facilities to define the probability that an event will be exceeded during the design
life of the facilities. For an event with retum period, T, and annual probability of exceedance,
p, the exceedance probability, EP, over design life, n, is given by:

EP = 1-(1-p)N = 1-(1-1/T) = 1-eN/T (1-1)

where EP and p are expressed as fractions of unity and n and T are expressed in years. As
an example, the exceedance probabilities over a design life of 50 years of a given event with
various annual probabilities of exceedance are as follows:

1-6



) P EP over 50 years
10-2 0.39
10-3 0.05
104 0.005
10-5 0.0005

Hence, an avent with a 10-2 annual probability of exceedance (100 year return period) has a
39 percent chance of being exceeded in a 50-year period, while an event with a 10°4 annual
probability of exceedance has only a 0.5 percent chance of being exceeded during a 50-year
period.

HAZARD CURVES - In References 1, 2 and 3, the likelihood of earthquake, wind, and flood
hazards at DOE sities has been defined by graphical relationships between maximum ground
acceleration, maximum wind speed, or maximum water elevation and return period (reciprocai
of annual probability of exceedance). These relationships are termed seismic, wind or flood
hazard curves. The earthquake or wind loads or the flood levels used for the design or
evaluation of DOE facilities are based on hazard parameters from these curves at seiected
annuai probabilities of exceedance. '

PERFORMANCE GOALS - The likelihood of adverse facility behavior during natural phe-
nomena hazards can aisc be expressed on a probabilistic basis. Goals for facility performance

during natural phenomena hazards have been selected and expressed in terms of annual
probability of exceedance. As an example, if the performance goal is 10-3 annual probability

of exceedanca faor structural damage, there would be less than about a 5 percent chance that
such damage could occur over a 50-year design life. If the performance goal is 10-4 annuat
probability of exceedanca for structural or equipment damage, there would be about a 0.5
percent chance of such damage over a 50-year design life. The level of damage considered
in the performance goal depends on the facility characteristics; for example, the perfoarmance
goal for general use facilities is major damage to the extent that occupants are endangered.
However, the performanca goal for hazardous use faciiities is lesser damage to the extent that
the faciiity cannot perform its function.

CONFIDENCE LEVEL - Because of the uncertainty in the underlying hazard process {e.g.,
earthquake mechanism for seismic hazard), performance goals or hazard probabilies can be
specified at higher confidence leveis to provide greater consarvatism for more critical condi-
tions.



1.4 EARTHQUAKE, WIND, AND FLOOD HAZARDS FOR DOE FACILITIES

For the facility design and evaluation guidelines presented herein, loads induced by
natural phenomena hazards are based on external hazard parameters (e.g., maximum
earthquake ground acceleration, maximum wind speed, and maximum depth of inundation)
at specified annual probabilities of exceedance. As a result, probabilistic hazard curves are
required at each DOE facility. This information can be obtained from independent site-specific
studies or from References 1, 2, and 3 for earthquake, wind, and flood hazards, respectively.
The hazard information from these references is discussed throughout this report. In con-
junction with these design and evaluation guidelines, the use of independent site specific
evaluations of natural phenomena hazards may also be used as the basis for ioads on facilities.

Seismic and wind hazard curves have been evaluated by site-specific studies of the DOE
sites considered (References 1 and 2). in addition, flood hazard curves have been evaluated
for some of the DOE sites considered (Reference 3). Flood hazard curves developed from
screening studies are currently available for the eight Albugquergque Operations Office sites and
for the Richland Operations Office site. Example hazard curves are presented in Figures 1-3,
1-4 and 1-5 in which hazard parameters are given as a function of return period in years or
the annual probability of exceedance.
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Far earthquakes, Reference 1 presents best estimate peak ground accelerations as a
function of return period in the manner illustrated by Figure 1-3. Acceleration values correspond .
to the maximum acceleration that would be recorded by a three-axis strong-motion instrument
on a smail foundation pad at the free ground-surface. In addition, ground response spectra
for each site are provided in Reference 1. Ground response spectra indicate the dynamic




amplification of the éarthquake ground motion during iinear, elastic, seismic response of
facilities. These spectra provide information about the frequency content of potential earth-
guake ground motion at the site. o

in Reference 2, mean predicted maximum wind speeds as a function of return period
and annual probabiiity of exceedance are given in the manner illustrated by Figure 1-4 for the
25 DOE sites considered. At annual probabilities of excesdance where tornadoes govern the
wind loading on faciiities, Reference 2 also specifies tornado-related effects. These effects
include atmospheric pressure change and windborne missiles, which must be considered in
the design and evaluation of facilities. At annual probabilities of exceedance where straight
winds govern the wind loadings, these tornado related effects do not significantly affect facility
behavior and need not be considered.

Reference 3 provides the results of fiood hazard evaluation work performed to date for
DOE sites. The results of this work are fiood hazard curves in which mean water elevation is
expressed as a function of return period and annual probability of exceedance as shown in
Figure 1-5. Note that the work performed thus far is the result of flood screening analyses
and not detailed flood hazard studies, such as those conducted for seismic and wind hazards.
The scope of the flood screening analysis is restricted to evaluating the fiood hazards that
may exist in proximity to a site. The analysis does not involve an assessment of the potential
encroachment of flooding at individual facility locations. Furthermore, the screening analyses
do not consider localized flooding at a site due to precipitation (e.g., local run-off, storm sewer

..capacity, roof drainage). The results of the flood screening analyses serve as the primary
" input to DOE site managers to review the impact of flood hazards on individua! facilities and

1o evaluate the need for more detailed flood hazard assessment.
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2 GENERAL DESIGN AND EVALUATION GUIDELINES

2.1 DESIGN AND EVALUATION PHILOSOPHY

The guidelines presented in this document are intended to assure acceptable per-
formance of DOE facilities in the event of earthquake, wind/tornado, and flood hazards. As
discussed in Chapter 1, performance is measured hersin by performance goals which are
expressed as an annual probabiiity of natural phenomena recurrence and resultant unac-
ceptable damage. These annual probabilities of unacceptabie damage are intended to be
consistent with standard ehgineering practice for both normal use and hazardous use facilities.
it must be emphasized that the performanca goals referred to in this document correspond
to probabiiities of structure or equipment damage due to naturai phenomena hazards and do
net correspond to phenomena such as off-site release of hazardous materials or casuatties
and injuries to the general public. These performance goals do not extend to consequences
beyond structure or equipment damage.

The responsibility for selecting performance goals rests with DOE management.
Selection of performance goals for facilities subjected to natural phenomena hazards shouid
be based on characteristics of the facility under consideration, including:

1. Vuinerability of occupants.
2, Cost of replacement of facility and contents.

3. Mission dependence or programmatic impact of the facility on operations at the
DOE site.

4. Characteristics of hazardous materials contained within the facility, including
quantity, physical state, and toxicity.

5. Factors affecting off-site release of hazardous materials, such as a high energy
source or transport mechanism, as weli as off-site land use and population distri-
bution.

For exampie, a much higher likelihood of damage would be acceptable for an unoccupied
storage building of low value thanfor a high-occupancy facility or a facility containing hazardous
materiais. Facilities containing hazardous materials which, in the event of damage, threaten
public safety or the environment, and which are under ciose public scrutiny, should have a
vary low probability of damage dueto natural phenomena hazards (i.e., much iower probability
of damage than would exist from the use of conventional building code design and evaluation
procedures). For ordinary facilities of relatively low cost, thereis no reason to provide additionai

21
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safety over that consistent with conventional building codes. Furthermore, it is probably not
cost-effective to pay for additional resistance over that resutting from the use of conventional
building codes that consider extreme loads due to natural phenomena hazards.

Because acceptable performance depends on facility characteristics, design and eval-

uation guidelines are provided for several different performance goals. To aid DOE man-

agement in the selection of appropriate performance goals, facility-use categories are
described herein, each with different facility characteristics, as listed above. These categories
are sufficiently compilete to aliow assignment of most DOE facilities into a category. Category
descriptions represent the understanding of the authors as to what types of faciiities should
be associated with different performance goals, and they are offered as guidance to DOE
management in performance goal selection for specific facilities. it is the responsibility of DOE
management to decide what performance goals are appropriate for each portion of facilities
under consideration.

The annual probability of exceedance of facility damage as a result of natural phenomena
hazards (i.e., performance goal) is a combined function of the annual probability of exceedance
of the event, factors of safety introduced by the design/evaiuation procedures, and other
sources of conservatism. By these guidelines, hazard annual probabilities of exceedance,
response evaluation methods, and permissible behavior criteria are specified for each natural
phenomena hazard angd for each facility-use category such that desired performance goals

_are achieved for either design of new facilities or evaluation of existing facilities. The difference

in the hazard annua! probability of exceedance and the performance goal annual probability
of exceedance establishes the level of conservatism to be employed in the design or evaluation
process. For example, if the performance goal and hazard annual probabilities are the same,
the design or evaluation approach should be median or mean centered; that is, it should
introduce no conservatism. However, if conservative design or evaluation approaches are
empioyed, the hazard annual probabiiity of exceedance can be larger (i.e., more frequent)
than the performance goal annual probability. In the guidelines presented herein, the hazard
probability and the conservatism in the design/evaluation method are not the same for
earthquake, wind, and fiood hazards. However, the accumulated effect of each step in the
design/evaluation process shouid lead to reasonably consistent performance goals for each
hazard.

Design and evaluation guidelines are presented in Chapters 4, 5, and 6 for earthquake,
wind, and flood hazards, respectively. These guidelines are deterministic procedures which
establish facility loadings from probabilistic hazard curves, recommend methods for evaluating

T



facility response to these loadings, and provide criteria to judge whether computed facility
response is acceptable. These guidelines are intended to apply equally to the design of new
facilities and to the evaluation of existing faciiities. In addition, the guidelines are intended to -
cover buildings, equipment, piping, and other structures,

The guideiines presanted in this report primarily cover (1) methods of establishing load
levels on facilities from natural phenomena hazards and (2) methods of evaluating the behavior
of structures and equipment to these ioad levels. These items are very important and are
typically emphasized in design and evaluation criteria. However, there are other aspects of
facility design which are equally important and should be considered. These aspects inciude
quality assurance considerations and attention to design details. Quality assurance requires
peer review of design drawings and calculations, inspection of construction, and testing of
material strengths, weld quality, etc. The peer reviewers shauld be qualified personnel who
were not involved in the original design. Important design details include measures to assure
ductile behavior and to provide redundant load paths, as well as proper anchorage of
equipment and non-structural building features. Aithough quality assurance and design details
are net discussed in this report to the same extent as hazard load levels and response eval-
uation methods, the importancs of these parts of the design/evaluation process should not
be underestimated. Quality assurance and peer review are briefly addressed in Section 2.5,
in addition to discussions in the individual chapters on each natural phenomena hazard.
Design detailing for earthquake and wind hazards is covered by separate manuals currently
being prepared or planned.

2.2 PERFORMANCE GOALS AND FACILITY-USE CATEGORIES

As stated previcusly, itis the responsibility of DOE management to select the appropriate
performance goal for specific facilities. This may be accomplished by either of the following
two approaches:

1. Place facilities or portions of facilities into faciiity-use categories based on charac-
teristics such as mission dependence, occupancy, amount and type of hazard-
ous materials involved, and distance to population centers.

2. Place facilities or portions of facilities into faciiity-use categories based on the
associated performance goals as presented in this section and on an indepen-
dent assessment of the appropriate performance goal for the facility.

Note that the categories are intended to provide general guidance for reasanable facility
categorization and performance goals. DOE management may either accept the performance



goals assigned to each category herein or else independently establish performance goals
specifically for individual facilities or parts of facilities. In either case, the guidelines presented
in this.report may be utilized for design or evaluation.

2.2.1 Facility-Use Categor';es

Four facility-use categories are suggested herein for design/evaluation of DOE facilities
for natural phenomena hazards. The four categories are (1) General Use, (2) important or
Low Hazard, (3) Moderate Hazard, and {4) High Hazard as defined in Table 2-1.

TABLE 2-1
FACILITY-USE CATEGORY GUIDELINES

Facility-Use Catagory Dascription
Geoneral Use Facilities which have & non-mission dependent purpoee, such as administration
Facilities buildings, catsterias, storage, maintenance and repair facilities which are plant or
prounds oriented.
important or Low Facilities which have mission dependent use (e.g., laboratories, production facilities,
Hazard Facilities and computer centars) and emergancy handling or hazard recovery facilities (e.g.,
hospitals, fire stations).
Moderate Hazard Faclities where confinement of conterts is nacessary for public or employee pro-
Facilities tection. Examples would be uranium snrichmant plants, or other facillties invoiving
the handling or storage of sipniiicant quantities of radioactive or toxic materials.
High Hazard Facilities where confinement of contants and public and environmaent protection are
aclities of paramount importance {e.g.. facitities handling substantial quantities of in-process

piutonium or fuel reprocessing facilities). Facilities in this catagory represent hazards
with potential iong term and widespread effects.

General Use and Important or Low Hazard categories correspond to facilities whose
design or evaluation would normally be governed by conventional building codes. The General

- Use category inciudes normal use facilities for which no extra conservatism against natural

phenomena hazards is required beyond that in conventional building codes that include
sarthquake, wind, and flood considerations. Important or Low Hazard facilities are those
where it is very important to maintain the capacity to function and to keep the facility operational
inthe event of natural phenomena hazards. Conventional building codes would treat hospitals,
fire and police stations, and other emergency handling facilities in a similar manner to the
requirements of these guidelines for Important or Low Hazard facilities.

Moderate and High Hazard categories apply to facilities which deal with significant
amounts of hazardous materials. Damageto thesetypes of facilities could potentialiy endanger
worker and public safety and the environment. As a result, itis very important for these facilities

1o continue to function in the event of natural phenomena hazards, such that the hazardous

materials may be controlied and confined. For both of these categories, there must be a very
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small likelihcod of damage due to natural phenomena hazards. Guideline requirements for
Moderate Hazard facilities are more conservative than requirements found in conventional
building codes. Requirements for High Hazard facilities are even more conservative.

Factors distinguishing Moderate and High Hazard facilities are that the operations
involving dangerous materials in High Hazard facilities pose a greater threat due to the potential
for more widespread and/cr long term contamination in the event of off-site release. Examples
of High Hazard operations are those invelving large quantities of in-process radioactive or
toxic materials that have a high energy sourcea or transport mechanisms that facilitate off-site
dispersion of these materials. High energy sources, such as high pressure and temperature
steam or water associated with the operations of some facilities, can provide the means for
widespread dispersion of hazardous materials. Radioactive material in liquid or powder form
or toxic gases are more easily transportable and may result in the facility being classified High
Hazard. Hazardous materials in solid form or within storage canisters or casks may result in
{he same facility being classified Moderate Hazard. High Hazard facilities do not necessarily
represent as great a hazard as commercial nuclear power plants which must be licensed by
the Nuclear Regulatory Commission (NRC). The design and evaluation guidelines contained
in this document are not intended to apply to facilities subject to NRC licensing requirements.

Table 2-2 illustrates that categoeries defined in these guidelines are compatible with facility
categorization from other sources.

TABLE 2-2
COMPARISON OF FACILITY-USE CATEGORIES FROM VARIOUS SOURCES

Source Facility Categorization
UCRL-158910 - DOE Natural General Use Important or Low | Moderate Hazard High Hazard
Phenomena Hazard Gulidelines Hazard
1988 Uniform Building Code Ganaral Facilities | Essential Facilities - -
DOD Tri-Service Manuai for Seismic - - High Risk Easantial
Dagign of Essential Buildings i
IAEA-TECDOC-348 - Nuclaar Facilities - Class C Class B Class A
with Limited Radioactive inventory
DOE 5481.18 SAR System - Low Hazard Moderate Hazard High Hazard
NFPA 13 (Classifications for Sprinkler Light Hazard Qrdinary Hazard Ordinary Hazard Extra Hazard
Systems) {Group 1} (Group 3J)
Nuciear Ragulatory Commigsion - *
- NRC licensed commercial nuclear powaer piants have slughtiy mora consarvative criteria than the criteria recommended

for High Hazard facilities by these guidelines,
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2.2.2 Performance Goals

Table 2-3 presents performance goals for each facility-use category.

TABLE 2-3
PERFORMANCE GOALS FOR EACH FACILITY-USE CATEGORY

Facility Use Performance Goal Performance Goal Annual
Category Description Probabillity of Exceedance
General Mairtain Occupant Safety 103 of the onset of major etructural damage to the extant
Use that occupants are endangarod
Important or Octupant Safety, Continued Operation | 5x10~4 of facility damage to the extent that the facility
Low Hazard with Minimat Interruption cannat parform ite function |
Moderate Occupant Safety, Continued Function, | 1074 of faciiity damage to the extent that the facility
Hazard Hazard Confinement canngt perform its function
High Occupant Safaty, Continued Function, Very 10°5 of facility damage to the extent that the facility
Hezard High Coniidence of Hazard Confinement | cannot pariorm its function

The design and evaluation guidelines for facilities subjected to natural phenomena hazards
presented in this document have been specified to meet these performance goals. The basis
for selecting these performance goals and the associated annuai probabilities of exceedance
are described briefly in this section.

For General Use facilities, the primary concern is preventing major structural damage
orfacility collapse that would endanger personnel within the facility. A performance goal annual
probability of exceedance of about 10-3 of the onset of significant facility damage is appropriate
for this category. This performance is considered to be consistent with conventional building

..codes (References 10, 15, and 16), at least for earthquake and wind considerations. The

primary concern of conventional bullding codes is preventing major structural failure and

 maintaining life safety under major or severe earthquakes or winds. This primary concern for
preventing structural failure does not consider repair or reptacement of the facility or the ability
of the facility to continue to function after the occurrence of the hazard.

Important or Low Hazard Use facilities are of greater importance due to mission-
dependent considerations. in addition, these facilities may pose a greater danger to on-site
personnel than general use facilities because of operations or materials within the facility. The
performance goal is to maintain both capacity to function and occupant safety. important or
Low Hazard facilities should be aliowed relatively minor structural damage in the event of
natural phenomena hazards. This is damage that results in minimal interruption to facility
operations and that can be easily and readily repaired foliowing the event. A performance
goal annual probability of exceedance of between 10-3 and 104 of structure/equipment
damage, to the extent that the capacity of the facility is able to continue to function with minimal
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interruption, is judged to be reasonable. This performance goal is believed to be consistent
with the design criteria for essential faciiities (e.g., hospitals, fire and police stations, centers
for smergency operations) in accordance with conventional building codes such as Reference
10.

Moderate or High Hazard Use facilities pose a potential hazard to the safety of the general
public and of the environment due to the presence of radicactive or toxic materials within these
facilittes. Concerns about natural phenomena hazards for these categories are facility damage
tothe extent that significant amounts of hazardous matearials cannotbe controlled and confined,
occupants are endangered, and functioning of the facility is interrupted. The performance
geal for Moderate Hazard facilities is to limit damage such that confinement of hazardous
materials is maintained. The performance geal for High Hazard facilities is to provide very
high confidence that hazardous materials are confined during and following a natural phe-
nomena hazard occurrence. Maintaining confinement of hazardous materiais requires that
damage be limited in confinement barriers. Structural members and components should not
bedamaged to the extent that breach of the confinement or containment envelope is significant.
Furthermore, ventilation filtering and containers of hazardous materials within the facility should
not be damaged to the extent that they are not functional. In addition, confinement may depend
on maintaining safety-related functions, so that monitoring and conirel equipment shouid
remain operational following, and possibly during, the occurrence of severe earthquakes,
winds, or floods.

For High Hazard facilities, a performance goal of an annual probability of exceedance
of about 10-5 of damage, to the extent that confinement functions are impaired, is judged to
be reascnable. This performance goal approaches, at least for earthquake considerations,
the performance goal for seismic induced core damage associated with design of commercial
nuclear power plants (References 17, 18, 19, and 20). For Moderate Hazard faciiities, a per-
formance goal of an annual probability of exceedance of about 10-4 of damage, to the extent
that confinement functions are impaired, is judged appropriate.

2.3 EVALUATION OF EXISTING FACILITIES

These guidelines for natural phenomena hazards can be used for design of new facilities.
and evaiuation, modification, or upgrade of existing facilities. In fact, these guidelines are
primarily applicable to existing DOE facilities, since new design work may be infrequent. While
new faciiities can be designed in accordanca with these guidelines, existing facilities may or
may not meet the recommendations of these guidelines. For the earthquake hazard, mcst



facilities buitt & number of years ago in the eastern United States were designed without
consideration of potential earthquake hazard. As a result, it is likely that some older DOE L.
facilities do not meet the earthquake guidelines presented herein. h

If an existing facliity does not meet the natural phenomena hazard design/evaluation
guidelines, several options need to be considered as illustrated by the flow diagram in Figure
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EVALUATE EXISTING
FACILITY USING
HAZARD GUIDELINES

IF GUIDELINES ARE MET,
THE FACILITY IS
ADEQUATE FOR NATURAL
PHENOMENA HAZARDS

IF SUFFICIENT, FACILITY
IS ADEQUATE FOR NATURAL
PHENOMENA HAZARDS

IF SUCCESSFUL, FACILITY
IS ADEQUATE FOR NATURAL
PHENOMENA HAZARDS

IF GUIDELINES ARE NOT
MET, ALTERNATE OPTIONS
MUST BE CONSIDERED

!

UPGRADE EASY~-TO-~-REMEDY
DEFICIENCIES OR
WEAKNESSES

h

iF CLOSE TO MEETING
GUIDELINES, REEVALUATE

USING HAZARD PROBABILITY

OF TWICE THE RECOMMENDED
VALUE (NOT FOR FLOOD)

L A

IF UNSUCCESSFUL, CONDUCT
MORE RIGOROUS EVALUATION
REMOVING ADDED CONSERVATISM
INTRODUCED BY INITIAL
EVALUATION METHODS

v

IF UNSUCCESSFUL,
STRENGTHEN FACILITY
SUFFICIENTLY TO MEET

THE GUIDELINES

OR

CHANGE THE USAGE OF
THE FACILITY TO A
CATEGORY WITH LESS
STRINGENT REQUIREMENTS

FIGURE 2-1

EXISTING FACILITY EVALUATION APPROACH
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Potential options for existing facilities include:

1. Conduct a more rigorous evaluation of facility behavior to reduce added conser-
vatism which may be introduced by simple techniques used for initial facility eval-
uation. Alternatively, a probabilistic assessment of the facility might be
undertaken in order to demonstrate that the performance goals for the facility can
be met.

2. The facility may be strengthened such that its resistance to hazard effects is
sufficiently increased to meet the guidelines.”

3. The usage of the facility may be changed so that it falls within a less hazardous
facility-use category and consequently less stringent requirements.

Deficiencies or weaknesses uncovered by facility evaluation that can be easily remedied should
generally be upgraded without considering the other options listed above. It is often more
cost-effective to implement simple facility upgrades than to expend effort on further analytical
studies.

if an existing facility is close to meeting the guidelines, a slight increase in the annual risk
to natural phenomena hazards can be allowed because of (1) the difficulty in upgrading an
existing facility compared to incorporating increased resistance in a new design and alse
because (2) existing facilities may have a shorter remaining life than a new facility. As a resuit,
some relief in the guidelines for earthquake and wind/tornado evaluations can be allowed by
performing the svaluation using hazard exceedance probability of twice the recommended

value. For example, if the hazard annuai probability of exceedance for the facility under
consideration was 104, it would be acceptabie to reconsider the facility at hazard annual

probability of exceedance of 2x10-4. This would have the effect of slightly reducing the seismic
and wind loads due to these natural phenomena hazards in the facility evaiuation. Relief in
the guidelines is not permitted for flood evaiuation since the performance of facilities during
floods is very sensitive to the water elevation and a factor of two increase in hazard exceedance
probability would result in a significant increase in water elevation.

Evaluating existing facilities differs from designing new faciiities in that both the as-built
and as-~is condition of the existing facility must be assessed. This assessment inciudes
reviewing drawings and conducting site visits to determine deviations from the drawings and
any in-service deterioration. In-place strength of the materials can be used when available.
Carrasive action and other aging processes, which may have had deteriorating effects on the
strength of the facility, should be considered. Evaluation of existing facilities would be similar
to evaluations performed of new designs except that a singie as-is conﬁguraticn is evaluated
instead of severai configurations in an iterative manner, as required in the design process.



Evaluations should be conducted in order of priority, with highest priority given to those areas
identified as weak links by preliminary investigations and to areas that are most important to
personnel safety and operations with hazardous materials.

2.4 QUALITY ASSURANCE AND PEER REVIEW

To achieve well-designed and constructed facilities resistant to natural phenomena
hazards or to assess whether existing faciiities are well designed and constructed for natural
phenomena hazard effects, it is recommended that important, hazardous (important or Low
Hazard, Moderate Hazard, and High Hazard categories) or unusual facilities be designed or
evaluated utilizing an engineering quality assurance plan. Specific details about engineering

quality assurance plans depend on the natural phenomena hazard considered. As a result, |

such plans are described in some detail in each of the remaining chapters of this document.

In general, an engineering quality assurance plan should include the foliowing
requirements. On the design drawings or evaluation calculations, the engineer must describe
the hazard design basis including 1) description of the system resisting hazard effects and 2)

~_definition of the hazard loading used for the design or evaluation. Design or evaiuation cal-

.culations should be checked for numerical accuracy and for theory and assumptions. For
new construction, the engineer should specify a material testing and construction inspection
program. In addition, the engineer should review all testing and inspection reports as well as
pericdically visit the site to observe compliance with plans and specifications. For important

- or hazardous facilities, all aspects of the design or evaluation must include independent peer
.- review. Forvarious reasons, a designer may not be able to devote as much attention to natural

- phenomena hazard design as he or she might like. Therefore, it is required that the design

bereviewed by a qualified, independent consultant or group. For existing facilities, the engineer
conducting an evaluation for the effects of natural phenomena hazards will likely be qualified
and will be able to devote his full attention to evaluating the adequacy of the facility to withstand
these particular hazards. In this case, an independent review is not as important as it is for a
new design. Even so, for major hazardous faclilities, it may be prudent to have concurrent
independent evaluations performed or to have the evaluation independently reviewed.

For more information concerning the implementation of a formal engineering quality
assurance program and peer review, Chapters 10 and 13 of Reference 21 should be consulted.
This reference should also be consulted for information on a construction quality assurance
program consistent with the implementation of the engineering quality assurance program.
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3 EFFECTS OF NATURAL PHENOMENA HAZARDS

3.1 EFFECTS OF EARTHQUAKES

For most facilities, the primary seismic hazard is earthquake ground shaking. These
guidelines spegcifically cover the design and evaluation of buildings, equipment, piping and
other structures for shaking., Other earthquake effects which can be devastating to facilities
include differential ground motion induced by fauit displacement, liquefaction, and seismic-
induced slope instability and ground settlement. These latter earthquake effects must be
avoided in facility siting, or the hazard must be eiiminated by foundation design or site
modification. Existing facilities located on active fauit traces, adjacent to potentially unstable
slopes, or on saturated, poorly consclidated cohesionless soil or fill material pose serious
questions as to their usage for critical missions or handling hazardous materiais.

While earthquake hazards of potentiai fauit movement or other gross soii movement are
typically avoided or mitigated, the earthquake ground shaking hazard is unavoidable. When
a structura or component is subjected to earthquake shaking, its foundation or support moves
with the ground or with the structural element on which it rests. If the structure or equipment
is rigid, it follows the motion of its foundation, and the dynérnic forces acting on it are nearly
equal to those associated with the base accelerations. However, if the structure is flexible,
large relative movements can be induced between the structure and its base. Earthquake
ground shaking consists of a shert duration oftime-varying motion which has significant energy
content in the range of frequencies of many structures. Thus, for flexible structures, dynamic
amplification is possible such that the motions of the structure may be significantly greater
than the ground shaking motion. In order to survive these motions, the structural elements
must be sufficiently strong, as well as sufficiently ductile, to resist the seismic-induced forces
and deformations. The effects of earthquake shaking on structures and equipment depend
not only on the earthquake motion to which they are subjected, but alsc on the properties of
the structure or equipment. Among the more important structural properties are the ability to
absorb energy (due to damping or inelastic behavior), the natural periods of vibration, and
the strength or resistance.

Earthquake ground shaking generally has lateral, vertical, and rotational compcnents.
Structures are typically more vulnerable to the lateral component of seismic motion; therefore,
alateral force-resisting system must be developed for structures to survive strong earthquakes
without collapse or major damage. Typical lateral force-resisting systems for buildings include
moment-resisting frames, braced frames, shear walls, diaphragms, and foundations. Properiy
designed lateral force-resisting systems provide a continuous load path from the top of the



structure down to the foundation. Furthermore, it is recommended that redundant load paths
exist. Proper design of iateral force-resisting systems must consider the relative rigidities of
the elements taking the lateral load and their capacities to resist load. An example of lack of
consideration for relative rigidity are frames with brittie unreinforced infill walls which are not
capable of resisting the loads attracted by such rigid construction. in addition, unsymmetrical
arrangement of lateral force-resisting elements can produce torsional resbonse which, if not
accounted for in design, can lead to damage.

Earthquake ground shaking causes limited energy transient loading. Structures have
energy absorption capacity through material damping and hysteretic behavior during inelastic
response. The capability of structures to respond to earthquake shaking beyond the elastic
fimit without major damage is strongly dependent on structural design details. For example,
to develop ductile behavior of inelastic elements, it is necessary to prevent premature abrupt
failure of connections, For reinforced concrete members, design is based on ductile steel
reinforcement in which steel! ratios are limited such that reinforcing steel yields before concrete
crushes, abrupt bond or shear failure is prevented, and compression reinforcement includes

‘adequate ties to prevent buckling or spaliing. With proper design details, structures can be
“designed to undergo different amounts of inelastic behavior during an earthgquake. For

example, if the goal is to prevent collapse, structures may be permitted to undergo large
inelastic deformations; damage to the extent that the structure would have to be repaired or

. reptaced may occur. [f the goal is to allow only minor damage such that there is minimal or

ce ‘no interruption to the functioning of the structure, relatively small inelastic deformations should

__be permitted. For new facilities, it is assumed that by proper detailing, permissible levels of

inelastic deformation can be reached at the specified force ievels without unacceptable
damage. In the case of existing facilities, the amount of inelastic behavior that can be allowed
without unacceptable damage must be estimated from the as-built condition of the structure.

Earthquake ground shaking aiso affects building contents and nonstructural features
such as windows, facades, and hangingilights. it is not uncommon for the structure to survive
an earthquake without serious structural damage but to have significant, expensive, and
dangerous internal damage. This damage could be caused by overturned equipment or
shelves, fallen lights or ceilings, broken glass, and failed infill walls. Glass and architectural
finishes may be brittie relative to the main structure and can fail well before structural damage
occurs. Windows and cladding must be carefully attached in order to accommodate the
seismic movement of the structure without damage. Building contents can usually be protected
against earthquake damage by anchorage to the fioor, walls, or ceiling.
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Facilities in which radicactive materials are handled are typically designed with redundant
confinement barriers between the hazardous material and the environment. Such barriers
include:

1. The building shell
2. Ventilation system filtering and negative pressurization inhibiting outward air flow.
3. Storage canisters or glove boxes for storage or handling within the building.

Release of radicactive material to the environment requires failure of two or more of these
barriers. Thus, seismic design considerations for these faciiities aim to prevent collapse and
control cracks or openings (i.e., failed doors, failed infill walls, etc.) such that the building can
function as a hazardous materials confinement barrier. Seismic design considerations also
include adequate anchorage and bracing of glove boxes and adequate anchorage of venti-
lation ducting, filters, and pumps to prevent their damage and loss of function during an
earthquake. Storage canisters are usually very rugged and are not particularly vuinerable to
earthquake damage.

Earthquake damage to components of a facility such as tanks, equipment, instrumen-
tation, and piping can also cause injuries, loss of function, or loss of confinement. Many of
these items can survive strong earthquake ground shaking with adequate anchorage. Some
items, such as large vertical tanks, must be examined in more detail to assura that there is an
adequate lateral force-resisting system for seismic loads. For components mounted within a
structure, there are three additional considerations for earthquake shaking. First, the input
excitation for structure-supported components is the response motion of the structure (which
can be amplified from the ground maotion) and not the earthquake ground motion. Second,
potential dynamic coupling between the component and the struciure must be taken into
account if the component is massive enough to affect the seismic response of the structure.
Third, large differential seismic motions may be induced on components which are supported
at muitiple locations on a structure or on adjacent structures.
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3.2 EFFECTS OF WIND

In this document, three types of winds are discussed: extreme (straight), hurricane, and
tornado winds. Extreme winds refer to non-rotating winds such as those found inthunderstorm
gust fronts, Wind circulating around high or low pressure systems are rotational in a global
sense, but are considered "straight" winds in the context used herein. Tornadoes and hurri-
canes both have rotating winds. The diameter of rotating winds in & small hurricane is con-
siderably larger than the diameter of a large tornado. However, most tornado diameters are
relatively large compared to the dimensions of typical buildings. ltis estimated that the diameter
of 80 percent of all tornadoes is greater than 300 feet.

Wind pressures produced by extreme winds are studied in boundary layer wind tunnels.
The results generally are considered reliable because they have been verified by selected full
scale measurements. Investigations of damage produced by extreme winds tend to support
the wind tunnel findings. Although the rotating nature of hurricane and tornado winds cannot
easily be duplicated in the wind tunnel, damage investigations suggest that pressures pro-
duced on enclosed buildings and other structures are similar to those produced by extreme

~_winds, if the relative direction of the rotating wind is taken into account. The appearance of
"damage to buildings and other structures produced by extreme, hurricane and tornado winds

is so similar that it is aimost impossible to look at damage to an individual structure and tell
which type of wind produced it. Thus, the approach for determining wind pressures on

_buildings and other structures proposed in this document is considered independent of the

i

type of windstorm. The recommended procedure is essentially the same for straight, hurricane,
and tornado winds.

3.2.1 Wind Pressures

Wind pressures on buildings can be classified as external and internal. External pres-
sures develop as air flows over and around enclosed buildings. The air particles change
speed and direction, which produces a variation of pressure on the external surfaces of the
building. At sharp edges, the air particles separate from contact with the building surface with
an attendant energy loss. These particles produce large outward acting pressures near the
location where the separation takes place. To accountfor the large pressures near separations
and the more uniform pressure over the rest of the surface, external pressures may be treated
as local pressures and overall pressures. External pressures act outward on all surfaces of
an eniclosed building except on windward walls and on steep windward roofs. Overall external

At

[F 2




pressures include pressures on windward walls, leeward walils, side walls, and roof, Local
pressures occur at wall corners, eaves, ridges, and roof corners, They act outward over a
limited area.

Internal pressures develop when air flows into or out of an enclosed building through
broken windows, open doors, or fresh air intakes. Natural porosity of the building also allows
air to flow into or cut of the building in some casaes. The internaj pressure can be sither inward
or cutward depending on the location of the openings. if air flows into the building through
an cpening in the windward wall, 2 "ballooning” effect takes place: pressure inside the building
increases relative to the outside pressure. The pressure change produces additionat net
outward-acting pressures on all interior surfaces. An opening in any other wall or leeward
rocf surface permits air to flow out of the building: pressure inside the building decreases
relative to the outside pressure. The pressure change produces net inward-acting pressure
on all interior surfaces. Internal pressures combine with external pressures acting on a buil-
ding's surface.

On structures other than buildings - such as towers, tanks, or chimneys - interest focuses
cn the net force acting to overturn or slide the structure, rather than the wind pressure distri-
bution. The magnitude of these forces is determined by wind tunnel or full-scale tests. Also,
in special instances, particularly associated with aerodynamically sensitive structures, it may
be necessary to consider vortex shedding or flutter as a design requirement. Typical sensitive

structures are: chimneys, stacks, poles, cooling towers, cable-stayed or supported bridges,
and relatively light structures with large smocth surfaces.

Gusts of wind produce dynamic pressures on structures. Gust effects depend on the
gust size relative to building size and gust frequency relative to the natural frequency of the
building. Except for tail, slender structures (designated wind-sensitive structures), the gust
frequencies and the structure frequencies of vibration are sufficiently different that resonance
effects are small, but they are not negligible. The size (spatial extent) of a gust relative to the
size of the structure, or the size of a componeant on which the gust impinges, contributes to
the magnitude of the dynamic pressure. A large gust that enguifs an entire structure has a
greater dynamic effect on the main wind force resisting system than a small gust whose extent
only partially covers the buiiding. On the other hand, a smaii gust may engulfthe entire tributary
area of components such as a purlin, a girt, or cladding. In any event, wind loads may be
treated as quasi-static loads by including an appropriate gust response factor in calculating



- the magnitude of wind pressures. Exireme wind, hurricane, and tornado gusts are not exactly

the same. However, errors owing to the difference in gust characteristics are believed to be
relatively small for those structures that are not wind sensitive.

The roughness of terrain surrounding a structure significantly affects the magnitude of
wind speed. Terrain roughness is typically defined in four classes: urban, suburban, open,
and smooth. Wind speed profiles as a function of height above ground are represented by a
power law relationship for engineering purposes. The relationship gives zero wind speed at
ground ievel. The wind speed increases with height to the top of the boundary layer, where
the wind speed remains constant with height.

3.2.2 Additional Adverse Effects of Tornadoes

In addition to wind pressures produced by tornadoes, low atmospheric pressure and
debristransported by the tornado winds (tornado-generated missiles) pose additional potential
damage.

Atmospheric pressure change (APC) affects only sealed buildings. Natural porosity,

‘openings, or breach of the building envelope permits the inside and outside pressures of an
unsealed buiiding to equalize. Openings of one sq ft per 1000 cu # volume are sufficiently

large to permit equalization of inside and outside pressure as a tornado passes over a building.
Buildings or other enclosures that are specifically sealed, e.g., a hot cell, will experience the

“net pressure difference causad by APC. When APC is present, it acts outward and combines
- with external wind pressures. The magnitude of APC is a function of the tangential wind speed

of the tornado. However, the maximum tornado wind speed and the maximum APC pressure
do not oceur at the same place. The lowest APC occurs at the center of the tornado vortex,
whereas the maximum wind preésure occurs at the radius of maximum winds, which ranges
from 150-500 feet from the tornado center. The APC pressure is approximately one-half its
maximum vatue at the radius of maximum wind speed.

The rate of APC is a function of the tornado’s translational speed, which can vary from
5to 60 mph. A rapid rate of pressure change can produce adverse effects on HVAC systems.

Viclent tornado winds can pick up and transport various pieces of debris, including roof
gravel, pieces of sheet metal, timber planks, pipes, and other objscts that have high surface
area to weight ratios. Automobiles, storage tanks, and railroad cars may be rolled or tumbled
by tornado winds. In extremely rare instances, large-diameter pipes, stee! wide-flange beams,




and utility poles might be transported by very intense tornado winds. These latter missiles are
so rare that practicality precludes concern for their potential damage except for high hazard
facilities comparable to commercial nuciear power plants.

Missiles that should be considered in the design and evaluation of DOE facilities include
a 15-ib, 2x4-in. timber plank; a 75-lb, 3-in.-diameter steel pipe; and a 3000-Ib automobite. The
2x4-in. timber missile is typical of debris found in the destruction of office trailers, storage
sheds, residences, or other light timber structures. Hundreds of these missiles can be gen-
erated in the destruction of a residential neighborhood. The 3-in.-diameter steei pipe repre-
sents a class of debris that includes electrical conduit, liquid and gas piping, fence posts, and
ightcolumns, This missile isless frequently available for transport than the 2x4 timber. Tornado
winds can roll or tumble a 3000 Ib automobile, pickup trucks, small vans, forklifts, and storage
tanks of comparable size and weight.

The three types of missiles produce varying degrees of damage. A specific type of
construction is required to stop each missile. The 2x4-in. timber missile is capable of breaking
glass and perforating curtain walls or unreinforced masonry walls. Reinforced concrete or
masonry walls are required to stop the pipe missile. Timber and pipe missiles can perforate
weak exterior walls and emerge with sufficient speed to perforate interior partitions or glove
boxes. They also can damage HVAC ducts, HEPA filter enclosures, or pieces of control
equipment. Theimpact of a rolling or tumbling automobile produces failure by excess structural
response. Load bearing walls, rigid frames, and exterior columns are particularly susceptible
to these objects. Failure of one of these elements couid lead to progressive coilapse of the
structural system.

3.2.3 Effects on Structural Systems

A structural system consists of one-dimensional elements and two-dimensiconal sub-
systems that are combined to form the three-dimensional wind-load resisting system. The
structural system is enclosed by walls and rocof that make up the building envelope. Wind
pressures develop on the surfaces of the building envelope and produce loads on the structural
system, which in turn transmits the loads to the foundation. The structural system also must
support dead and live [oads.

Individual elements that make up the two-dimensional subsystems include girders,
beams, columns, purlins, girts, piers, and footings. Failure of the elements themselves is
relatively rare. Element connections are the more common source of failure. A properly
conceived wind-forca resisting system should notfail as a resuit of the failure of a single element

3-7



or element connection. A multiple degree of redundancy should be provided which allows
redistribution of load in a ductile systerh when one element of the system is overloaded.
Two-dimensiona! subsystems transmit wind loads from their points of application to the
foundation. Typical subsysiems include braced frames, rigid frames, shear walls, horizontal
floor and roof diaphragms, and bearing walls. The subsystem must have sufficient strength
and stifiness to resist the appiied loads without excessive defiection or collapse. The three-
dimensional wind-load resisting system is made up of two or more subsystems to form an
overall system that is capable of tranémitting all applied loads through various load paths to
the foundation.

The main wind-force resisting systemn must be abie to resist the wind loads without
collapse or excessive deformation. The system must have sufficient ductility to parmit relatively
large deformations without sudden or catastrophic collapse. Ductility implies an ability of the
system to redistribute loads to other components of the systern when some part is overloaded.

Keys to successful performance of the wind-resisting system are well-designed con-
nections and anchorages. Precast concrete structures and pre-engineered metal buildings

~generally have not demonstrated the same degree of satistactory performance in high winds

or tornadoes as conventional reinforced concrete and steel structures. The chief cause of the
inadequate behavior is traced to weak connections and anchorages. These latter systems
tend to have a lesser number of redundancies, which preciudes redistribution of loads when
yielding takes place. Failure under these circumstances can be sudden and catastrophic.
Timber structures and those which rely on unreinforced load-bearing masonry walls suffer
from weak anchorages and a iack of ductility, respectively. These systems, likewise, can
experience sudden collapse under high wind loads. Reinforced masonry walls have inherent
strength and ductility of the same order as reinforced concrete walls. Weak anchorages of
roof to walls sometimes lead to roof uplift and subsequent collapse of the walls.

3.2.4 Effects on Cladding

Cladding forms the surface of the building envelope. Cladding on walls includes window
glass, siding, sandwich panels, curtain walls, brick veneer, masonry walls, precast panels,
and infill walls. Roof cladding includes wood and metal deck, gypsum planks, poured gypsum,
and concrete slabs. Roofing material, such as built-up roofs or single-ply membrane systems,
are also a part of the roof cladding.
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Cladding failure resuits in a breach of the building snvelope. A breach can develop
because of failure of the cladding itself (excessiveyieiding or fracture), inadequate connections
or anchorages, or perforation by missiles. Sometimes cladding provides lateral support to
purlins, girts, and columns. If the cladding or its anchorage fails, this |ateral support is lost,
leaving the efements with a reduced load-carrying capacity.

Most cladding failures resuit from faiiure of fasteners or the material in the vicinity of the
fastener. Cladding failuresinitiate atlocations of high locai wind pressures such aswall corners,
eaves, ridges, and roof comers. Wind tunnel studies and damage investigations reveal that
local pressures can be one to five times greater than overall external pressures.

Breach of the building envelope resuiting from cladding failure allows air to flow into or
out of the buiiding, depending on where the breach occurs. The resulting internai pressures
add to other external wind pressures, producing a worse loading case. Water damage is also
a possibility, because most severe storms are accompanied by heavy rainfail.

if the building enveiope is breached on two sides of the building, e.g., the windward and
leeward walls, a channei of air can flow through the building from one opening to the other.
The speed of the flowing air is related to the wind speed outside the building. A high-speed
air flow (greater than 40 mph) could coilapse interior partitions, pick up small pieces of
equipment, or transport toxic or radioactive materials to the environment.
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3.3 EFFECTS OF FLOODING

3.3.1 Causes and Sources of Flooding and Flood Hazards .

There are a number of phenomena that can cause flooding in tﬁe vicinity of a site. For
each cause or source of flooding, a facility may be exposed to one or a number of fload
hazards. In most cases, the principal hazard of interest is submergence or inundation.
However, significant damage can also occur if there are impact or dynamic forces, Hydrostatic
forces, water-borne debris, etc. Depending on the cause of flooding (e.g., river fliooding,
coastal storm surge) and the hazard (e.g., submergence, wave forces), the consequences
can be very different. ‘

Table 3-1 lists the various types or causes of flooding that can occur and the particular
hazards they pose.

TABLE 3-1
CAUSES OF FLOODING

Source/Cause Hazard

River flooding inundation, dynamic forces, wave action, sedimentation, ice loads
« precipitation
- show maelt
- debris jams
- ice jams

- Dam failure inundation, erogion, dynamic loads, sedimentation
- earthquake

- jandslide
- gtatic failure (e.g., internal erosion, tailure of outiet
works)

Leves or dike failure inunciation, erosion, dynamic loads, sedimentation
- sarthquake

- flood

- gtatic failure (e.g.internal erosion, subsidence)

Pracipitation/storm runoff intindation (ponding), dynamic loads (fiash fiooding)
Teunami inundation, dynamic loads
- marthguake

Seiche inundation, dynamic loads
- sarthquake
-wind

Storm surge, usually accompanied by wave action inundation, dynamic ioads
- hurricane
- tropical storm
- squall line

Wave action Inundation, dynamic loads
Debris Dynamic lcads

From the tabie, one notes that many of the causes or sources of flooding may be interreiated.
For example, flooding on & river can occur due to dam or levee failure or precipitation.
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Depending on the type of flocding and local conditions, the particular hazard posed by
aflood canvary, Forexample, extreme flooding on ariver may simply inundat2 a site. However,
in a different situation, channel conditions may be such that prior to the site being inundated,
high flows couid lead to embankment erosion and structural damage to levees or dikes.
Similarly, at coastal sites, storm surge and/or wave action can pose different hazards to a site.

In most cases, flood hazards are characterized in terms of the depth of flooding that
occurs on site. This is reasonable since the depth of inundation s probably the single most
relevant measure of flood severity. However, the type of damage that is caused by flooding
depends very much on the nature of the hazard. For exampie, it is not uncommon that coastal
sites can suffer significant damage due to wave action alcne, even if the site is not completely
inundated by astorm surge. Similarly, high-velocity flcod waters on ariver can add substantially
to the threat of possible loss of life and the extent of structural damage. In many cases, the
other hazards - such as wave action, sedimentation, and debris flow - can compound the
damage caused by inundation.

3.3.2 Floeding Damage

In many ways, fiood hazards differ significantly from cther natural phenomena consid-
ered in this document. As an example, it is often reiatively easy to eliminate flood hazards as
a potential contributor to the chance of damage at a hazardous facility by strict siting
requirements. Similarly, the opportunity to effectively utilize warning systems and emergency
procedures to limit damage and personnel injury is significantly greater in the case of flooding
than it is for seismic or extreme winds and tornadoes.

The damage to buildings and the threat to pubiic heaith vary depending on the type of
flood hazard. In general, structural and non-structural damage will cccur if a site is inundated.
Depending on the dynamic intensity of on-site flooding, severe structural damage and com-
plete destruction of buildings can resuit. In many cases, structural failure may be less of a
concern than the damaging effects of inundation on building contents and the possible
transport of hazardous or radicactive materials.

For hazardous facilities that are not hardened against possible on-site and in-building
flooding, simply inundating the site can resuit in a loss of function of equipment required to
maintain safety and in a breach of areas that contain valuable or hazardous materiais.
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Structural damage to buildings depends on a number of faciors related o the intensity
of the flood hazard and the local hydraulics of the site. Severe structural damage and coliapse
generally occur as a result of a combination of hazards such as flood stage level, flow veiocity,
debris or sediment transport, wave forces, and impact loads. Flood stage is quite cbviousiy
the single most important characteristic of the hazard (fiood stages below grade generally do
not result in severe damage). :

in general, the consequences of on-site flooding dramatically increase because flooding
varies from submergence to rapidly moving water loaded with debris. Submergence results
in water damage to a building and its contents, loss of operation of electrical components,

"and possible structural damage resulting from extreme hydrostatic loads. Roof collapse can

occur when drains become clogged or are inadeguate, and when parapet walis altow water,
snow, or ice to collect. Also, exterior walls of reinforced concrete or masonry buildings (above
and below grade) can crack and possibly fail under hydrostatic conditions.

Dynamic flood hazards can cause excessive damage to buildings not properly designed
to withstand dynamic forces. Where wave action is likely, erosion of shorelines or river banks
can occur. Structures located near the shore are subject to continuous dynamic forces that
can break up a reinforced concrete structure and at the same time undermine the foundation.
Buildings with light steel frames and metal siding, wooden structures, and unreinforced
masonry are susceptible to severe damage and even collapse if they are exposed to direct
dynamic forces. Reinforced concrete buildings are iess likely to suffer severe damage or
collapse. Table 3-2 summarizes the damage that various flood hazards can cause ocour to
buildings and fiood protection devices.

TABLE 3-2
FLOOD DAMAGE SUMMARY

Hazard Damage

Submergence Water damage to bullding contents; loss of slectric power and
component function; settiemnents of dikes, levees; leves overtopping

Hydrostatic Loads Can cause cracking in walls and foundation damage; ponding on
roofs can cause coliapae; levees and dikes can fall due to hydro-
gtatic pressure and leakage

Dynamic Loads . Erosion of embankments and undermining of seawalls, high
dynamic ioads can cause severe siructurai damage, erosion of
iovens

312



The transport of hazardous or radicactive materiai reprasents a major consequence of
on-site flooding if containment buildings or vauits are breached. Depending on the form and
amount of material, the effects could be long-term and widespread once the ¢ontaminants
enter the ground water or are deposited in populated areas.
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4 EARTHQUAKE DESIGN AND EVALUATION GUIDELINES

4.1 INTRODUCTION

This chapter and Appendix A describe the philosophy and procedures for the design or
evaluation of facilities for earthquake ground shaking. Much of this material deals with how
seismic hazard curves such as those given in Reference 1 may be utilized to establish Design
Basis Earthquake (DBE per Referenca 9) loads on the facility: how to evaluate the response
of the facility to these loads; and how to determine whether that response is acceptable with
respect to the performance goals described in Chapter 2. In addition to facility evaluation for
seismic loading, this chapter covers the importance of design details and quality control to
earthquake safety of facilities. These earthquake design and evaiuation guidelines are equaily
applicable to buildings and to items contained within the building, such as equipment and
piping. In addition, the guidelines are intended to cover both new construction and existing
facilities.

Design of facilities to withstand earthquake ground motion without significant damage
or loss of function depends on the following considerations:

1. The facility must have sufficient strength and stiffness to resist the lateral lcads
induced by earthquake ground shaking. If a facility is designed for insufficient
lateral forces or if deflections are unacceptabiy large, damage can result, even to
well-detailed facilities.

2. Failures due to brittle behavior or instability which tend to be abrupt and poten-
tially catastrophic must be avoided. The facility must be detailed in a manner to
achieve ductile behavior such that it has greater energy absorption capacity than
the energy content of earthquakes.

3. The behavior of the faciiity as it responds to earthquake ground motion must be
fully understood by the designer such that some "weak fink" which could produce
an unexpected failure is not overlooked.

4, The facility must be constructed in the manner specified by the designer. Materi-
als must be of high quality and as strong as specified by the designer. Construc-
tion must be of high quality and conform to the design drawings.

Specification of lateral load levels and methods of evaluating facility response to these
loads (i.e., Item 1 above) are the primary subjects of this chapter. They are discussed in
Section 4.2, Appendix A, and Section 4.4. In addition, Reference 22 addresses these subjects.
ltemns 2, 3, and 4 assure good seismic design of facilities and they are described in Section
4.3: References 23 and 24 may be consulted for additional guidance on these items. Section
4.2 presents specific seismic design and analysis guidelines recommended for DOE facilities.
Section 4.3 describes good earthquake design detailing practice and recommended quality
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assurance procedures. Section 4.4 discusses important seismic design and evaluation
considerations such as effective psak ground motion, soil-structure interaction, and evaluation
of equipment and piping and existing facilities. Appendix A provides commentary which
describes the basis for the guidelines presented in Section 4.2.

4.2 SEISMIC GUIDELINES FOR EACH FACILITY-USE CATEGORY

4.2.1 General

This section presents the specific procedures for seismic design and evaluation of
tacilities in each facility-use category. Seismic design and evaluation procedures include the
following sieps: '

Selection of earthquake response spectra.
Evaluation of earthquake response.

Estimation of seismic capacity,

Assurance of proper details and guality construction.

oD

For each facility-use category, a recommended exceedance probability for the earth-
quake hazard level is specified from which the peak ground acceleration may be determined
from the hazard curves in Reference 1 or from other site-specific studies. Utilizing this peak
ground acceleration, a deterministic approach is outlined by which both the demand placed
on a facility and the capacity of that facility may be evaluated. From these data, new facilities

" " may be designed such that the demand-capacity ratios are acceptable or the adequacy of an

. existing facllity subjected to the specified earthquake motion can be evaluated.

The procedures presented herein are intendad to meet the performance goails for
structural behavior of faciiities as defined in Chapter 2. This is accomplished by specifying
hazard probabilities of exceedance along with seismic behavior evaluation procedures inwhich
the level of conservatism introduced is controlied such that desired performance can be
achieved. The guidelines generally follow the 1988 UBC provisions (Reference 10} for General
Use and imporiant or Low Hazard faciiities and the DOD Tri-service manual for essential
buildings (Reference 11) for Moderate or High Hazard facilities. Minimum seismic design
requirements for Moderate and High Hazard facilities are also based on the 1988 UBC pro-
visions. Table 4-1 summarizes recommended earthquake design and evaluation guideiines
for each facility-use category. Specific procedures are described in detail in Sections 4.2.2
and 4.2.3. The basis for these procedures is described in Appendix A. '
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TABLE 4-1

SUMMARY OF EARTHQUAKE EVALUATION GUIDELINES

FACILITY-USE CATEGORY
General Use important or Moderate High
Low Hezard Hazard Hazard
HAZARD EXCEEDANCE 2103 %103 1x10-3 2x10~4
PROBABILITY
RESPONSE. Median Amplification
SPECTRA {no conaarvative bias)
DAMPING 5% Poast Yield
(Table 4-4)
ACCEPTABLE Static or Dynamic Dynamic Anaiysis™
ANALYSIS Force Method Normalized
APPROACHES to Code Lavel Baga Shear
IMPORTANCE =10 1=1.25 Not Used”
FACTOR
LOAD Code Spacified Load Factors Appropriate Load Factors of Unity
FACTORS for Structural Material .
INELASTIC Accourted for by Rw Fu from Table 4-2
DEMAND- in Code Base Shear Appliad to Dead Load
CAPACITY Equation (Ref, 10 Plus Live Load
RATIOS and Table 4-2) Ptua Earthquake
MATERIAL Minimum Specified or Known In-situ Vaiuas
STRENGTH !
STRUCTURAL CAPACITY Code Ultimate or Yield Level
. Allowable Lovel
PEER REVIEW, — Requirad
QA, SPECIAL
INSPECTION

-

Minimum ssismic requiremants in thess categories inciude static analysis per UBC provisions with | = 2,0 and
Z from hazard excesdancs probability for categary considerad.

4.2.2 Evaluation of General Use & Important or Low Hazard Facility Seismic Behavior

Design or evaluation of General Use and Important or Low Hazard facilities for earth-
quake hazards is based on normal building code seismic provisions. In these guidelines,
Reference 10, the 1988 edition of the Uniform Building Code is followed for these facility-use
categories. Basic steps in the seismic design and analysis process are summarized in this
section. All 1988 UBC provisions are to be followed for General Use and Important or
Low Hazard facilities (with modifications as described below), regardless of whether
they are discussed herein.

In the 1988 UBC provisicns, the lateral force representing the earthquake loading on

buildings is expressed in terms of the total base shear, V, given by the following equation:

V = ZICW /Ry (4-1)
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where Z = a seismic zone factor equivalent to peak ground acceleration,
i = a tactor accounting for the importance of the facility,
C = a spectral amplification factor,
W = the total weight of the facility,
Rw = & reduction factor to account for energy absorption capability

of the tacility (Ref. 10 values are shown in Table 4-2).

For General Use and important or Low Hazard DOE faciliies, it is recommended that
the 1988 UBC provisions be followed, with the exception that Z be evaluated from the hazard
curves in Reference 1, and C is the amplification factor from 5% damped median response
spectra. k is recommended that both new and existing facilities (also refer to Section 4.4.5 for
existing facilities) be evaluated for their adequacy to withstand earthquakes by the foliowing
procedure:

1. Evaluate slement forces, F(DL) &nd F(LL), throughout the tacility for dead and live loads, respectively
{realistic estimate of ioads for existing facilitiag).

2. Evaluate elament forces, F(EQ), throughout the facility for earthquake loads.

a Static force method for reguiar facilities or dynamic force method for irregular facilities as describad in
the 1988 LUBLC provigions.

b. In elther case, the total base shear is given by Equation 4-1 where the parameters are evalunted as
foliows:

1) Z is the pesk ground acceleration from the hazard curves (Table 4-3) at the following exceedance
probabilitias:
General Use -2xi08
important or Low Hazard - 1x10-3

2) C is the spectral ampiification at the fundamental period of the facility from the S percent damped
median response spectra for the facility. Note that for fundamantal periods lower than the period
at which the maximum spectral acceleration occurs, ZC should be taken as the maximum spec-
tral acceleration as illustrated in Figure 4-1.

Amplification factors from median spacira may be determined by:
a) site-spacific geotechnical studies
b) References 1, 25, 26, or 27

3) #f ZC is lmss than the 1988 UBC provisions (Refarence 10}

a) Earthqueke loads should be based on the larger of ZC determined from items 1 and 2 above
or from the 1588 UBC provisions unless ZC is based upon a site-specific gectechnical study.

b) #f ZC is based upon a site-specific gectechnical study, any significant differences with UBC
will be justified and resolved. Final sarthquake loads are subjact to approval by DOE/OSA.

4) importance facter, [, should be taken as:
General Use -l=10
Important or Low Hazard - { = 125

5 Reduction factors, Ry, are from Table No. 23-O of Reference 10 as reproduced in Table 4-2,

3. Combine responses from various loadings 1o evaluate demand, D, by:
D = LF [F(OL) + F(LL) + F(EQ)} or D = 0.9 F{DL} +LF F(EQ}
when strength design is used (LF is the load factor which would be 1.4 in the case of concrete).

or

D = Q.75 [F(DL) + F{LL) + F(EQ)]
when allowable stress design-is used {the 0.75 tactor cofresponds to the one-third incresss in aliowable
stress permitted for ssismic loads).
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Evalusate capacities of the elements of the facility, CAP, from code ultimate values when atrangth design ia
used (s.g., UBC Sec. 2609 & 2625 for reinforced concrets) or from allowable strass levais when allowable
stress design is used {(e0.g., UBC Sec. 2702 for atesf), Minimum apecified or known in-situ vaiues for mate-
rid strengtha should be used for capacity estimation.

Compare demand, D, with capacity, CAP, for all structural elements. i D s lags than or equal to CAP, the
facility satisfles the seismic lateral force reguirements. If D is graatsr than CAP, the facilty has inadequate
laterai force resistance.

Evaiuate story drifta (i.a,, the dispiacemant of one (avel of tha structure relative to the lavel above or below
dus to the design (ateral forces), inciuding both translation and torsion. Per Raferance 10, calcuiated story
drifts should not excead 0.04/Ry times the story heigit nor 0.00S times the story height for buildings less
than 65 feet i height, For taller buildings, the calculated story driit should not axceaed 0.03/Ry, nor 0.004
timee the story height. Note that these stery drifts are calculated from aeismic loads reduced by Ry in
accordance with Equation 4-1. Thasa drift limits may be excassded whan it is demonsirated that greater
drift can be tolerated by bioth structural systems and nonstructural elements.

Elements of the facility should be checked to assure that all detailing requirements of the 1983 UBC
provisions are mat. UBC Seigmic Zone No. 2 provisions should be met whan 2 is between 0,12 and 0.247.
UBC Seismic Zone Noa. 3 & 4 provisions should be followad when Z is 0.25g or more, Special saismic
provisions in the UBC nead not be feilowed if Z Is 0.11Q or legs.

8.

Peer review of engineering drawings and caiculstions, speciai inspaction and tasting of new construction
or axisting facilitias, and other quaiity assurance measures discussed In Section 4.3 should be implam-
entad for Important or Low iHazard facilitias.

1.25
For Building Response Evaluation, the
Maximum Spectral Acceleration is Used|
for Low Period Region for:
1 A} ZC per Section 4.2.2
- 8) Fundamental Mode Spectral
= Accelergtion ner Sectian 4.2.3
[
2
2 075 -
£ i
L1
§ ,l Actual Spectrum in Low Period Region
3 !
£ osg
L]
a
[77]
0.25
O 1 H . F) i
o 0.5 1 1.5 2 2.8 3

Pericd {seconds)
Note: For seismic evagluation of nonstructural compeonents,
equipment, piping, ete. by dynamic analysis, the actual

spectrum should be used. The actual spectrum should
also be used as the basis for developing flcor spectra.

FIGURE 4-1
EXAMPLE DESIGN/EVALUATION EARTHQUAKE
GROUND MOTION RESPONSE SPECTRUM .
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TABLE 4-2 '
CODE REDUCTION COEFFICIENTS, Ry AND
INELASTIC DEMAND CAPACITY RATIOS, Fy

Category Tl
Structural System Gu &! MH HH
{terminology is tdentical to Ret. 10) oriH
Ry Fy
MOMENT RESISTING FRAME SYSTEMS
Columns * 15 1.25
Beamns
Stesl Spacial Moment Resisting Space Frame {SMARSF) 12 3.0 2.5
Congcrete SMRSF 1 275 2.25
Concrete Imermediate Moment Frame (IMRSF) 7 1.5 1.25
Steal Ordinary Moment Resisting Space Frame 6 1.5 1.25
. Concrete Ordinary Moment Resisting Space Frame 3 1.1 1
SHEAR WALLS '
Concrete Walls B {6 1.7 (1.4) 1.4 (1.15)
Masonry Walls 8 (6) 1.5 (1.8) 1.25 {(1.1)
Plywood Walis 2(® 20 (1.7 1.5 (1.4)
Dual Systemn, Concrete with SMRSF 12 25 20
Duail System, Concrate with Concrate IMRSF 8 2.0 18
Dual Systemn, Masonry with SMRSF B 1.5 125
Dual System, Masonry with Concrete IMRSF 7 1.4 115
STEEL ECCENTRIC BRACED FRAMES (EBF)
Columns * 1. 1.25
Beams and Diagonal Braces 10 275 2.25.
Beams and Diagonal Braces, Dual System with Steel SMRSF 12 3.0 25
CONCENTRIC BRACED FRAMES
Steal Beams 8 (8) 20 (1.7) 1.5 (1.4)
Sieel Diagonal Braces 8 (6) 1.7 (1.5) 1.4 {1.25) =W
Stesl Columns B (6) 1.7 {1.5) 1.4 (1.25)
Connactions of Steel Membars B (B; 1.4 {1.25) 1.15 (1.05) ¥
Concrete Beams 8 (4 1.7 (1.3) 1.4 (1.1) l
Concrete Diagonal Braces 8 {4) 1.5(1.2) 1.25 (1) .
Concrete Columns B {4 150(1.2) 125 (1)
. Connections of Concrete Mambars 8(4 1.25 (1.1) 1.05 (1) ol
’ Wood Trusses & (4) 1.7 (1.3 1.4 (1.1}
Weod Columns a4 1.5 (1.2 125 (1)
Connactions in Wood (other than nailg) 8 (4) 1.5 (1.2) 1.25 {1)
Beams and Diagonal Braces, Dual Systems -
Steal with Steal SMRSF 10 25 2.0 o
Concrete with Concrete SMRSF ] 20 1.5 @
Concreate with Concrete IMSRF 6 1.4 1.15 .

Note: Vaiues herein assurme good seismic detalling practice per Section 4.3 and reasonably uniform inelastic behavior.
Otherwise, lower values should be used. Moment resisting frame detailing per Reference 10.

Values in parentheses apply to bearing walt aystemc or systems In which bracing carries gravity loads

R vaiuas for columns are the same as for baams and braces for moment frames and for eccentric braced frames
Fy, for chavron, vee, and K bracing is 1.15 for Modarate Hazard faciitiss and 1 for High Hazard facilities. K bracing
is not parmitted in buiidings of more thantwo stories tor Z of 0.25¢ or more, K bracing requires special consideration
for any building i Z is 0.259 or more,

For columns subjected to cambined axial compression and bending, interaction formulas from Figures 4-2 and 4-3
of Referance 11 should be used for Moderate and High Hazard tacilities.

For Maoderate and High Hazard tacilities, it is parmissible to use the F, value which applies to the overall structural
syetam for structural eloments not mentionad on the above 1able. For example, to evaiuats diaphragm elements,

footings, plie foundations, ete,, Fy, of 3.0 may be used for a Moderate Hazard stes! SMASF. inthe case of a Moderate
Hazard steal concentric braced frame, Fy, of 1.7 may be used.




TABLE 4-3
MAXIMUM HORIZONTAL GROUND SURFACE ACCELERATIONS AT DOE SITES
(Reference 1)

L HAZARD ANNUAL PROBABILITY
LT OF EXCEEDANCE
DOE SITE 2x10-3 1x10-3 2x10-4
BENDIX PLANT .08 .10 a7
LOS ALAMOS SCIENTIFIC LABORATORY .18 2 a8
MOUND LABQRATORY 12 .15 23
PANTEX PLANT _ 08 .10 a7
ROCKY FLATS PLANTS™" 13 15 21
SANDIA NATIONAL LABORATORIES, ALBUGUERQUE A7 22 .38
SANDIA NATIONAL LABORATORIES, LIVERMORE, CA 41 48 58
PINELLAS PLANT, FLORIDA .04 ] 09
ARGONNE NATIONAL LABORATORY-EAST 09 .12 21
ARGONNE NATIONAL LABORATORY-WEST 12 .14 21
BROOKHAVEN NATIONAL LABORATORY 12 A5 25
PRINCETON NATIONAL LABORATOARY .13 .16 27
~ IDAHO NATIONAL ENGINEERING LABORATORY a2 14 21
FEED MATERIALS PRODUCTION CENTER .10 13 .20
=7 QAK RIDGE NATIONAL LABORATORY, X-10, K-25, and Y-12 .18 .19 32
P PADUCAH GASEQUS DIFFUSION PLANT a3 45 *

' PORTSMOUTH GASEOUS DIFFUSION PLANT .08 RE A7
- NEVADA TEST SITE 21 27 A48
o HANFORD PROJECT SITE 09 a2 17
.- LAWRENCE BERKELEY LABORATORY 55 64 »

| LAWRENCE LIVERMORE NATIONAL LABORATORY (LLNL) A1 .48 £8
- LLNL, SITE 300-854 32 .28 56
LLNL, SITE 300-834 & 836 28 34 51
™ ENERGY TECHNOLOGY AND ENGINEERING CENTER 53 59 *
—— STANFORD LINEAR ACCELERATOR CENTER 45 59 N
N SAVANNAH RIVER PLANT - .08 .11 .19
- L3

Value not available from Rafarenca 1 and must be determined for High Hazard facilitias at thesae sites.
s " Bedrock slopas at Rocky Flats, This vaiue is surface acceleration at an avarage soii depth at this site,

Note: Values given in this tabie are largest peak instrumental aceelerations. Maximum vartical accelaration may bo assumed
to ba 2/3 of the mean peak horizontal accaiaration (see Section 4.4.1 far a discussion of earthquake components and
maan poeak horizomtal acceleration).
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4.2.3 Evaluation of Moderate & High Hazard Facllity Seismic Behavior

Moderate and High Hazard faciiities should initially be analyzed by the 1988 UBC static
force method (as described in Section 4.2.2) utilizing an importance factor, |, of 2.0 and peak
ground accelerations, Z, corresponding to hazard exceedance probabilities of 1x1 03 for

.Moderate Hazard and 2x10~4 for High Hazard. 1988 UBC provisions with 1 = 2.0 provide

minimum seismic requirements for Moderate and High Hazard facilities.

in addition, the earthquake evaluation approach for Moderate and High Hazard facilities
should also include elastic dynamic analysis of the facility. Limited inelastic behavior is per-
missible for those facilities with adequate design details such that ductile response is possible
or for those facilities with redundant lateral load paths. Inelastic behavior is accounted for in
the evaluation approach by specifying inelastic demand-capacity ratios, Fy, for elements of
the facility. These ratios are the maximum amount that the elastically computed demand can
exceed the capacity of elements of the facility, and they are related to the amount of inelastic
deformation that is permissible in each category. By permitting less inelastic behavior for more
hazardous categories, the margin of safety for that category is efiectively increased. The
‘approach employed for Moderate and High Hazard facilities is from the Department of Defense

(DOD) Tri-service manualentitied Seismic Design Guidelines for Essential Buildings (Reference

11). The inelastic demand-capacity ratios from Reference 11 can be shown to be generally
consistent with the performance goals for each category and with the Ry factors from the

1988 UBC provisions as discussed in Appendix A.

Elastic dynamic analysis procedures such as those described in Reference 11 can be
used for both new and existing facllities (also refer to Section 4.4.5 for existing facilities). Basic
steps by this approach include the following:

1. Evaluate sloment forces, F{DL) and F{LL), throughaut the facility tor dead and live loads (realistic estimate
of loads for existing facilities).
2. Develcp median input earthguake response spectra from the Refarence 1 hazard curves based upon

site-specific gectechnical siudies. In lieu of a site-speciic study, it is accepteble Yo determine the madian
rasponse spactral shape from Referances 1, 25, 26, or 27. Input spactra should be anchored to peak
ground accelerations {Table 4-3) determinad from the hazard curves at the following exceedance probabili-
ties:

Moderate Hazard - 1x10°3 '

High Hazard - 2x104
Note that for fundamental periods lower than the period at which the maximum spectral ampiification
octurs, the maximum spectral accelaration should be used (ses Figure 4-1). For higher modes, the actual
spactral accelerations shouid be used in accordance with recommandations from Reference 11, {Note that
this requirement necessitates that response spectrum dynamic analysis be periormed for bullding
response evaluation). The sctual spectrum may be used for all modes if there is high confidence in the
frequency evaluation and Fy, is taken to be unity. As stated on Figure 4-1, the actual spectrum at all fre-
quencies should be used to evaluate nonstructural compensnts, equipmaent, piping, etc, by dynamic analy-
sis. and to develop fioor response spectra used for the svaluation of structure-supported subsystems.




a. Utitizing the input specira developed above and a mathematical modal of the facility, perform an elastic
dynamic analysis of the facility to evaiuate the elastic sarthquake demand, F(EQ), of all elemants of the
facility. Damping should be determined from Table 4-4.

4, Evaluate the totai demand far ail elements of the facility, D, from:
D = (F(DL} + F{LL) + FEQ)/Fy
whaere F; Is the allowable inslastic demand-capacity ratio as given in Table 4-2.

. Evaluate-capacities of tha elemants of the facility, CAP, from code uitimate or yieid values (e.g., UBC Sec.
26809 & 2625 for reinforcad concrate and 1.7 times UBC Sec. 2702 or UBC Sec. 2721 for steal). Note that
strangth reduction factars, 4 are retainad for Moderate and High Hazard facilities. Minimum spacifled or
known in-situ values for matarial strengths should be used for setimation of capacities,

8 Compare total demand, B, with facility capacity, CAP. I D is lass than or equal to CAP, the facility satisfles
the seismic lateral forcs requirements. i D Is graster than CAP, the facility has inadequata lataral force
resistance.

7. Evaluate story drifts dus to lateral forcea, including bath translation and torsion. It may be assumed that
inelastic drifts are adoquately approximated by slastic analyses. Note that for Modarate and High Hazard
facilitios, loads used to compute drifts are nct reducad as is the case for Section 4.2.2 guidelinas where
ioads used to compute story drifts are raducad by Ry, Where confinement of hazardcus materials is of
importance, caiculated story drilts shouid not excsed 0.010. This drift fimit may be axceeded whaen accept-
able performancs of bath the structure and nonstructural slements can be demonstrated at graater drift.

8. Check elemants of the facility to asaure that good datalling practice has been followed, Vaiuas of F,; given
in Table 4-2 are uppar limit values assuming good design detailing practice as discussed in Sectlon 4.3
and consistency with recent UBC provisions. UBC Seismic Zone No. 2 provisions should be meat when Z is
betwaean Q.12 and 0.24g. UBC Seismic Zone Nos. 3 & 4 provisions should be followed whan 2 is 0.25g or
more, Speciai seismic provigions in the UBC nead not be followed if Z 13 0.11g or lass,

3. implemant pasr reviaw of angineering drawings and calculations, special inspection and testing of new
conetruction or existing facilities, and other quality assurance measures discussed in Saction 4.3 for Med-
srate and High Hazard {acilitias.

10. Ineiastic analysos may, aitemativaly, be performed for Moderate and High Hazard facilities. Accaptable
ineiastic analysis procsdurss include: ’
a. Capacity specirum methed as described in Refarence 11.
b. Direct integration time history anaiysas explicitly madeiing inelastic behavior of individual elements
of the facillty. Several rapresentative aarthquake time histories are requirad for dependable
results from these analyses.

TABLE 4-4
RECOMMENDED DAMPING VALUES™
(References 11 and 25)

Bamping
Type of Structure (% of Critical)
Equipmant and Piping 5
Walded Staesl and
Prestrassed Concrote 7
Bolted Steel and
Rainforced Concrate 10
Masonry Shear Walls 12
Wood 15

Corresponding to post yield stress levals to be used for evaluation of Moderate and High Hazard Facilities.
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4.3 EARTHQUAKE DESIGN DETAILS AND QUALITY ASSURANCE

This section briefly describes general design considerations which enable structures or
equipment to perform during an earthquake in the manner intended by the designer. These

design considerations attempt to avoid premature, unexpected failures and encourage ductile -

behavior during earthquakes. This material is intended for both design of new facilities and
evaluation of existing facilities. For new facilities, .this miaterial addresses recommended
seismic design practices. For existing facilities, this material may be used for identifying
potential deficiencies in the capabllity of the facility to withstand earthquakes (i.e., ductile
behavior, redundant load paths, high quality materials and construction, etc.). In addition,
good seismic design practice, as discussed in this section, should be employed for upgrading
or retrofitting existing facilities.

Characteristics of the lateral force-resisting systems are as important or more so than
the earthquake load level used for design or evaluation. These characteristics include
redundancy; ductility; tying elements together to behave as a unit; adequate equipment
anchorage; understanding behavior of non-uniform; non-symmetrical structures or equipment;

. detailing of connections and reinforced concrete elements; and the quality of design, materials,

~ and construction. The level of earthquake ground shaking to be experienced by any facility

in the future is highly uncertain. As a result, it is important for facilities to be tough enough to
withstand ground motion in excess of their design ground motion level. There can be high
confidencein the earthquake safety of facilities designed in this manner. Earthquakes produce

. transient, limited energy loading on facilities. Because of these earthquake characteristics,
. well designed and constructed faciiities (i.e., those with good earthquake design details and

high quality materials and construction which provide redundancy and energy absorption
capacity) can withstand earthquake motion well in excess of design levels. However, if details
which provide redundancy or energy absorbing capacity are not provided, there is little real
margin of safety built into the facility. It would be possible for significant earthquake damage
to occur at ground shaking levels only marginally above the design lateral force ievel. Poor
materials or construction could potentially iead to damage at well below the design lateral
forcelevel. Furthermore, poor design details, materials, or construction increase the possibility
that a dramatic failure of a facility may oceur.

A separate document providing guideiinés, examples, and recommendations for good
seismic design of facilities is currently being planned as part of this overall project. This section
briefly describes general design considerations which are important to achieving well-
designed and constructed earthquake-resistant facilities or to assessing whether existing
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faciiities are well-designed and constructed for earthquake effects. Considerations for good

" earthquake resistance of structures, equipment, and piping include (1) configuration; (2)

continuous and redundant load paths; (3) detailing for ductile behavior; (4) tying systems
together; (5) influence of non-structural components; (6) survival of emergency systems; and
(7) quality of materials and construction. Each of these considerations is briefly discussed
below. While the following discussion seems to primarily address buildings, the principles
introduced are equaily applicabie to enhancing the earthquake resistance of equipment,
pipihg, or ather components.

Configuration - Structure configuration is very important to earthquake response. irregular
structures have experienced greater damage during past earthquakes than uniform, sym-
metrical structures. This has been the case even with good design and construction; therefore
structures with regular configurations should be encouraged for new designs, and existing
irregular structures should be evaiuated with greater scrutiny than would otherwise be
employed. hrregularities such as large re-entrant corners create stress concentrations which
producs high local forces. Other plan irreguiarities, such as those due to the distribution of
mass or vertical seismic resisting elements (or differences in stiffiness between portions of a
diaphragm), can result in substantial torsional response during an earthquake. Vertical
irregularities, such as large differences in stiffness or mass in adjacent levels or significant
horizontal offsets at one or more levels, can produce large local forces during an earthquake.
An example is the soft story building which has a tall open frame on the bottom flcor and shear
wall or bracad frame construction on upper floors {e.g., Olive View Haspital, San Fernando,
CA earthquake, 1971 and Imperial County Services Building, imperial Vailey, CA earthquake,
1979). In addition, adjacent structures should be separated sufficiently so that they do not
hammer one another during seismic response.

Continuous And Redundant Load Paths - Earthquake excitation induces forces at all points
within structures or equipment of significant mass. These forces can be vertical cr along any
herizontal {lateral) direction. Structures are most vuinerable to damage from lateral seismic-
induced forces, and prevention of damage requires a continuous load path {or paths) from
regions of significant mass to the foundation or location of support. The designer/evaluator
must foilow seismic-induced forces through the structure (or equipment or piping} into the
ground and make sure that every element and connection along the load path is adequate in
strength and stiffness to maintain the integrity of the system. Redundancy of locad paths is a
highly desirable characteristic for earthquake-resistant design. When the primary element or
system yields or fails, the lateral forces can be redistributed to g secondary system to prevent
progressive failure. in a structural system without redundant components, every component
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must remain operative to preserve the integrity of the structure. ltis good practicetoincorporate
redundancy into the seismic-resisting system and not to rely on any system wherein distress
in any member or element may cause progressive or catastrophic collapse.

Detailling For Ductile Behavior - In general, it is uneconomical or impractical to design
structures to remain within the elastic range of stress for sarthquakes which have very low
probability of occurrence. Furthermore, it is highly desirable to design structures or equipment
in @ manner which avoids brittle response and premature unexpected failure such that the
structure or equipment is able to dissipate the energy of the earthquake excitation without
unacceptable damage. As a result, good seismic design practice requires selection of an
appropriate struciural system with detailing to develop sufficient energy absorption capacity
to limit damage to permissible levels.

Structural steel is an inherently ductile material. Energy absorption capacity may be
. achieved by designing connections to avoid tearing or fracture and to ensure an adequate
.~ path for a ioad to travel across the connection. Because of the possibility of instability by
buckling for relatively slender stee! members acting in compression, detailing for adequate
“stifiness and restraint of compression braces, outstanding legs of members, compression
flanges, etc., must be provided. Furthermore, defiections must be limited to prevent overall
*  frame instability due to P-delta effects.

- Brittie materials such as concrete and unit-masonry require steel reinforcementto provide
" -the ductility characteristics necessary to resist seismic forces. Concrete structures should be
™ Udesigned to prevent concrete compressive failure, concrete shearing failure, or loss of rein-
-  forcing bond or anchorage. Compression failures in flexural members can be controlled by
fimiting the amount of tensile reinforcement or by providing compression reinforcement and
requiring confinement by closely spaced transverse reinforcing of longitudinal reinforcing bars
(e.g., spirals, stirrup ties, or hoops and supplementary cross ties). Confinement increases the
strain capacity and compressive-, shear-, and bond-strengths of concrete. Maximum con-
finement should be provided near joints and in column members. Failures of concrete inshear
or diagonal tension can be controlled by providing sufficient shear reinforcement, such as
stirrups and inclined bars. Anchorage failures can be controlied by sufficient lapping of splices,
mechanical connections, welded connections, etc. There should be added reinforcement
around openings and at corners where stress concentrations. might occur during earthquake
motions. Masonry walls must be adequately reinforced and anchored to fioors and roofs.

Y
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A general recommendation for good seismic detalling is to proportion steel members
and to reinforce concrete members such that they can behave in a ductile manner and can
provide sufficient strength such that brittle or less ductile modes do not govern the overall
seismic response. In this manner, sufficient energy absorption capacity can be achieved so
that earthquake motion does not produce excsssive or unacceptable damage.

Tying Systems Together - One of the most important attributes of an earthquake-resistant
structural system is that it is tied together to act as a unit. This attribute not only aids in
earthquake resistance; it also adds to the capability to resist high winds, floods, explosions,
pregressive failure, and foundation settlement. Different parts of buildings should be inter-
connected. Beams and girders should be adequately tied to columns, and columns should
be adequately tied to footings. Concrete and masonry walls should be anchorad to all floors
and roofs for lateral support. Diaphragms which distribute lateral loads to verticai resisting
elements must be adequately tied to these elements. Collector or drag bars should be provided
to collect shear forces and transmit them to the shear-resisting elements, such as shear walls
or other bracing elements, which may not be uniformly spaced around the diaphragm. Shear
walls must be adequately tied to floor and roof stabs and to footings.

Influence Of Non-Structural Components - For both evaiuation of seismic response and for
seismic detalling, the effects of nonstructural elements of buildings or equipment must be
considered. Elements such as partitions, filler walls, stairs, piping systems, and architectural
facings can have a substantial influence on the magnitude and distribution of earthquake-
induced forces. Even though these elements are not part of the lateral force-resisting system,
they can stiffen that system and carry some lateral force. In addition, nonstructural elements
attached to the structure must be designed in a manner that allows for the seismic deformations
of the structure without excessive damage. Damage to such items as piping, equipment,
glass, plaster, veneer, and partitioné may constitute a major financial loss or a hazard to
personnel within or outside the facility; such damage may also impair the function of the facility
to the extent that hazardous operations cannot be shut down or caonfined. To minimize this
type of damage, special care in detailing is required either to isociate these elements or to
accommedate structural movements,

In some structures, the system carrying earthquake-induced loads may be separate from
the system which carries gravity loads. Although such systems are not needed for lateral
resistance, they would deform with the rest of the structure as it deforms under lateral seismic
loads.” The vertical load carrying system should be evaluated for compatibility with the
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deformations résulting from an earthquake to ensure that it is adequately designed. Similarly,
gravity loads should be combined with earthquake ioads in the evaluation of the lateral force
resisting system. '

Survival of Emergency Systems - in addition to preventing damage to structures, equipment,
piping, nonstructural elements, etc., it is usually necessary for emergency systems and lifelines
1o survive the earthquake. Means of ingress and egress, such as stairways, elevator systems,
and doorways, rmust remain functional for personnel safety and for control of hazardous
operations. Fire protection systerns must remain operationai after an earthquake. Normal
off-site power has been vulnerable during past earthquakes. Either normal off-site or emer-
gency on-site water and power supplies must be available following an earthquake. Liquid
fuels or other flammables may leak from broken fines. Electrical short circuits may occur,
Hence, earthquake-resistant design considerations extend beyond the dynamic response of
structuras and equipment to include survival of systems which prevent faciiity damage or
destruction due to fires or explosions which might result from an earthquake,

Quality of Materials and Construction - Earthquake design or evaluation considerations

discussed thus far address recommended engineering practice that maximizes earthquake

resistance of facilities. For important or hazardous facilities, it is further recommended that

designers or earthquake consultants empioy quality assurance procedures and that their work

be subjected to independent peer review. Additional earthquake design or evaluation con-
.Siderations include:

a. Is the facility constructed of high quality materials that meet design specifications
for strength and stiffness?
b. Have the design detailing measures, as described above, been implemented in
the construction of the facility?
The remainder of this section discusses eérthquake enginéering Quality assurance, peer
review, and construction inspection requirements.

To achieve well-designed and constructed earthquake-resistant facilities or to assess
whether existing facilities are well-designed and constructed for earthquake effects, it is
necessary to:

a. Understand the seismic response of the facility.
b. Select and provide an appropriate structural system.

¢. Provide seismic design detalling that.obtains ductile response and avoids prema-
ture failures due to instability or brittie response

d. Provide materials’ testing and construction inspection.
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It is recommended that Important or Low Hazard, Moderate Hazard, and High Hazard
facilities be designea or evaluated utilizing an earthquake engineering quality assurance plan
similar to that recommended by Recommended Lateral Force Requirements and Tentative
Commentary, Seismology Committee, Structural Engineers Association of California (Refer-
ence 28). The earthquake engineering quality assurance plan should include:

1.

A statement by the engineer of record on the earthquake design basis including:
(1) description of the lateral force resisting system, and (2) definition of the earth-
quake loading used for the design or evaluation. For new designs, this state-
ment should be on the design drawings; for evaluations of existing facilities, it
shouid be at the beginning of the seismic evaluation calculations.

Seismic design or evaiuation caiculations should be checked for numerical accu-
racy and for theory and assumptions. The caiculations should be signed by the
responsible engineer who performed the calculations as well as the engineer who
checked numerical accuracy and the engineer who checked theory and assump-
tions. if the caiculations include work performed on a computer, the responsible
engineer should sign the first page of the output, the model used should be
described, and those values input or calculated by the computer should be iden-
tified.

For new construction, the engineer of record shouid specify a material testing
and construction inspection program. in addition, the engineer shouid review all
testing and inspection reports and pericdically make site visits to observe com-
pliance with plans and specifications. For certain circumstances, such as the
placement of rebar and concrete for speciai ductile frame construction, the
engineer of record should arrange to provide a specially qualified inspector to
continuousiy inspect the construction and to certify compliance with the design.

For important or hazardous facilities, all aspects of the seismic design or evaluy-
ation must include independent peer review. For new construction, the designer
will have been selected based on his capabilities to design a very complex facility
with many problems in addition to seismic design. Furthermore, the designer will
likely be under pressure to produce work on accelerated scheduies and for low
fees. As aresult, the designer may not be abie to devote as much attention to
seismic design as he might like. Also, because of the low fee criteria, the most
qualified designer may not be selected. Therefore, it is required to have the seis-
mic design reviewed by a qualified, independent consuitant or group. For exis-
ting facilities, the engineer conducting a seismic evaluation will likely be qualified
and will be able to devote his full attention to evaluating the seismic adequacy of -
the faciiity. in this case, an independent review is not as important as it is for a
new design. Even so, for major hazardous facilities, it may be prudent to have
concurrent independeant seismic evaluations performed or to have the seismic
evaluation independently reviewed. The seismic design or evaluation review
should include design philosophy, structural system, construction materials, crite-
ria used, and other factors pertinent to the seismic capacity of the facility. The
review need not provide a detailed check but rather an overview to help identify
oversights, errors, conceptual deficiencies, and other potential problems which
might affect the facility performance during an earthquake,
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4.4 OTHER SEISMIC DESIGN AND EVALUATION CONSIDERATIONS

4.4.1 Efiective Peak Ground Motion

Loads induced by sarthquake ground shaking to be used for the design or evaluation
of facilities, in accordance with the guidelines presenied herein, are ‘based on median
ampliﬁcatiori response spectra anchored to maximum ground acceleration for specified annual
probabiiities of excesdance (see Section 4.2 and Appendiix A). As a result, seismic hazard
curves wherein peak ground accelerations are presented as a function of annual probability
of exceedance and median amplification response spectra are required for each DOE jacllity.
This ground motion data can be obtainad from site-specific studies. Alternatively, Reference
1 provides seismic hazard curves and earthquake response spectra for each DOE facility. In
addition, Sections 4.2.2 and 4.2.3 allow the methods described in References 25, 26, and 27
1o be used to estimate median spectral amplification. For convenience, this section discusses
ground motion as defined by Reference 1. Maximum ground accelerations at the specified
annual probabilities of exceedance recommended by these guidelines for each facility-use
category are reproduced in Table 4-3. For some facility sites with high seismic hazard, note

_ that the Reference 1 hazard curves do not provide acceleration values at hazard exceedance
. probability levels of 2x10~4. For the design or evaluation of High Hazard facilities at these

sites, maximum ground accelerations will have to be developed at 2x1 04 annual probability
of exceedance.

The peak ground accelerations reported in Reference 1 correspond to the maximum

- ‘acceleration that would be recorded during an earthquake by a three-axis strong motion
*‘instrument on a small foundation pad at the free ground surface. This vaiueis calied the peak

instrurnental acceleration. Forthe following reasons, the largest peak instrumental acceleration
and response spectra anchored to such an acceleration often provide an excessively con-
servative estimate of the ground motion actually input to a stiff, massive structure and/or the
damage potential of the earthquake.

a. Peak value of other components is less than the largest peak acceleration as
given in Reference 1.

b. Effective peak acceleration based on repeatable acceleration levels with fre-
guency content corresponding 1o that of structures is a better measure of earth-
quake damage potential.

c. Soil-structure interaction reduces input motion from instrumental, free ground
surface values, :

These reasons are extensively discussed in Reference 29 and are briefly addressed below.
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First, in most seismic evaluations, it is assumed that the defined ground moction repre-
sents both orthogonal horizontal components and that the vertical ground motion component
is taken as two-thirds of the average horizontal component. This approach is consistent with
the defined ground motion representing the mean peak (average of two horizontal compo-
nents) instrumental acceleration, rather than the largest peak acceleration as defined by
Reference 1. With the largest peak acceleration defined by Referance 1, it is permissibie to
assume that the second orthogonal horizontal component is 80 percent of the motion defined
by Reference 1, while the vertical component is 60 percent of the Reference 1 motion. Note
that this assumption is equivalent to the mean peak acceleration being 90 percent of the largest
peak valus and the vertical component being two-thirds of the mean peak value in accordance
with common practica.

Second, the instrumental acceleration is a poor measure of the damage potential of
ground motion associated with earthquakes at short epicentral ranges (less than about 20
km). Many structures located close to the epicentral region, which were subjected to high
values of peak instrumental acceleration, have sustained much less damage than would be
expected considering the acceleration level. In these cases, the differences in measured
ground motion, design levels, and obsarved behavior were so great that it could not be rec-
onciled by considering typical safety factors associated with seismic design. The probiem
with instrumental acceleration is that a limited number of high frequency spikes of high
acceleration are not significant to structural response. Instead, it can be moere appropriate to
utilize a lower acceleration value which has more repeatable peaks and is within the frequency
range of structures. Such a value, called effective peak acceleration, has been evaluated by
many investigators and is believed to be a good measure of earthquake ground mction
amplitude related to performancs of structures. Reference 29 contains a suggested approach
for defining the effective peak acceleration. However, this approach would require the
development of representative ground maotion time histories appropriate for the earthquake
magnitudes and epicentral distances which are expected to dominate the seismic hazard at
the site. Reference 1 does not contain this information, so special studies would be required
for any site to take advantage of the resuitant reduction. The reductions which are likely to
be’ justifiable from such studies would most probably be significant for sites with peak
instrumentat accelerations defined by Reference 1 in excess of about 0.4g. The benefits would
be expected to increase with increasing peak instrumental accelerations, These higher ground
accelerations most probably are associated with short duration ground motion from earth-
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quakes with short epicentral ranges. If such characteristics can be demonstrated for a par-
ticular site, then reductions from an instrumental acceleration to an effactive acceleration would

'be warranted.

Third, various aspects of soil-structure interaction (SSI) resuit in reduced motion of the
foundation basemat of a structure from that recorded by an instrument on a small pad. Such
reductions are conclusively shown in Reference 29 and the references cited therein. These
reductions are due to vertical spatial variation of the ground motion, horizontal spatial variation
of the ground motion (basemat averaging effects), wave scattering effects, and radiation of
energy back into the ground from the structure (radiation damping). These effects always
result in a reduction of the foundation motion. This reduction tends to increase with increasing
mass, increasing stifiness, increasing foundation pian dimensions, and increasing embedment
depth. Soil-structure interaction also results in a frequency shift, primarily of the fundamental
frequency of the structure. Such a frequency shift can either reduce or increase the response
of the structure foundation. These SSI effects are more dramatic with the shorter duration,
close epicentral range ground motions discussed in the previous paragraph. 1t should be

_ emphasized that the ground motion defined by Reference 1 represents the ground motion
' "recorded on a small instrument pad at the free ground surface. 1t is always permissible to do
" the necessary soil-structure interaction studies (briefly discussed in Section 4.4.2) in order to

estimate more realistic and nearly always lesser foundation motions. It is also permissible,
but discouraged, to ignore these beneficial SS| effects and assume the Reference 1 ground

" ‘motion applies at the foundation level of the structure. Howaever, any frequency shifting due
" to SSI, when significant, must always be considered. '

in summary, it is acceptable, but often quite conservative, to use the ground motion and
response spectra defined by Reference 1 as direct input to the dynamic modei of the structure
as if this motion was applicable at the structure base foundation level. I is also acceptable,
and encouraged, for the seismic evaluation to include additional studies to remove sources
of excessive conservatism on an individual facility basis, following the guidance described
above.

4.4.2 Soil-Structure Iinteraction {SSl)

When massive stiff structures are founded on or embedded in a soil foundation media,
both the frequency and amplitude of the response due to seismic excitation can be affected
by soil-structure interaction (SS), including spatial variation of the ground mation. For rock
sites, the effects of the SSI are much less pronounced. It is recommended that the effects of
SSi be considered for major structures for all sites with a median soi stiffness at the foundation
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baseslabinterface correspondingto a shear wave velocity, vg, of 3600fps orlower. Accounting
for SSI requires sophisticated ssismic analysis techniques which, if performed corractly, will
most likely reduce the seismic forces in the structure. Accounting for SS! is recommended
but not required. If SSi effects are considered, the seismic analysis shouid be reviewed by
qualified experts.

The seismic hazard is defined by Referencs 1 for the free ground surface. Input into the
foundation is then most accurately determined by scoil column site analysis. However, the free
ground surface motion can be applied to the foundation provided the conservatism thus
Introduced is acceptable.

Horizontal spatial variations in ground motion result from non-vertically propagating
shear waves and from incoherence of the input motion (i.e., refractions and reflections as
earthquakewaves pass through the underlying heterogeneous geclogic media). Thefallowing
reduction factors may be conservatively used to account for the statistical incoherence of the
input wave for a 150-foot plan dimension of the structure foundation (Reference 29):

Fundamantal Frequency of the Soil-Structure System (Hz) Reduction Facter
S 1.0
10 0.9
25 - 0.8

For structures with diiferent plan dimensions, a linear reduction proportional to the plan
dimension should be used: for example, 0.95 at 10 Hz for a 75-foot dimension and 0.8 at 10

Hz for a 300-foot dimension (based on 1.0 reduction factor at 0-foot plan dimension). These
reductions are acceptable for rock sites as well as sail sites. The above reduction factors
assume a rigid base slab. Uniess a severely atypical condition is identified, a rigid base slab
condition may be assumed to exist for all structures for purposes of computing this reduction.

The available information for scil properties at different sites tends to be quite variable
concerning the level of detail. Further uncertainty is usually introduced in the development of
scil parameters appropriate for SSi analysis. For instance, the degree of soil softening at the
dynamic strain levels expected during the defined seismic event, the amount of sail hysteretic
material damping, and the impedanca mismatches which may exist due to layering are usuaily
not known pracisely. It is not the intent to require additional soil boring or laboratory investi-
gations unless absolutely necessary. Rather, arelatively wide range of soil shear moduli (which
are usually used to define the foundation stiffness) is recommended such that a conservative
structure response may be expected to be calculated. The well known effect that the shear
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modulus of soils decreases with increasing shear strain must be accounted for when per-
forming an SSlanalysis. The variation in shear modulus as a function of shear strain for sands,
gravelly soils, and saturated clays can be found in References 30 and 31.

To account for uncertainty in the soll properties, the soil stiffness (horizontal, vertical,
rocking, and torsional) employed in analysis should include a range of soil shear moduli
bounded by (a) 50 percent of the modulus corresponding to the best estimate at the seismic
strain jevel, and (b) 90 percent of the modulus corresponding to the best estimate the low
strain, uniess betier estimates of the uncertainty are avatilable. Three soil modulus conditions
are generally recommended corresponding to (a) and {b) above, and (¢}, a best estimate
shear modulus.

Soil impedances (stiffness and damping) can be accounted for using either Finite Ele-
ment Methods (FEM), elastic hali-space solutions, or more refined analytical techniques which
address layering, various foundation shapes, and foundation elevations. Elastic half-space
solutions using frequency-dependent impedance functions, such as those shown in Table
4-5, are acceptable for facilities on uniform soil sites or sites where the soil properiies do not
create significant impedance mismatches between layers. In addition to geometric (radiation)
damping deveioped using either elastic half-space or FEM methods, soil material damping
shouid be included in an SS! analysis. Soil material damping as a function of shear strain can
be found in References 30 and 31 for sands, gravelly soils, and saturated clays. lLacking

site-specific data, it is appropriate to include soil material damping corresponding to the mean
value at the earthquake shaking induced strain level from one of the above references.

For structures which are significantly embedded, the embedment effects should also be
inciuded in the SSI analysis. These effects can be incorporated using available simplified
methods (References 32 and 33) for some geometries. The potential for reduced lateral soll
support of the structure should be considered when accounting for embedment effects.
Section 3.3.1.9 of Reference 34 provides guidance on this subject. Similarly, some layer effects
can also be incorporated using simplified methods (Reference 35). For more complex situ-
ations, more refined analysis, such as discussed by various authors in Reference 36, is
desirable.
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TABLE 4-5

FREQUENCY DEPENDENT ELASTIC HALF-SPACE IMPEDANCE _

Oirection of Equivalent Spring Constant for | Equivalant Spring Constant for | Equivalent Damping Coefficient
Motion Rectanguiar Footing Clreular Focting

Horizormal k,=k, 201 +Vv)CR VBL ek 32(1-vIGR ¢, =c k (static)R{p/C
* TP -8y

Rocking G 2 8GR? c.=c.k (staticiRp/C

ky = ka8 7L ks~ ka3-v) T

Vertical ’C.'kalc a.J3L k,-k,?ck €y m 3k (static)R{p/G
- -V

Tarsion k.-k.la—éGR’ e, m ek (static)R{p/G

v = Poisson's ratio of foundation medium,

G = ghear modulus of foundation medium,

R = radius of the circular base mat,

p = dansity of foundation maedium,

B = width of the base mat in the plane of harizontal excitatian,

L. = length of the base mat perpendicular to the plane of horizontal excitation,

’C|.’Cz.katkﬁ
Ci1C24Ca,Cy

= frequesncy dependant coefficients modifying the static stiffneas or damping (Refs. 32, 34, 35, eic.).

QL 1 & 1

| R | 1 2 L

—~11.5

!
0.40.6 1.0 2 4 b

B/L

0
10

Constants 3 , B, and 3, for a Rectangular Foundation
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4.4.3 Combination of Earthquake Components

Actual earthquake records demonstrate that horizontal and vertical components of
motion are essentially statistiéally independent. Consaquently, there is only a small probability
thatthe peak responses, due to each of the three individual earthquake components, will occur
at the same time. Methods of combining responses from different earthquake components
in @ reasonable manner are described in this section.

For General Use and Important or Low Hazard facilities, the effects of concurrent
earthquake ground motion in orthogonal horizontal directions should be considered for those
cases required by the 1888 UBC provisions. This requirement is satisfied by designing ele-
ments for 100 percent of the prescribed seismic forces in one horizontal direction plus 30
percent of the prescribed forces in the perpendicutar horizontal direction. The combination
requiring the greater component strength should be used for design/evaluation. Alternatively,
the effects of the two orthogonal directions may be combined on a square root of the sum of
the squares (SRSS) basis. When the SRSE method of combining directional effects is used,
each term computed is assigned the sign that produces the most conservative resulf. By UBC
provisions, the contribution due to the vertical component is not combined with response from
other components. There is a UBC requirement to design horizontal cantilever components
for a net upward force.

For Moderate and High Hazard facilities, earthquake responses in a given direction from

" “the three earthquake components should be combined directly, using the assumption that,

- when the maximum response from one component occurs, the responses from the other two

..components are 40 percent of the maximum. In this method, ali possible combinations of the

three orthogonal components, including variationsin sign, shouid be considered. Alternatively,
the effects of the three orthogonal directions may be combined by SRSS, as discussed above,

in Section 4.4.1, it was established that the peak vaiue of other components of earthguake
ground motion is iess than the largest peak acceleration as given in Reference 1. As aresult,
with the largest peak acceleration defined by Reference 1, it may be assumed that the second
orthogonal horizontal component is 80 percent of the motion defined by Reference 1, while
the vertical component is 60 percent of the Reference 1 motion. Therefore, when the largest
peak acceleration as defined in Referance 1 is used to evaluate sarthquake response in a
given horizontal direction, response due to the other horizontal direction of motion shouid be
taken as 40 percent of 80 percent of the response computed from the largest peak acceleration.
Response due to the vertical component should be taken as 40 percent of 60 percent of the
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response computed from the largest peak accsleration. Note that this approach is approxi-
mately equivalent tothe UBC provisions ofdesigning elements for 100 percent of the prescribed
seismic forces in one horizontal direction plus 30 percent of the prescribed forces in the
perpendicular horizontal direction.

4.4.4 Special Considerations for Equipment and Piping

For DOE facilities that house hazardous cperations and materials, the seismic adequacy
of equipment and piping is as important as the adequacy of the building. As part of the DOE
Natural Phenomena Hazards project, a document has been prepared which provides practical
guidelines for the support and anchorage of many equipment items that are likely to be found
in DOE facilities (Reference S). This document primarily addresses equipment strengthening
and upgrading to increase the seismic capacity in existing facilities. However, the document
is also recommended for considerations of equipment support and anchorage in new facilities.

Special considerations about the seismic resistant capacity of equipment and piping
include:

1. Egquipment or piping supported within a structure respond to the mation of the
structure rather than the ground motion. Equipment supported on the ground or
on the ground floor within a structure experiencas the same earthquake ground
mction as the structure.

2. Equipment or piping supported at two or more locations within a structure are
stressed due to both inertial effects and relative support displacements.

3. Equipment or piping may have either negligible interaction or significant coupling
with the response of the supporting structure. With negligible interaction, only the
mass distribution of the equipment shouid be included in the model of the struc-
ture. The equipment may be analyzed independently. With strong coupling or if
the equipment mass is 10 percent or more of the structure story mass, the
equipment should be modeled along with the structure model.

4. Many equipment items are inherently rugged and can survive large ground
motion if they are adequately anchored.

5. Many equipment items are common to many industrial facilities throughout the
waorld. As a result, there is a great deal of experience data on equipment from
past earthquakes and from qualification testing. Equipment which has performed
well based on experience would not require seismic analysis or testing (if it could
be shown to be adequately anchored).

6. The presence of properly engineered anchorage is the most important single item
which affects the seismic performance of equipment. There are numerous exam-
ples of equipment sliding or overturning in earthquakes due to lack of anchorage
or inadequate anchorage.
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For General Use and Important or Low Hazard facilities, the design or evaluation of
equipment or nonstructural elements supported within a structure should be based on the
. total lateral seismic force, Fp, as given by the 1988 UBC provisions (Refarence 10). For
Moderate or High Hazard facilities, the design or evaiuation of these items should be based
on dynamic analysis, testing, or past earthquake experience data. in any case, equipment
ftems and nonstructural elements must be adequately anchored to their supports. Anchorage
must be verified for adequate strength and sufficient stifiness. in the remainder of this section,
the UBC lateral force provisions are reproduced, important aspects of dynamic analyses are
introduced, the use of past earthquake experience data is addressed, and guidance on
equipment anchorage is provided.

UBC lateral force provisions - By the 1988 UBC provisions, parts of structures, permanent
nan-structural components, and equipment supported by & structure and their anchorages
and required bracing must be designed to resist seismic forces. Such elements should be
designed to resist a total lateral seismic force, Fp, of:

&

. ~where: Wp = the weight of element or component

Cp = a horizontal force factor as given by Table 23-P of the UBC for rigid ele-
ments, or determined from the dynamic properties of the element and sup-
porting structure for non-rigid elements, as discussed in Section 4.4.4 (in the
absence of detailed analysis, the vaiue of Cp, for a non-rigid element shouid
be taken as twice the value listed in Table , but need not exceed 2.0).

The lateral force determined using Equation 4-2 should be distributed in proportion to
the mass distribution of the element or component. Forces determined from Equation 4-2
shouid be used for the design or evaluation of elemenits or components and their connections
and anchorage to the structure, and for members and connections which transfer the forces
to the seismic-resisting systems. Forces should be applied in the horizontal directions which
result in the most critical loadings for design/evaluation.

Dynamic analysis principles - Guidelines. for the design and anaiysis of equipment or non-
structural elements supported within a structure by dynamic analysis are given in Chapter 6
of Reference 11 and in Reference 34. Elements attached to the floors, walls, or ceilings of a
building (e.g., mechanical equipment, ornamentation, piping, and nonstructural partitions)
respond to the motion of the building in much the same manner that the building responds to
the earthquake ground mation. However, the building motion may vary substantially from the
ground motion. The high frequency components of the ground motion are not amplified by
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the building whila the components of ground motion that correspond to the natural pericds
of vibrations of the buildingtend to be magnified. If the elements are rigid and rigidly attached
to the structure, accelerations of the slements will be the same as the accelerations of the
structure at the attachment points. But elements that are flexible and have periods of vibration
closeto any of the predominant modes of the buiiding vibration will experience ampilified
accelerations over that which occurs in the structure.

The most common method of representing support excitation is by means of floor
response spectra (also commonly called in-structure response spectra). A floor response
spectrum is a response spectrum evaluated from the saismic response at support locations
determined from a dynamic analysis of the structure. Floor response spectra can be computed
most directly from a dynamic analysis of the structure conducted on a time-step by time-step
basis. In addition, there are algorithms available that allow the generation of floor response
spectra directly from the ground motion response spectrum and modal properties of the
structure without time history analysis (e.g., References 37, 38, and 39). A simple method for
evaluating floor spectra is provided in Chapter 6 of Reference 11 and is recommended herein.
Note that floor response spectra should generally be developed assuming elastic behavior of
the supporting structure even though inelastic behavior is permitted in the design of the
structure. Conservatively underestimating the capacity of the structure as well as using
minimum specified material strengths leads to conservative design of the structure but
potentially unconservative floor response spectra. Greater floor spectra would resuit from
elastic analysis based on realistic strangth of the structure.

Equipment or piping which is supported at multiple locations throughout the structure
could have different floor spectra for each support point. In such a case, it is acceptable to
use a single envelope spectrum of all locations as the input to all supports. Alternatively, there
are analytical techniques available for using different spectra at each support location or for
using different’input time histories at each different support.

Past earthquake experience data - Since many equipment items within DOE facilities will
likely require seismic qualification, seismic experience data and data from past qualification
program experience should be utilized, if possibie. Seismic experience datais being developed
in usable format by ongeing research programs sponsored by the nuciear power industry
(References 40, 41, 42, and 43). It is necessary to conduct either seismic analyses or shake
table testing to demcnstrate sufficient seismic capacity for those items which cannot be
eliminated from consideration through the use of seismic experience data or for items which
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are not obviously invulnerable to earthquakes due to inherentruggedness. itis aiso necessary
to estimate the input excitation at locations of support for seismic qualification by experience
data, analysis or testing of structure-supported equipment or piping.

Anchorage - Engineered anchorage of equipment or compdnents is required for all facility-use
categories. Itis intended that anchorage have both adequate strength and sufficient stifiness.
Types of anchorage include: (1) cast-in-place bolts or headed studs; {2) expansion anchor
bolts; and (3) welds to embedded steel plates or channels.

Adequate strength of equipment anchorage requires consideration of tension, shear,
and tension-shear interaction load conditions. It is recommended that the strength of cast-
in-place anchor bolts be based on UBC Sec. 2624 provisions (Reference 10) for General Use
and Important or Low Hazard facilities and on AC! 349-85 provisions (Reference 44) for
Moderate and High Hazard facilities. The strength of expansion anchor bolts shouid generally
be based on design allowable strength values available from standard manufacturers’ rec-
ommendations or sources such as Reference 43. Design aliowable strength values typically
include a factor of safety of about 4 on the mean capacity of the anchorage. It is permissible
to utilize strength values based on a lower factor of safety for evailuation of anchorage in

" existing faciiities, provided the detailed inspection and evaluation of anchors is performed in

accordance with Reference 43. Currently, a factor of safety on the order of 3 is judged to be
appropriate for this situation. When anchorage is modified or new anchorage is designed, it

- is recommended that design allowable strength values including the factor of safety of 4 be
- used. For strength considerations of welded anchorage, it is recommended that AISC, Part
- 1 (Reference 45) allowable values multiplied by 1.7 be used.

Stitiness of equipment anchorage as discussed in Reference 41 should also be con-
sidered. Flexibility of base anchorage can be caused by the bending of anchorage compo-
nents or equipment sheet metal. Excessive eccentricities in the load path between the
equipment item and the anchor is a major cause of base anchorage fiexibility. Equipment
base fiexibility can allow excessive equipment movement, reducing its natural frequency and
possibly increasing its dynamic response. In addition, flexibility can lead to high stresses in
anchorage components and failure of the anchorage or equipment shest metal.

Summary - For General Use and Important or Low Hazard faciiities, seismic evaiuation of
equipment or nonstructural eiements supported by a structure can be based on the total lateral
seismic force as given by Equation 4-2. For Moderate and High Hazard facilities, the seismic
evaluation of equipment and piping necessitates the development of floor response spectra
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represanting the input excitation. Once seismic loading is established, seismic capacity can
be determined by analysis, testing, or the use of seismic experience data. It is recommended
that wherever possible, seismic gualification be accompilished through the use of experience
data because such an approach is likely to be far less costly and time consuming.

4.4.5 Special Considerations for Evaluation of Existing Facilities

it is anticipated that these guidelines would zalso be applied to evaluations of existing
facilities. General guidelines for the seismic evaluation of existing facilities are presented in a
DOD manual (Reference 46). In addition, guidelines for upgrading and strengthening
equipment are presented in Reference 5. These documents should be referred to for the
overall procedure of evaluating seismic adequacy of existing facilities, as well as for specific
guidelines on upgrading and retrofitting. General requirements and considerations in the
evaluation of existing facilities are briefly.presented below.

Existihg faciiities should be evaluated for earthquake ground motion in accordancs with
the guidelines presented earlier in this chapter. The process of evaluation of existing facilities
differs from the design of new facilities in that the as-built condition of the existing facility must
beassessed. This assessmentincludes reviewing drawings and making site visits to determine
deviations from the drawings. In-place strength of the materials should alsc be determined.
The actuai strength of materials is likely to be greater than the minimum specified values used
for design, and this may be determined from tests of core specimens or sample coupons. On
the other hand, corrosive action and other aging processes may have had deteriorating effects
on the strength of the structure or equipment, and these effects should also be evaluated in
some manner. The inelastic action of facilities prior to occurrence of unacceptable damage
should be taken into account since the inelastic range of response is where facilities can
dissipate a major portion of the input earthquake energy. The ductility available in the existing
facility without loss of desired performance should be estimated based on as-buiit design
detailing rather than using the inelastic demand-capacity ratios presented in Tabie 4-2. An
existing facility may not have seismic detailing to the desired level discussed in Section 4.3
and upon which the values presented in Table 4-2 are based.

Evaluation of existing facilities should begin with a preliminary inspection of site condi-
tions, the building lateral force-resisting system and anchorage of building contents,
mechanical and electrical systems, and nonstructural features. This inspection should include
review of drawings and facility walkdowns. Site investigation should assess the potential for
earthquake hazards in addition to ground shaking, such as active fauits which might pass
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beneath facilities or poteritial for earthquake-induced landslides, liquefaction, and consoii-
dation of foundation soils. Examination of the lateral force-resisting system, concentrating on
seismic considerations as discussed in Section 4.3, may point out obvious deficiencies or
weakest links such that evaluation effort can be concentrated in the most useful areas and
remedial work can be accomplished in the most timely manner. inspection of connections for
both structures and equipment indicates locations where earthquake resistance can be readily
upgraded.

Once the as-built condition of a facility has been verified and deficiencies or weak jinks
have been identified, detalled seismic evaluation and/or upgrading of the facility can be
undertaken. Obvious deficiencies that can be readily improved should be remedied as soon
as possible. Saismic evaluation for existing faciiities would be similar to evaluations performed
for new designs except that a single as-built configuration is evaluated instead of several
configurations in an iterative manner as is required in the design process. Evaiuations should
be conducted in order of priority. Highest priority should be given to those areas identified
as weak links by the preliminary investigation and to areas that are most imporiant to personnel
safety and operations with hazardous materials.

As discussed in Chapter 2, the evaluation of existing faciiities for natural phenomena

"hazards can result in a number of options based on the evaluation results. Ifthe existing facllity

can be shown to meet the design and evaluation guidelines as presented in Section 4.2 and
good seismic design practice had been employed per Section 4.3, then the facility would be
judged to be adequate for potential seismic hazards to which it might be subjected. If the
facility does not meet the seismic evaiuation guidelines of this chapter, several alternatives
can be considered:

1. K an existing facility is ciose to mesting the guidelines, a slight increase in the
annual risk to natura! phenomena hazards can be aliowed due io the difficulty in
upgrading an existing facility compared to incorporating increased seismic
resistance in a new design and due to the fact that existing facilities may have a
shorter remaining life than a new facility. As a result, some relief in the guidelines
can be allowed by either of the foliowing approximately equivalent approaches:

a. permitting caiculated seismic demand to exceed the seismic capacity by no
more than 20 percent, or

b. performing the evaluation using hazard excesdance probability of twice the
vaiue recommended in Section 4.2 for each facility-use category.

2. The facility may be strengthened such that its seismic resistance capacity is suffi-
ciently increased to meet the guidelines. When upgrading is required, it shouid
be accomplished in compliance with unreduced guidelines (i.e., tem 1 provisions
should not be used for upgrading).

4-28




The usage of the facility may be changed such that it falls within a less hazardous
facility-use category and consequently less stringent seismic requirements.

it may be possible to conduct the aspects of the seismic evaluation in a more
rigorous manner that removes conservatism such that the facility may be shown
to be adequate. Alternatively, a probabilistic assessment of the facility might be
undertakan in order to demonstrate that the performance goals for the facility can
be met.
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5 DESIGN AND EVALUATION CRITERIA FOR WIND LOAD

5.1 INTRODUCTION

This chapter presents a uniform approach to wind lead determination that is applicable
to the design of new facilities and the evaluation of existing cnes. As discussed in Section
3.2, a uniform treatment of wind loads is recommended to accommodate extreme, hurricane,
and tornado winds. Buildings or facilities are first assigned to appropriate facility-use cate-
gories as defined in Chapter 2. Criteria are recommended such that the performance goals
for each category can be achieved. Procedures according to ANSH AS8.1-1982 (Reference
16) are recommended for determining wind loads preduced by straight, hurricane, andtornado
winds. The extreme wind/tornado hazard models for DOE sites published in Reference 2 are
used to estabilish site-specific criteria for each of the 25 DOE sites included in this study.

The performance goais established for General Use and Important or Low Hazard
facility-use categories are met by conventional building codes or standards (see discussion
in Chapter 2). These criteria do not account for the possibility of tornado winds, because wind
speeds associated with extreme winds typically are greater than those for tornadoes at
exceedance probabilities greater than approximately 1x10-4. For this reason, tornado design
criteria are specified only for buildings and facilities in Moderate and High Hazard categories,
where hazard exceedance probabilities are less than 1x10-4.

The traditional approach to establishing tornado design criteria is to select extremely low
exceedance probabilities. For example, the exceedance probability for design of commercial
nuciear power plants is 1x10-7. There are reasons for departing from this traditional apgroach.
The low exceedance value for commercial nuclear power plants was established circa 1960
when very little was known about tornadoes from an engineering perspective. Much has been
learned about tornadees since that time. Use of a low hazard probability is inconsistent with
the practice rejating to other natural hazards, such as earthquakes. There are many uncer-
tainties in tornado hazard probability assessment, but they are not significantly greater than
the uncertainties in earthquake probability assessment (see discussion in Appendix A). The
strongest argument against using low probability criteria is that a relatively short period of
record (37 years) must be extrapolated to extremely small exceedance probabilities. Forthese
reasons, an alternative approach is propeosed in these guidelines.

The rationale for establishing tornade criteria is described below. Figure 5-1 shows the
tornado and straight wind hazard curves for two DOE sites (SLAC and ORNL). The wind
speed at the intersection of the tornado and straight wind curves is defined for purposes of



this discussion as the transition wind speed. An exceedance probability is associated with
each transition wind speed. If the exceedance probability of the transition wind speed is less
than 10-° per year, tornadoes are not a viable threat to the site, because straight winds are
more fikely. Thus, from Figure 5-1, tornadoes should not be considered at SLAC.
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Table 5-1 tabulates best estimate wind speeds from Beferenca 2for each DOE site, along
with the transition wind speed. Thosa sites with transition wind speed exceedanca probabiiities
greater than 10-5 should be designed for tornadcees; others should be designed for extreme
winds or hurricanes,

TABLE 5-1
TYPES OF WIND FOR DESIGN LOADS

Best-Estimate Wind Speeds- mph
Annual Hazard Transition Type of Wind for
DOE PROJECT SITES Exceedance Probability Wind Speed?2 |Design
103 { 104 | 105 | 106
Bendix Plant, MO as 110 177 233 100 Tomado
Los Alamos National 33 167 122 136 140 Extrame
Scientific Laboratory, NM
Mound Laboratory, OH 90 108 171 227 104 Tornade
Pantax Plant, TX 98 12 168 220 115 Tomacdo
Racky Flats Plant, CO 128 161 183 | 208 -3 Both
Sandia National Laboratoriea, 93 107 122 135 138 Extrame
Albuguarqua, NM
Sandia Nationai Laboratories, Livermore, CA 96 113 131 150 - Extrame
Pinellas Plant, FL 130 150 174 | 204 181 Hurricana
ﬁg_gnna Naticnal Laboratory--East, IL 72 118 176 226 7 Tomade
Argonne National Laboratory-Waest, ID 83 95 1085 118 119 Extremea
Brookhaven National Laboratory, NY a5 100 127 179 106 Tornado
Princaton Plasma Physics Laboratory, NJ 80 a3 135 182 20 Tornado
ldaho National Enginearing Laboratory, ID 84 85 105 115 117 Extrame
Faed Materials Production Centar, OH az 108 173 231 S6 Tomado
_]QNak Ridge National Laboratary, X-10, K-25, and Y-12, a0 90 152 210 101 Tornado
Paducah Gassous Diffusion Plant, KY 75 115 180 235 80 Tornade
Portsmouth Gaseous Diffusion Plant, OH a3 a5 145 205 93 Tormado
Nevada Test Sita, NV 87 100 110 124 131 Extrama
Hanford Project Site, WA 68 77 a5 112 a9 Extrame
Lawrence Berkeloy Laboratory, CA 95 111 130 148 - Extrame
Lawrance |_ivermore Nationai Laboratery, CA 95 113 131 180 - Extrame
Lawrence Livermora National Laboratery Site 300, CA| 104 125 145 164 - Extrame
Enaergy Technology and Engineering Canter, CA 59 68 o8 141 74 Tornado
Stanford Linear Accelaratcr Cantar, CA 85 112 130 149 158 Extrame
Savannah Rivar Plant, SC 109 138 172 223 158 Tornado

NOTES:
1. Best-estimate wind speeds come from Refersnce 2,
2. Transition wind speed Is at the intarsaction of the extrame wind hazard and the tornado hazard curves.

3. Whan transition wind speed is not listed, i is associated with a probability less than 10°6.
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The tornado wind speed is obtained by selecting the wind speed associated with an
exceedance probability of 2x10-5 per year. The vaiue of 2x10-5 is the largest one that can be
used and still represent a point on the tornado hazard curve. For example, the tornado wind
speed for the ORNL site is 130 mph (peak gust at 10m).

A comparison of the siopes of the tornado hazard curves for the DOE sites in Reference
2 reveals that the siopes are essentially the same even though the transition wind speeds are
different. The criteria required to meet the performance goals of Moderate and High Hazard
facilities can be met by using multipliers that are equivalent to an importance factor in the ANSI
A58.1-1982 design procedure. The multipliers are specified in lieu of two different exceedance
probabilities for Moderate and High Hazard facilities. The value of the importance factor is
selected 10 achieve lower probability of tornado damage for High Hazard facilities compared
to Moderate Hazard facilities. While the exceedance probabilities specified for tornadoes
presented herein still do not match values used for earthquakes, the differences have been
reduced as much as possible. The importance factors are then chosen to meet the per-
formance goals stated in Chapter 2. -

in general, design criteria for each facility-use category include:

Annual hazard exceedance probability.
importance factor.

Missile parameters for Moderate and High Hazard facilities.
Tornado parameters for Moderate and High Hazard facilities, if applicable.

Ll S L

The criteria are formulated in such a way that a uniform approach for determining design wind
loads as specified in ANSI A58.1-1982 (Reference 16) can be used for extreme, hurricane, and
tornado winds.

In order to apply the ANSI A58.1-1982 procedure, wind speeds must be fastest-mile.
The tornado wind speeds given in Reference 2 are gust speeds and must be converted to
equivalent fastest-mile wind speeds. Tabile 5-2 gives conversions of tornado wind speeds 1o
fastest-mile wind speeds. Appropriate gust response factors and velocity pressure exposure
coefficients are utilized in the process of determining wind loads. Appropriate exposure
categories also are considered in the wind load calculations. Open terrain should be assumed
for tornado winds, regardiess of the actual terrain conditions.

-y



. TABLE 5-2
RELATIONSHIP BETWEEN TORNADO WIND SPEEDS AND

FASTEST-MILE WIND SPEEDS
Tomado Wind Fastest-Mile Wind
Speed, mph (Vy) Spead, mph (Vim)
o) 85
110 84
120 103
130 113
140 123
150 132
160 142
170 151
180 161
150 170
200 180
210 190
220 200
230 209
240 218
250 231
260- 241
270 250
280 260
290 an
300 280

Vim = 0.958 V4 -11.34

For an overview of extreme wind and tornado hazards, Reference 53 shouid be con-
suited. Reference 54 provides guidance on the design of structures to wind and tornado
loads. These references supplement the material presented in this chapter.

. 5.2 CRITERIA FOR DESIGN OF FACILITIES

The criteria presented herein are consistent with the performance geals described in
Chapter 2 for each facility-use category. Buildings or facilities in each category have a different
role and represent different levels of hazard to people and the environment. In addition, the
degree of wind hazard varies geographically. Facilities in the same facility-use category, but
at different geographical locations, will have different criteria specified to achieve the same
performance goal.
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The minimum wind design criteria for each of the four facility-use categories are sum-
marized in Table 5-3. The recommended basic wind speeds for extreme wind, hurricanes,
and tornadoes are contained in Table §-4. All wind speeds are fastest-mile. Minimum
recommended basic wind speeds are noted in the table. The use of importance factors in
evaluating effective velocity pressure is summarized in Table 5-5. Performance goals and their
implications are discussed for each of the categories.

TABLE 5-3
SUMMARY OF MINIMUM WIND DESIGN CRITERIA
Building Category General Use Important or Modarate Hazard High Hazard
Low Hazard
Annual Probability 2102 2102 w103 %104
of Excesdance
w
i Importance 1.0 1.07 10 1.0
n Factor
d
Missile Criteria 2x4 timber plank 15 Ib @ 50]2x4 timber plank 15 |b @ 50
mph (horiz.}; max. height 30 mph {horiz.); max. height 50
fi.
Annual Hazard
Probabiiity 2100 2105
of Exceedance
Impenance Factor” =10 i= 135
APC 40 paf @ 20 psf/sec 125 pst @ 50 psi/sec
1 2x¢4timber plank 15 b @ 100 | 2x4 timbar plank 15 1b @ 150
-] mph (horiz.}); max. heightjmph (horiz,), max, bheight
r 150 #; 70 mph (vert.) 200 #t; 100 mph {vert.)
n
a Missile Criteria 3 in. dla. std. steel pipe, 75|3 in. dia. std, stesl pipe, 75
d Ib @ 50 mph (horiz); max.|lb @ 75 mph (horiz.); max.
] height 75 1t, 35 mph (vert) |height 100 tt, 50 mph (vert.)
3,000 Ib automobile @ 25
mph, rolls and tumbles
* See Table 5-5 for discussion of importance factors

§
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TABLE 5-4
RECOMMENDED BASIC WIND.SPEEDS FOR DOE SITES

Fagtest-Mile Wind Speeda at 10m Haight

General

Important Modarate Hazard High Hazard
Building Category Use or Low
. Hazard
Wind Wind Wind Tomado Wind Toernado
DOE PROJECT SITES 2102 { 2102 | 1x108 | 2105 | 1x104 | 2xi05 |
Bendix Plant, MG 72 72 - 144 - 144
Los Alarmos National Scisntific 7 77 93 - 107 -
Laboratory, NM
Mound Laboratory, O 73 73 - 1386 - 138
Pantax Plant, TX 78 78 - 132 - 132
Rocky Flats Plant, CO 109 109 138 138 181 181
Sandia National Laboratoties, 78 78 e < | - 107 -
Albuquarque, NM
Sandia National Laboratories, 72 72 96 - 113 -
Livarmare, CA
Pinellas Plant, FL . 83 93 130 - 150 -
Argenne National Laboratary~East, IL 70(1) 700) - 142 - 142
Argonne National Laboratory-Wast, [D 70(1) 70(1) a3 - 85 -
Brookhavan Naticnal Labaratory, NY 70(1) 70(1) - g5{2) - a5(2)
Princeton Plasma Physics Laboratory, NJ 7000 | 700 - 103 - 103
Idaho National Engineering Labaratory 7oih) 7o(1) a4 - 95 -
Feed Matarials Production Canter, O 70(1) 70(1) - 139 - 139
Oak Ridge National Laboratory, X-10, K-25, and| 7007 7000 - 113 - 113
¥-12, TN
Paducah Gaseous Diffusion Plant, KY 7o(1} 70({1) - 144 - 144
Portsmouth Gaseoqus Diffusion Plant, OH 70(1) 7o(1) - 110 - 110
Nevada Test Site, NV 72 72 a7 - 100 -
Hanford Project Site, WA 70(1) 70(1) so(1) - so(1) -
Lawrence Barkeley Laboratary, CA 72 72 95 - 111 -
Lawrance Livermore National 72 72 96 - 113 -
Laboratory, CA
Lawrance Livarmora National 80 80 104 - 125 -
Labaratory, Site 300, CA
Energy Tachnology and Enginesring 70(1) 70(%) - gs{2) - 85
Cantar, CA
Stanford Linear Accelerator Canter, CA 72 72 a5 - 112 -
Savannah River Plant, SC 78 78 - 137 - 137

NOTES:
1. Minimum extrame wind spaad,
2. Minimum tomado speed,
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TABLE 5-5
IMPORTANCE FACTORS AND EFFECTIVE VELOCITY PRESSURES

Facility-Use Categoty Extreme At Hurricane Ocaanli- Tornadoes
- Winds nes

Ganeral Use 1.00 1.05 -

Important or Low Hazard 1.07 in -

Moderate Hazard 1.00 1.05 1.00

High FHazard 1.00 1.1 1.35

For regions between the hurricane oceanline and 100 miles iniand, the importance facter | shall be datermined by
linear irtarpolation,

In ANS! AS8.1-1962 (Reterence 18), efiactive velocity pressure, gz, at any height z above ground is given by:
Gz = 0.00256Kz(IV)2

where Kz is & velocity pressure cosfficient evaluated at
height 2 (as a function of terrain exposure category
per Table & of Reterence 16)
| is importance facter givan in Table 5-3 ang above
V is the basic wind spesad given in Table 5-4

' 5.2.1 General Use Facilities

The performance goals for General Use facilities are consistent with objectives of ANSI
A58.1-1982 Building Class |, Ordinary Structures. The wind-force resisting structural system
should not collapse under design icad. Survival without collapse implies that occupants should

be able to find an area of relative safety inside the building. Breach of the buiiding envelope
is acceptable, since confinement is not essential. Flow of air through the building and water

damage are acceptable. Severe damage, including total loss, is acceptable, so long as the
structure does not collapse.

The ANSI A58.1-1982 calis for the basic wind speed to be based on an exceedance
probability of 0.02 per year. The importance factor for this class of buiiding is 1.0. For those
sites within 100 miles of the Gulf of Mexico or Atlantic coastiines, a slightly higher importance
factor is recommended to account for hurricanes (see Table 5-5).

Distinctions are made in the ANSI Specification between buildings and other structures,
between main wind-force resisting systems, components, and cladding. In the case of
components and cladding, a further distinction is made between buildings iess than or equal
to 60 ft and those greater than 60 ft in height.
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Terrain. sufrounding the facilities should be ciassified as Exposure B, C, or D, as
appropriate. Gust response factors and velocity pressure exposure factors shouid be used
according to rules of the ANSI A58.1-1982 procedures.

Wind pressures are caiculated on the walls and roofs of enclosed buildings by appro-
priate pressure coefficients specified in the ANS! AS8.1-1982 standard. Distinctions are made
between overall pressures on walls and roofs of enclosed buildings and local pressures at
wall corners, eaves, ridges, and roof corners. Local pressures are used for anchorage and
cladding design and should not be combined with overall pressures. Openings, either of
necessity or created by wind forces or missiles, result in internal pressures that can increase
wind forces on components and cladding. The worst cases of combined internal and external
pressures should be considered as required by the ANS! standard.

Structures in the General Use category may be designed by sither allowable stress
design (ASD) or strength design (SD) as appropriate for the material used in construction.
Load combinations that produce the most unfavorable effect should be determined. When
using ASD methods, the following load combinations should be considered (Reference 186):

(a) DL (alone)

(b) OL + LL

(c) DL+ W

(d) 0.75(DL + W + LL)

wihera

DL = dead load
LL = live load
W = wind or tornado load

The reduction of combinations (c) and (d) by 0.75 represents, in effect, a 33% increase in the
allowable stress. The provision recognizes that the probability of experiencing the load
combinations simuitaneously is significantly less than one.

When using SD methods for concrete, the following load factors are recommended in
Reference 55:

(a) U=1.4DL + 1.7LL
(b) U = 0.75(1.4DL + 1.7LL + 1.7W)
(c) U= 0.90DL + 1.3W

5-9
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The SD method requires that the strength provided be greater than or equal to the strength
required to carry the factored loads, Appropriate strength reduction factors shall be applied
to the nominal strength calculated in accordance with Reference 55.

Strength design (SD) for steel construction, based on Part 2 of the AISC specification
(Reference 45) calls for the following factored load combinations:

U=17(DL + LL)
U=1.30DL +LL+W)

Application of strength reduction factors in the AISC procedure is not required in Reference
45.

5.2.2 Important or Low Hazard Facliities

important or Low Hazard facilities are equivatent to essential facilities (Class I}, as defined
in ANSI A58.1-1982. The structure’s main wind-force resisting structural systems shall not
collapse at design wind speeds. Complete integrity of the building envelope is not required

" because no significant quantities oftoxic or radiocactive materials are present. However, breach

ofthe building envelope may not be acceptable if wind or water interfere with the facllity function.
If water damage to sensitive equipment, collapsed interior partitions, or excessive damage to
HVAC ducts and equipment ieads to loss of facllity function, then joss of cladding and missile
perforation at the design wind speeds must be prevented.

An annual wind speed exceedance probability of 0.02 is specified, but the importance
factor for important or Low Hazard category structures is 1.07. For those sites located within
100 miles of the Guif of Mexico or Atlantic coastiines, a slightly higher importance factor (as
listed in Table 5-5) is used to account for hurricane winds.

Once the design wind speeds are established and the importance factors applied, the
determination of wind loads on Important or Low Hazard category structures is identical to
that described for General Use category structures. Facilities in this category may be designed
by ASD or SD methods, as appropriate, for the construction material. The load combinations
described for General Use structures are the same for Important or Low Hazard structures.
Greater attention shouid be paid to connections and anchorages for main members and

" components, such that the integrity of the structure is maintained.

510
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5.2.3 Moderate Hazard Facilities '

The performance goal for Moderate Hazard facilities requires more rigorous criteria than
is provided by standards or mode! building codes. In some geographic regions, tornadoes
must be considered.

Extreme Winds and Hurricanes

Forthose sites where tornadoes are not a viable threat (see Table 5-1}, the recommended
basic wind speed is based on an annual exceedance probability of 1x10-3, The importance
factoris 1.0. For those sites located within 100 miles of the Guif of Mexico or Atlantic coastlines,
a slightly higher importance factor is specified to account for hurricanes (see Table 5-5).

A minimum missile criteria is specified to account for objects or debris that could be
picked up by extreme winds, hurricane winds, or weak tornadoes. A 2x4-in. timber plank
weighing 15 Ibs. is the specified missile. Its impact speed is 50 mph at a maximum height of
30 ft above ground level. The missile will break glass; it will perforate sheet metal siding, wood
siding up to 3/4 in. thick, or form board. The missile could pass through a window or a weak
exterior wall and cause personal injury or damage to interior contents of a building. The
specified missile will not perforate unreinforced concrete masonry or brick veneer walls or
other more substantial walls,

Once the basic wind speeds are established and the importance factors applied,
determination of Moderate Hazard categery wind loads is identical to that described for the

Generai Use category. Facilities in this category may be designed by ASD or SD methods,
as appropriate, for the material being used in construction. The load combinations described
for General Use structures are the same for the Moderate Hazard category. Greater attention
shouid be paid to connections and anchorages for main members and components, such
that the integrity of the structure is maintained.

Tornadoes

For those sites requiring design for tornadoes (see Table 5-1), the criteria is based on
site-specific studies as published in Reference 2. The basic wind speed is asscciated with an
annual hazard probability of exceedance of 2x10-5. The wind speed obtained from the tornado
hazard model is converted to fastest-mile. The importance factor for the Moderate Hazard
category is 1.0,
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With the wind speed converted to fastest-mile wind and an importance factor of 1.0, the
equations in Tabie 4 of the ANSI standard should be used to obtain design wind pressures
on the structure. Exposure Category C should be used with tornado winds, The velocity
pressure factor is obtained, as is the gust response factor, from appropriate tables in the ANSI
standard. Pressure coefficients for external, internal, and local pressures are used to obtain
tornado wind pressures on various pafts of the structure. A distinction is made between the
main wind-force resisting system and components and cladding.

in addition to the tornado wind loads, atmospheric pressure change (APC) ioads may
need to be considered if the bullding is sealed for the purpose of confining hazardous materials.
The maximurn APC shali be 40 psf with the rate of pressure change at 20 psf/sec. The following
loadings are appropriate for sealed buildings:

1. APCalone
2. One-half maximum APC pressure plus maximum wind pressure.

APC alone couid occur on the roof of a buried tank or sand filter if the roof is exposed at
ground level. APC pressure is only half its maximum value at the radius of maximum wind
speed in a tornado. The effect of rate of pressure change on ventilation systems should be
analyzed to assure that it does not interrupt function or processes carried out in the facility.
Procedures and computer codes are available for such analyses.

Two missiles are specified as minimum criteria for this facility-use category. The 2x4-in.

. timber plank weighing 15 Ibs. is assumed to trave! in & horizontal direction at a speed up to

100 mph. The horizontal speed is effective up to a height of 150 ft above ground level. If
carried to a great height by the tornado winds, the timber plank could achieve a terminal vertical
speed of 70 mph-in falling to the ground. The horizontal and vertical speeds are assumed
uncoupied and should not be combined. The missile will perforate most conventional wall
and roof cladding except reinforced masonry or concrete. The cells of concrete masonry walls
must be filled with grout to prevent perforation by the timber missile. The second missile is a
3-in.-diameter standard steel pipe, which weighs 75 lbs. it can achieve a horizontal impact
speed of 50 mph and a vertical speed of 35 mph. Its horizontal speed could be effective to
heights of 75 ft above ground ievel. The missile will perforate conventional metal siding,
sandwich panels, wood and metal decking on roofs, and gypsum panels. In addition, it will
perforate unreinforced concrete masonry and brick veneer walls, reinforced concrete masonry
walls less than 8 in. thick, and reinforced concrete walls less than 6 in. thick.
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5.2.4 High Hazard Facilities

The performance goal can be achieved for this category if the main wind-force resisting
members do not collapse, structural components do not fail, and the building envelope is not
breached at the design wind loads. Loss of cladding, broken windows, collapsed doors, or
significant missile perforations shall be prevented. Air flow through the building or water
damage cannot be tolerated.

Extreme Winds and Hurricanes

For those sites which do not require specific design for tornado resistance, the rec-
ommended basic wind speed is based on an annual hazard exceedance probability of 1x10-4.
The importance factor is 1.0 as shown in Table 5-5. The wind speed is fastest-mile at an
anemomester height of 10 meters above ground level.

. The missile criteria is the same as for the Moderate Hazard category, except that the
maximum height achieved by the missile is 50 ft instead of 30 it.

Tornadoes

For those sites requiring design for tornado resistance (see Table 5-1), the criteria is
based on site-specific studies as published in Reference 2. The recommended basic wind
speed is associated with an annual hazard probability of exceedance of 2x10-5 (same as the
Moderate Hazard category). The wind speed cobtained from the tormado hazard model is
converted to fastest-mile. The importance factor for the High Hazard category is 1.35.

With the wind speed expressed as fastest-mile and an importance factor of 1.35, the
equations in Table 4 of ANS! A58.1-1982 should be used to obtain design wind pressures on
the structure. Exposure Category C should always be used with tornado winds. The velocity
pressure exposure factor is obtained, as is the gust response factor, from appropriate tables
in the ANSI standard. Pressure coefficients for external, local, and internal pressures are used
to obtain toernado wind pressures on various parts of the structure. A distinction is made
between main wind-force resisting system and components and cladding in determining wind
pressures.

In addition to the tornadeo wind loads, APC loads may need (o be considered. If the
building is sealed to confine hazardous materials, the maximum APC pressure shall be 125
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psf with a rate of 50 psf/sec. The wind and APC load combinations specified for the Moderate
Hazard faciiity-use category also are applicabie for this category. The effects of rate of pressure
change on ventilating systems should be analyzed.

Three missiles are specified as minimum criteria for this facility-use category. The 2x4-in.
timber plank weighs 15 Ibs. and is assumed to travel in a horizontal direction at speeds up to
150 mph. The horizontal missile is effective to a maximum height of 200 ft above ground ievel.
if carried to a great height by the tornado winds, it coutd achieve a terminal speed in the vertical
direction of 100 mph. The horizontal and vertical speeds are uncoupled and should not be
combined. The missile will perforate most conventional wall and roof cladding except rein-
forced masonry and concrete. Each cell of the concrete masonry shall contain a 1/2-in.-
diameter rebar and be grouted to prevent perforation by the missile. The second missiie is a
3-in.-diameter standard steel pipe, which weighs 75 ibs. It can achieve a horizontal impact
speed of 75 mph and a vertical speed of 50 mph. The horizontal speed could be effective at
heights up to 100 ft above ground level. This missile will perforate unreinforced concrete
masonry and brick veneer walls, reinforced concrete masonry walls less than 12 in. thick, and
reinforced concrete walls less than 8 in. thick. The third missile is a 3000-ib automobile that
is assumed to roll and tumble on the ground and achieve an impact speed of 25 mph. impact
of an automobile can cause excessive structural response to columns, walls, and frames.
Impact analyses should be performed to determine specific effects. Collapse of columns,
walls, or frames may lead to further progressive collapse.

5.2.5 Recommended Design Wind Speeds for Specific DOE Sites

The criteria specified in Table 5-3 for the four facility-use categories should be applied

to the site-specific extreme wind/ftornado hazard models for each of the 25 DOE sites included

in this study. Tabie 5-4 summarizes the recommended design wind speeds. Appropriate
importance factors to be used with the wind speeds are listed in Table 5-5. The wind speeds
are fastest-mile. Minimum wind speed values for a particular facility-use category have been
imposed. The wind speeds listed in Table 5-4 should be treated as basic design wind speeds
in the ANSI A58,1-1982 procedures for determining wind pressures on buildings and other
structures. '

The foliowing sites require design for extreme winds:

Argonne National Laboratory-West, ID
Hanford Project Site, WA
Idaho National Engineering Laboratory, 1D
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Lawrence Berkeley Laboratory, CA

Lawrerice Livermore National Laboratory, CA

Lawrence Livermaore National Laboratory Site 300, CA
- Los Alamos Nationat Scientific Laboratory, NM

Nevada Test Site, NV

Pinellas Plant, FL.

Sandia National Laboratories, Albuquerque, NM

Sandia National Laboratories, Livermore, CA

Stanford Linear Accelerator Center, CA

The Rocky Flats Plant site presents a unique situation. The presence of downslope winds
dominate the extreme wind distribution, suggesting that the design criteria should be based
on extreme wind criteria, However, tornadoes are possible and have occurred near the site.
Hence, both extreme winds and tornadoes should be considered in arriving at a final design
criteria for this site. A specific hazard assessment was performed for the Pineflas Plant, FL,
whose wind design is governed by hurricane (see Table §-1). The importance factor far this
site should not be increased above the value for straight winds.

The sites for which tornadoes are the viable wind hazard include:

Argonne National Laboratory - East, IL
Bendix Plant, MO

Brookhaven National Laboratory, NY
Energy Technology and Engineering Center, CA
Feed Metals Production Center, OH
Mound Laboratory, OH

Oak Ridge National Laboratory, TN
Paducah Gaseous Diffusion Plant, KY
Pantex Plant, TX

Pertsmouth Gaseous Diffusion Plant, OH
Princeton Plasma Physics Laboratory, NJ
Savannah River Plant, SC

Brookhaven National Laboratory, Long island, NY, and Princston Plasma Physics Laboratory,
NJ, are located in hurricane-prone zones. See Table 5-5 for values of importance factor for
hurricane winds. For Moderate and High Hazard categories, the minimum tornado wind speed
criteria apply because they are a worse case than the hurricane criteria.
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5.3 CRITERIA FOR EVALUATION OF EXISTING FACILITIES

The performance goals for design presenfad in the previous section may be usec to
evaluate existing faciiities. The objective of the evaiuation process is to determine if an existing
facility meets the performance goals for a particular facility-use category.

The key to the evaluation of existing facilities is to identify the potential failure points in

- astructure. The critical failure mechanism could be failure of the wind-load resisting structural

subsystem, or it could be a breach of the building envelope which allows release of toxic
materials to the environment or results in wind or water damage to the building contents. The
structural subsystem of many old faciliies (25 to 40 years old) have considerable reserve
strength because of conservatism used in the design approach. However, the facility could
still fail to meet performance goals if breach of buiiding envelope is not acceptable.

The weakest link in a structural system usually determines the adequacy or inadequacy
ofthe performance of a structure under wind load. Thus, evaluation of existing facilities normally
should focus on the strengths of connections and anchorages in both the wind-force resisting

“subsystems and in the components and cladding.

Experience from windstorm damage investigations provides the best guidelines for
anticipating the potential performance of various structural systems under wind load condi-
tions. Reference 56 provides insights into the performance of various structural systems. A

7 general approach to evaluating existing facilities is presented herein. The steps include:

1. Data Collection.

2. Analysis of system failure.

3. Postulation of faliure mechanisms and their consequences.

4. Comparison of postulated performance with performance goals.

5.3.1 Data Collection

An as-built description of the building or facility is needed to make the evaluation for the
wind hazard. If not available from construction plans and specifications, then site visits are
required. Verification that the facility was built according to plans aiso is a necessary part of
a site visit. Modifications subsequent to preparation of the drawings should be verified.
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Material properties are required for the structural analyses. Accurate determination of
material properties may be the most challenging part of evaluation.of existing facilities. Median
values of material properties should be obtained. This will allow an estimate of the degree of
conservatism in the analysis if other than the median values are usad.

5.3.2 Analysis of Compconents

In the design of new facilities, several wind-force resisting systems concepts may be
considered. Onily the one built needs to be considered in evaluating existing facilities.

After determining the as-buiit condition and the material properties, the wind-resistant
subsystem(s) are modeled and analyzed. The type of model employed depends on the
material, the loads, and the connections. Modeling of the structural system should include
load path identification, stiffness calcuiations, and support restraint determination. Once the
system is modeled, all appropriate loads and load combinations (including dead, vae, and
wind loads) should be considered in the analyses.

Most of the time it is not feasible to maodel the three-dimensional load-resisting system.
In that case, the system is decomposed into subsystems or individual elements. Wind loads
appropriate to the facility-use category are imposed on these structural components and their
ability to sustain the loads are evajuated.

Breach of the building envelope may not be tolerable for some facility-use categories.
The building envelope is breached by cladding failure or by tornado missile impact.

Cladding failure can occur in the walls or the roof. Wall cladding, as used in the general
sense, includes ail types of attached material as well as in-fill walls, masonry walls, or precast
walls. The strength of anchorages and fasteners should be checked, as well as the strength
of the materials. Roof cladding includes material fastened to the roof support system (purlins
or joists) such as metal deck, gypsum planks, or timber decking, as well as poured slabs of
gypsum or cancrete (normal or light weight)., Local wind pressures and appropriate internal
pressures should be used to evaluate cladding performénce.

The tornado missiles in the perf'orma‘nce criteria are selected to require certain types of
cladding to stop them, based on experimental tests. If existing facilities have exterior walls
that are not capable of stopping the missile, then the consequences of the missile perforating
exterior walls should be evaluated.
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5.3.3 Postulation of Failure Mechanism

After analyzing the structural ioad-resisting systems under loads appropriate to the
facility-use category, it is possible to identify potential failure mechanisms. The failure
mechanism can range from subsystem collapse to the failure of an individual element such
as a column, beam, or particular connection. The consequences of the postulated failure are
evaluated in light of the stated performance goais for the designated facility-use category.

The failure of cladding or individual elements or subsystems can lead to a change in the
loaiiing condition or a change in the support restraints of various components of the load-
resisting system. A breach in the envelope of a sealed building results in a change in the
internal wind pressure of a building. The change in pressure, which can be an increase or a
decrease, adds vectorially to external and local pressures, which may lead to additional
component failures. The uplift of a building roo'fteavgs the tops of walls unsupported, therefore
with a reduced capacity o resist wind loads.

5.3.4 Comparison of Postulated Performance with Performance Goals

Oncethe postuiated failure mechanisms are identified, the structural system performance
is compared with the stated performance goals for the specified facility-use category. The
general procedures described in Chapter 2 (Figure 2-1) are followed. Ifthe wind load-resisting
system is abie to resist the design loads without violating performance goals, then the facility
meets the criteria. If the guideline criteria are not met, then the assumption and methods of
analysis can be modified to eliminate unnecessary conservatism introduced in the evaluation
methods. The hazard probability levels can be raised slightly if the facility is close to meseting
the criteria (it is acceptable to increase the hazard probability ievel by a factor of 2, as is done
for the earthquake evaluation described in Chapter 4). Otherwise, various means of retrofit
can be employed. Several options are iisted below, although the list is not meant to be
exhaustive. ' '

1.  Add x-bracing or shear walls to obtain additional lateral load-resisting capacity.

2.  Modify connections in steel, timber, or precast concrete construction to permit them to
transter moment, thus increasing iateral load resistance in structural frames.

3. Brace a relatively weak structure against a more substantial one.
install tension ties in walls that run from roof to foundation to improve roof anchorage.

5.  Provide x-bracing in the plane of a roof to improve diaphragm stiffness and thus
achieve a better distribution of lateral load to rigid frames, braced frames, or shear
walls.

»
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To prevent breach of building envelope or to reduce the consequences of missile per-
foration, the following general suggestions are presented:

install additional fasteners to improve cladding anchorage.

1.
2. Provide interior barriers around sensitive equipment or rooms containing hazardous
materiais.

3. Eliminate windows or cover them with missile-proof grills.
4, Ptace missile-proof barriers in front of doors or windows. .
5. Replace ordinary overhead doors with heavy-duty ones that will resist design wind

loads and provide missile impact resistance. The tracks must be capable of resisting
the postulated loads.

Each building will likely have special situations that need attention. Consultants who
evaluate existing facilities should have experience and knowledge of the behavior of buildings
and other structures when subjected to wind loads.
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6 FLOOD DESIGN AND EVALUATION GUIDELINES

6.1 FLOOD DESIGN OVERVIEW

The flood design and evaiuation guidelines seek to ensure that DOE facilities satisfy the
performance goals described in Chapter 2. The guidelines are applicable to new and existing
construction; however, in the evaluation of existing facilities, fewer design options may be
available to satisfy the performance goals. Table 6-1 shows guidelines recommended for each
facility category in terms of the hazard input, hazard annual probability, design requirements,
and emergency operation plan requirements.

TABLE 6-1
FLOOD GUIDELINES SUMMARY

Facility Use Category
Flood Design Goneral Use Important or Moderate Hazard High Hazard
Step Low Hazard
Flood Hazard | Flood insurance studias | Flood insurance studies | Site probabilistic haz- | Site probabilistic haz-
Input or equivalent Input and or aqtiivalant input and | ard analysis and Table | ard analysis and Table
Table 6.2 combinations | Takie 6-2 combinations 62 6-2
combinations combinations
Hazard Annual 2¢10-3 sx104 %10+ 1x108
Probability
Structural UBC or applicable crite- | UBC or applicabie crite- Flood hazard Flood hazard
Evaluation ria for roof and site drain-| ria for roof and site drain- analysis, strangth analysis, strangth
{Roafs, atc.) age, building load age, buliding load design dasign
factors, and design tactors, and design
critaria critaria
Warning and | Required to evacuats on-| Required to evacuate on-] Requirad if buildinga Requirad if buildings
Emargancy aite parsonnal if site is site parsonnet and to are balow DBFL are below DBFL
Procaduraes baicw DBFL secure vuinarable areas if
sita is helow DBFL lavel

Evaluation of the flood design for a facility consists of:

1. defining the DBFL,

2. evaluating site conditions (e.g., facility location, location of openings and door-
ways), and )

3. assessing flood design strategies (e.g., build above DBFL levels, harden the
site).

Each of these areas is briefly described in the following subsections.

6.1.1 DESIGN BASIS FLOOD (DBFL)
Use of the term DBFL shouid be understood to mean that muitiple flood hazards may

be included in the design. For example, a site located along a river may have to consider the
potential for river flocding as well as the possible hazards associated with rainfail that could



cause onsite fiooding {e.g., rocfs, streets). Factors contributing to potential river fliooding such
as spring snowmelt or upstream dam failure must be considered. . The DBFL for each fiood

type (e.g., river flooding, rainfail, snow) is defined in terms of:

1. peak fiood level {e.g., flow rate, volume, elevation, depth of water) corresponding
to the mean hazard annuai probabiiity of exceedance,

2. combinations of events (e.g., storm surge, wave action); and

3. evaluation of flood loads (e.g., hydrostatic and/or hydrodynamic forces, debris
loads).

The first two items are determined as part of the site hazard assessment. Flood loads must
be assessed on a facility-by-facility basis.

Table 6-2 defines the design basis events that must be considered. For each hazard,
the worst combination of events defines the DBFL. These events apply for all facility categories,
subject to the constraint that the probability of exceedance is equal to or greater than the
design basis. For example, if the design basis flood probability for General Use facilities is
2x10-3 per year, failure of an upstream darn need not be considered if the frequency of failure
is less than 2x10°3, For purposes of design, the event combinations in Table 6-2 are assumed
to be perfectly correlated. In other words, the combinations of events listed are assumed to
oceur with certainty if the conditions stated are met.

. TABLE 6-2
PESIGN BASIS FLOOD EVENTS
7 Primary Hazard Event
River Ficoding 1, Tide Effects {if applicable)

2. Wind wave sctivity and Event 1. {above).

3. Coincident upstream dam faiture, if for the design basis fiood, (1) the resarvoir .

elavation is greater than or egua! to an elevation which is 80% of available free-board;

gr (2 spiliway is structurally utiable to pass the design basis flood; and Evertts 1. and
. above.

4. Ice forces and Event 1. above,

Dam Failure All modes must be considared (e.g., ssismically induced, random structural failures,
upstream)

Local Precipitation Roof drains clogging, and storm sewers blocked

Tsunami Tide offects,

Storm Surge (due 1o, e.g., hurri- Tide efiects and wind wave activity (it not included in the hazard analysis).
cane, saiche)

Lavee or Dike Failure Consider failure for evants less than the design basis (i.e., faliure during a flood, less
than the design basis),

6-2



6.1.2 EVALUATION OF SITE CONDITIONS

L0 The flood evaluation process is illustrated below:
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FIGURE 6-1. FLOOD EVALUATION PROCEDURE
The steps in the flood evaluation process include:

1. Determine the facility category (see Chapter 2).

2. From the results of a site screening analysis or flood hazard study, identify the
sources of flooding at the facility.



3. Based on the flood design guidelines in Table 6-1, determine the DBFL for each
flood hazard. The design basis flood should include possible combinations of
hazards and the assessment of flood loads (e.g., hydrostatic and hydrodynamlc
loads) or other effects (e.g., scour, erosion).

4, Determine whether the site or facility is situated above the DBFL fiood level. If
not, alternative design strategies must be considered such as hardening the facil-
ity or developing emergeancy operation plans.

5. Evaluate whether roof draunage is adequate to convey design ievel precipitation
to prevent ponding or excessive roof loads. The structural design of the roof sys-
tem should alsc be evaluated.

6. Evaluate the site stormwater management system to determine whether appli-
cable design regulations (i.e., DOE 6430.1A [Reference 9] or local regulations)
are satisfied. Site drainage should also be adequate to satisfy the DBFL
(e.g.,precipitation).

7. For existing construction, review whether the building and/or the site are hard-
ened by adequate flood protection devices.

8. I the facility is located below the DBFL level (even if the facility has been hard-
ened), emergency procedures should be provided to evacuate personnel and to
sacure the facility when the flood arrives.

in principle, buildings that fit into one category oranother should be designed for different
hazard ievels because of the importance assigned to each. However, because floods have
a common-cause impact on all buildings at or below the design basis flood level, the design
basis for the most critical structure may govern the design for all buiidings onsite when it is
more feasible to harden a site, rather than an individual building. Exceptions to this case exist

~ when building locations vary (i.e., they are at significantly different elevations orthere are large
- spatial separations), or in the case when individual buildings are hardened to resist the

expected fiood loads (i.e., addition of watertight doors to a High Hazard facility building).

it is important to consider possible interaction between buildings or building functions
as part of the process of evaluating buildings at a site. For example, if a High Hazard facility
requires emergency electric power in order to maintain safety levels, buildings which house
emergency generators and fuel should be designed to a High Hazard category flood ievel.
in general, a systematic review of a site for possible common-cause dependencies is required.
This applies equally for new construction and existing facilities. A straightforward review
develops a logic diagram that displays the functional dependencies and system interactions
between operations housed in each building.
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6.1.3 FLOOD DESIGN STRATEGIES

Thebasis for the flood evaluation procedure is defined according to a hierarchy of design
strategies. They are:

1.  Situate facilities above the DBFL level.

2. Harden a site or individual facility to withstand the effects of flood forces such that
the performance goals are satisfied.

3. Forthe DBFL, if adequate warning is available, emergency operation plans can
be devsioped to safely svacuate employees and secure areas with hazardous,
mission-dependent, or valuabie materiais.

If a DOE facility is situated above the DBFL, the performance goals are readily satisfied. An
option to satisfy the performance goals is to harden a building or site against the effects of
floods such that the chance of damage is acceptably low and to provide emergency operation
plans. This duat strategy is secondary to siting facilities above the DBFL levei because some
probability of damage does exist and facility operations may be interrupted.

Whether or not a faciiity is situated above the DBFL should be assessed on the basis of
the critical flood elevation. The critical elevation represents the flood level at which, if flooding
were to oceur beyond this depth, the performance leve! specified as part of the performance
goals would be exceeded. Typically, the first floor elevation or a below-grade elevation (i.e.,
foundation level) is assumed to be the critical elevation. However, based on a review of a
facility, it may be determined that only greater flood depths wouid cause damage (e.g., critical
equipment or materials may be housed above the first floor). The critical elevation will depend

on the ficed hazard (e.g., hydrostatic, hydrodynamic loads), the building structure, and the
facility category.

6.2 DOE FLOOD HAZARD ASSESSMENTS

- While probabilistic hazard evaluations for seismic and wind phenomena have been
performed for all of the DOE sites, comparable evaluations for flood hazards have been per-
formed at only 9 of these sites. Flood screening evaluations have been performed for eight
sites in the jurisdiction of the Albuquerque Operations Office (References 60-67). Also, aflocd
hazard assassment has been performed for the Hanford Project Site (Reference 68). The
resuits of these evaluations have been summarized in Reference 3. An overview of flood
considerations is given in Reference 57.
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All sites are exposad to the potential effects of flooding. For exampile, localized fiooding
due to rainfall can occur in streets, in depressed areas, and on roofs. In addition, fiooding
can occur on a nearby river, lake, or ocean. The objective of probabilistic hazard evaluations
is to assess the probability of extreme events that have a low probability of being exceeded.
in the case of floods, facilities at DOE sites may not be exposed to extreme flood hazards.
Because of topography, regional climate, or the location of sources of fiooding in relation to
a site, extreme fiooding on-site may be precluded. For existing facilities, design decisions
may have resulted in all buildings being sited above possible flood levels. Consequently, in
some cases it may be apparent that floods do not pose a substantial hazard to facility oper-
ations. For these so called "dry sites” (Reference 58), it may be possible to demonstrate,
without performing a detailed hazard assessment, that the fiood design guidelines described
in this document are satisfied.

The concept of a dry site as used here does not imply that a site is free of all sources of
fiooding (e.g., all sites are exposed at least to precipitation). Rather, a dry site is interpreted
to mean that facilities (new or existing) are located high enough above potential flood sources

_ =~ such that a minimum leve! of analysis demonstrates that design guidelines are satisfied. For

- example, for the fiooding source of local precipitation, the adequacy of the stormwater man-
agement system can be readily demonstrated (e.g., roof drainage, storm sewers, local

topography).

To consider flood hazards at DOE sites, a two-phase evaluation process is used. Inthe
first phase, flood scresning analyses are performed (Reference 55). These studies provide
an initial evaluation of the potential for flooding at a site. As part of the screening analysis,
available hydrologic data and resuits of previous studies are gathered, and a preliminary
assessment of the probability of extreme floods is performed. Results of the screening analysis
can be used to assess whether flood hazards can occur at a site. In some cases, these studies
may demonstrate that flood hazards are extremely rare and, therefore, performance goals are
satisfied. For those sites with high potential for flooding and which have Moderate Hazard
and High Hazard facilities, the second phase will be undertaken. This consists of detailed
probabilistic flood hazard assessment.

A number of methods have been developed to assess the probability of extreme floods.
These include;

1. extrapolation of frequency distributions,
2. joint probability technigques,
3. regional analysis methods,




v

4, palechydrologic evaluation of floods, and

5. Bayesian techniques.
References 81-84 provide background on these methods. There is no generat agreement in
the literature regarding the appropriateness of these methods to estimate the probability of
extreme floods. Each approach has its advantages and disadvantages and thus no single
technique is weil-established,

In estimating the probability of extreme floods it is important that uncertainty analysis be
performed. The uncertainty analysis should consider statistical uncertainty due to limited data
and the uncertainty in the flood evaluaticn models used (e.g., choice of different statistical
modeis, uncertainty in flood routing). Discussions of uncertainty assessments can be found
in References 59, 68, 78-80.

6.3 FLOOD DESIGN GUIDELINES FOR EACH FACILITY-USE CATEGORY

Unlike design strategies for seismic and wind hazards, itis not aiways possible to provide
margin in the flood design of a facility. For example, the simple fact that a site is inundated
(forgetting for a moment the possible structural damage that might occur), may cause sig-
nificant disruption (clean-up) and downtime at a facility; this may prove an unacceptable risk
in terms of economic impact and disruption of the mission-dependent function of the site. In
this case, there is no margin, as used in the structural sense, that can be provided in the facility
design. Therefore, the facility must be kept dry and operations must be unimpeded. As a
result, the annual probability of the DBFL corresponds to the performance goal probability of
damage, since any exceedance of the DBFL resuits in consequencas that exceed the per-
formance goal.

The DBFL for General Use and Important or Low Hazard facilities can generally be
estimated from available flood hazard assessment studies. These inciude: the resulits of flood
screening studies, flood insurance analyses, or other comparable evaluations. For these
facility types, it is not necessary that a full-scope hazard evaluation be performed, if the resuits
of other recent studies are available and, if uncertainty in the hazard estimate is accounted
for.

For Mcderate and High hazard facilities, a comprehensive flood hazard assessment
should be performead, unless the results of the screening analysis (see Reference 59) dem-
onstrate that the performance goals are satisfied.
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6.3.1 General Use Facilities

The performance gbal for General Use facilities specifies that occupant safety be
maintained and that the probability of severe structural damage be less than or about a 10-3
per year. For General Use facilities, the DBFL corresponds to the hazard leve! whose mean
annual probability of exceedance is 2x10-3. in addition, event combinations that must be
considered are listed in Table 6-2. '

To meet the performance goal for this category, two requirements must be met: (1) the
faciiity structural system must be capable of withstanding the forces associated with the DBFL
and (2) adequate fiood warning time must be available to ensure that building occupants can
be evacuated (1 1o 2 hours, Reference 71). If the facility is located above the DBFL, then
structural and occupant safety requirements are met.

For structural joads applied to roofs, exterior walls, etc., applicable building code
requirements (e.g., DOE 6430.1A, Uniform Building Code (UBC) References 9, 10) provide
standards for design that meet the performance goa! for Genera! Use facilities.

For existing construction, or at new sites where the facility cannot be above the DBEFL
level, an acceptable design can be achieved by:

1. Providing filood protection for the site or for specific General Use facilities, such
that severe structural damage does not occur, and

2. Developing emergency procedures in order to secure facility contents above the
. design flood elevations in order to limit damage 1o the building to within accept-
able levels and to provide adequate warning to buiiding occupanits.

6.3.2 important or Low Hazard Facilities

The performance goal for important or Low Hazard facilities is to limit damage and
interruption of facility operations whiie also maintaining occupant safety. For these facilities,
the DBFL is equal to the flood whose probability of exceedance is 5x104 per year plus the
event combinations listed in Table 6-2. The results of flood insurance studies (Reference 69)
routinely report the fiood level corresponding to the 2x1073 probability level. For purposes of
establishing the DBFL for important or Low Hazard facilities, the results of these studies can
be extrapolated to obtain the ficod with a probability of 5.0x10"4 of being exceeded (if this
result is not reported). A range of extrapolations should be considered, with a weighted
average being used as the design basis.




For new construction, facilities in this category should be located above the DBFL. For
existing construction, or at new sites where the above -siting criteria cannot be met, an
acceptable design can be achieved by the same measures described for General Usa facilities.
For Important or Low Hazard facilities whose critical elevation is below the DBFL, emergency
procedures must be developed to mitigate the damage to mission-dependent components
and systems. These precedures may include installation of temporary flood barriers, removal
of equipment to protected areas, anchoring vulnerabie items, or instailing sumps or emergency
pumps. :

Asin the case of General Use facilities, UBC design standards or iocal ordinances shouid
be used to determine design requirements and site drainage. Site drainage should be ade-
quate for roofs and walls to prevent flooding that would interrupt facility operations,

6.3.3 Moderate Hazard Facilities

The performance goal for Moderate Hazard facilities is continued function of the facility,
including confinement of hazardous materials and occupant safety. Facilities in this category
shouid be located above flood levels whose annual probability of exceedance is 1074, including
the combinations of events shown in Table 6-2,

Emergency operation procedures must be developed to secure hazardous materials,
prepare Moderate Hazard facilities for possible extreme flooding and loss of power, and for

an extended stay on-site. Emergency procedures should be cocrdinated with the resuits of
the flood hazard analysis, which provides input on the time variation of flooding, type of hazards
to be expected, and their duration. The use of emergency operation plans is not an alternative
to hardening a facility to provide adequate confinement unless all hazardcus materials can be
completely removed from the site,

Roofs shouid be designed in accordance with UBC standards in order to drain rainfail
whose probability of exceedance is 104, The amount of ponding that can accur on building
roofs should be controlled by adding scuppers (openings in parapet walls) and/or limiting
parapet wall heights. If ponding on-site is expected to occur, drainage shouid be provided to
convey the stormwater away from the facility. Alternatively, doors and openings should be
made watertight.

6.3.4 High Hazard Facilities

The performance goais for High Hazard facilities are basically the same as for Moderate
Hazard facilities. However, a higher confidence is required that the performance goals are
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met. Facilities in this category should be located above fiood levels whose annual probability
of exceedance is 10°, inciuding combinations of events listed in Table 6-2. Required emer-
gency operation procedures are the same as those for Moderate Hazard facilities. Roofs
shouid be designed in accordance with UBC standards in order to drain the rainfall whose
probability of exceedance is 10-5, The control of ponding is the same as that recommended
for Moderate Hazard facilities. -

6.4 FLOOD DESIGN PRACTICE FOR FACILITIES BELOW THE DBFL ELEVATION

For structures located below the design basis flood level, mitigation measures other than
siting at a higher elevation can provide an acceptable margin of safety. In general, structural
measures are considered next, followed by non-structural actions (i.e., fiood warning and
ernergency operations plans). In practice, for sites located below the design basis flood level,
a combination of structura! and non-structural measures are used. Guidelines for structural
flood mitigation measures are described in this section.

6.4.1 Fiood Loads

To evaluate the effects of flood hazards, corresponding forces on structures must be
evaluated. Force evaluations must consider hydrostatic and hydrodynamic effects, including
the impact associated with wave action. in addition, the potential for erosion and scour and
debris loads must be considered. Good engineering practice should be used to evaluate
fiood loads (References 70, 72-76). The forces due to ice formation on bodies of water should
be considered in accordance with DOE 6430.1A (Reference 9).

Building roof design should provide adequate drainage as specified by DOE 6430.1A
(Reference @) and in accordance with local plumbing regutations. Secondary drainage
{overfiow) shouid be provided at a higher level and have a capacity at least that of the primary
drain. Limitations of water depth on a roof specified by DOE 6430.1A or applicable local
regulations apply. The roof should be designed to consider the maximum depth of water that
could accumutate if the primary drainage system is blocked (Reference 10, 16).

6.4.2 Design Requirements

Design criteria (i.e., for allowable stress or strength design, load factors, and load
combinations) for loads on exterior walls or roofs due to rain, snow, and ice accumulation
should follow applicable code standards for the materials being used (References 45, 55).
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6.4.2.1 General Use and Important or Low Hazard Faci]ities

Facilities that are subject to flood loads should be designed according to provisions of
UBC or local ordinances and specified flood load combinaticns (e.g., ponding, hydrostatic).

6.4.2.2 Moderate and High Hazard Facilities

Buildings and related structures that are directly impacted by flood hazards should be
constructed of reinforced concrete and designed according to strength methods as required
by ACl 349-85 (Reference 44). Load factors and combinations specified in Reference 69
should be used. '

6.4.3 Design of Other Clvil Engineering Facilities

In addition to the design of buildings to withstand the effects of flood hazards, other civii
works must be designed for flood conditions. These include components of the stormwater
management system such as street drainage, storm sewers, stormwater conveyance systems
suchas open channels, and roof drainage. Applicable procedures and design criteria specified
in DOE 6430.1A (Reference 9) and/or local regulations should be used in the design of
stormwater systems. Howaever, the design of individual facilities o resist the effects of local,
onsite flooding (e.g., local ponding, street flooding) should be evaluated to ensure that the
performance goals are satisfied.

6.4.4 Flood Protection Structures

Facilities can be hardened to withstand the effects (e.g., loads, erosion, scour) of flood
hazards. Typical hardening systems are:

structural barriers (e.g., building, watertight doors),

waterproofing (e.g., waterproofing exterior walls, watertight doors),
levees, dikes, seawalls, revetments, and

diversion dams and retention basins.

SN S

Applicable design Quides for levees, dikes, small dams, ete. ¢an be found in U.S. Army
Corps of Engineers. U.S. Bureau of Reclamation, Sail Conservation Service reference docu-
ments (References 70, 71, 72, 76, 77). Design of structural systéms such as exterior walls,
roof systems, doors, etc. should be designed according to applicable criteria for the facility
category considered (see Section 6.4.2). '
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6.5 FLOOD RISK ASSESSMENT

in some cases the need may arise for DOE or the DOE site manager to perform a
guantitative fiood risk assessment. There may be a variety of reasons requiring a compre-
hensive risk evaluation of a site. These considerations include:

1. Demonstration that the performance goals are satisfied.
2. Evaluation of alternative design strategies to meet the performance goals.

3. Detailed consideration of conditions at a site that may be complex, such as vary-
ing hydrautlic loads {e.g., scour, high velocity flows), system interactions, second-
ary failures, or a potential for extraordinary health consequences.

4. A building is not reasonably incorporated in the four facility categories.

A gquantitative evaluation of the risk due to fiooding can be assessed by performing a
probabilistic safety analysis (PSA). The objective of a fliood PSA is to evaluate the risk of
damage to systems important for maintaining safety and operating a critical facility. Risk
calculations can be performed 1o evaluate. the bkelihood of damage to onsite systems and of
public health consequence. Procedures to perform PSAs are discussed in References 78-80,

85,
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APPENDIX A

COMMENTARY ON SEISMIC DESIGN AND ANALYSIS GUIDELINES

The overall approach employed for the seismic design and evaluation guidelines is
discussed in Section A.1. The basis for selection of recommended hazard exceedance
probabilities is described in Section A.2. Earthquake ground mction response spectra are
discussed in Section A.3. The basic attributes of equivalent static force methods and dynamic
analysis methods are described in Sections A.4 and A.5. Note that energy dissipation from
damping or inelastic behavior is implicitly accounted for by the code formulas in equivaient
static force methods. The means of accounting for energy absorption capacity of structures
in dynamic analyses are discussed in Section A.6. The basis for the specific seismic design
and evaluation guidelines including the inelastic demand-capacity ratios recommended for
usage in the design and evajuation of Moderate and High Hazard facilities is described in
Section A.7.

A.1 Basic Approach for Earthquake Design and Evaluation at Appropriate
Lateral Force Leveis

The performance of a DOE facility subjected to a natural phenomena hazard (earthquake,
wind, or fiood) depends not cnly on the levei of hazard selected for design or evaluation, but
also on the degree of conservatism used in the design or evaluation process. For instance,

if one wishes to achieve less than about 104 annual probability of onset of loss of function,
this goal can be achieved by using conservative design or evaluation approaches for a natural

phenomena hazard which has a more frequent annual probability of exceedance (such as
10-3), or it can be achieved by using median centered design or evaluation approaches (i.e.,
not having any intentional conservative or unconservative bias) coupied with a 10~ hazard
definition. Atleastforthe earthquake hazard, the former alternate has been the mosttraditional.
Canservative design or evaluation approaches are well established, extensively documented,
and commonly practiced. Median design or evaluation approaches are currently controversial,
not well understood, and seldom practiced. Conservative design and evaluation approaches
are utilized for both conventional facilities (similar to DOE category - General Use Facilities)
and for nuclear power plants (equal to or more severe than DOE category - High Hazard
Facilities). For consistency with these other uses, the approach in this report recommends
using conservative design and evaluation procedures coupled with a hazard definition con-
sistent with these procedures.



The performance goals for General Use and important or Low Hazard facilities are

consistent with goals of conventional building codes for normal and important or essential

faciiities, respectively. For seismic design and evaluation of facilities, conventional building
codes utilize equivaient static force methods except for very unusual or irregular facilities, for
which a dynamic analysis method is employed. The performance goals for Moderate and
High Hazard Facilities approach those used for nuclear power plants for which seismic design
and evaiuation is accomplished by means of dynamic analysis methods. For these reasons,
the guidelines presented in this report recommend that lesser hazard faciiities be evaluated
by methods corresponding closely to conventional building codes and higher hazard facilities
be evaluated by dynamic analyses.

The performance goals presented in Chapter 2 and the recommencded hazard excee-
dance probabilities presented in Sections 4.2.2 and 4.2.3, are tabulated below for each
facility-use category.

Hazard Ratic of Hazard
Facility Pertormance Excesdance to Periormance
Category Goal Probability Probability
General
Use wx103 2x10-3 2
Important or
Low Hazard 5x10-4 1x10-3 2
Moderate
Hazard 1x104 1x103 10
High
Hazard 1x10-5 o104 20

As shown in the above table, the hazard exceedance probabilities and performance goal
exceedance probabilities recommended herein are different. These differences indicate that
conservatism must be introduced in the seismic behavior evaluation approach. In earthquake

evaluation, there are many places where conservatism can be introduced, inciuding:

Maximum design/evaluation ground acceleration. ' -
Response spectra amplification.

Damping.

Analysis methods.

Specification of material strengths.

Estimation of structural capacity.

L.oad factors.

importance factors.

Limits on inelgsﬂc behavior.

© NGO,
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10. Soil-structure interaction.
11. Effective peak ground motion.
12. Effects of a large foundation or foundation emtedment.

For the earthquake evaluation guidelines presented in this chapter, conservatism is intentio-
nally introduced and controlled by specifying (1) hazard exceedance probabilities, (2) load
factors, (3) importance factors, (4) limits on inelastic behavior, and (5) conservatively specified
material strengths and structural capacities. Load and importance factors have been retained
for the evaluation of General Use and Important or Low Hazard facilities because the 1988
UBC approach which includes these factors is foliowed for these categories. These factors
are not used in general dynamic analyses of facilities or in Reference 11, and thus they were
notused for the evaluation of Moderate and High Hazard facilities by dynamic analysis. Material
strengths and structural capacities specified herein correspond to ultimate strength code-type
provisions (i.e., ACI 318-83 for reinforced concrete, UBC Sec. 2721 for steel). itis recognized
that such provisions introduce conservatism. In addition, it is acceptable by these guidelines
to use peak ground accelerations from Reference 1 as the input earthquake excitation at the
foundation level of facilities. As discussed in Sections 4.4.1 and 4.4.2, significant additionai
conservatism can be introduced if considerations of effective peak ground motion, soil-
structure interaction, and effects of large foundation or foundation embedment are ignored.

The seismic design and evaluation guidelines presented in Section 4.2, are consistent
from category to category, with the 1988 UBC provisions (Reference 10) for General Use
facilities being the baseline for the guidelines for all categories. The differences in seismic
evaluation guidelines among categoeries in terms of load and importance factors, limits on
inelastic behavior, and other factors as described in Section 4.2, and illustrated in Table 4-1,
are summarized below:

1. Ganarat Use and Only hazard exceedance probability and importance factor ditfer. All other
Important or Low Hazard factors are held the same.

2 Impertant or Low Hazard and Load factors, importance factors, damping, and limits on inelastic behavior
Madarate Hazard differ. All other factors are essentially the sams, although statlc force

evaluation methoda are used for Important or Low Hazard facilities and
dynamic analysia is used for Moderate Hazard facilities.

3 Modsrata and Hazard excesdanca probability and limits on inelastic behavior differ. All
High Hazard ather factors are held the samae.

The different load factors, importance facters, limits on inelastic behavior, and damping
making up the seismic design and analysis guidelines for each facility-use category resuit in
facilities in each category having a different demand (i.e., the value, D, computed as shown
in Sections 4.2.2and 4.2.3, which is compared to ultimate capacity to assess facility adequacy). '
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Larger demand (i.e., required capacity) values result for more hazardous categories, which
is indicative of the greater conservatism and reduced probability of damage or loss of capability
to function associated with the higher hazard categories.

A2 Earthquake Hazard Annual Exceedance Probabilities

Historically, non-Federal Government General Use and Essential or Low Hazard facilities
located in Cafifornia, Nevada, and Washington have been designed for the seismic hazard
defined in the Uniform Building Code. Other regions of the U.S. have generally used either
some varsion of the UBC seismic hazard definition or eise have ignored seismic design. Past
UBC seismic provisions (1985 and earlier) are basaed upon the largest earthquake intensity
which has occurred in a given region during the past couple of hundred years. These pro-
visions do not consider the probability of occurrence of such an earthquake and thus do not
make any explicit use of a probabilistié seismic hazard analysis. However, within the last ten
years there has been considerable interest in developing a national seismic design code.
Proponents have suggested that a seismic design code would be more widely accepted if the
seismic hazard provisions of this code were based upon a consistent uniform annual probability
of exceedance for ali regions of the U.S. Several probabiiistic-based seismic hazard provisions
have been proposed (References 11,47,48). A probabilistic based seismic zone map was
recently incorporated into the 1988 Uniform Building Code (Reference 10). Canada has
adopted this approach (Reference 15). The suggested annual frequency of exceedance for
the design seismic hazard level differs somewhat between proposed codes, but all lie in the
range of 10210 103, For instance, ATC-3 (Reference 47) has suggested the design seismic
hazard leve! shiould have about a 10 percent frequency of exceedance level in 50 years which
corresponds to an annual exceedance frequency of about 2x10-3. The Canadian building
code used 1x10-2 as the annual exceedance ievel for their design seismic hazard definition.
The Department of Defense (DOD) tri-services seismic design provisions for essential buildings
(Reference 11) suggests a dual ievel for the design seismic hazard. Facilities should remain
essentially elastic for seismic hazard with about a 50 percent frequency of exceedance in 50
years or about a 1x1 0-2 annual exceedance frequency, and they should not fail for a seismic
hazard which has about a 10 percent frequency of exceadance in 100 years or about 1x1 0-3
annual exceedance frequency.

On the other hand, nuclear power plants are designed so that safety systems do not fail
if subjected to a safe shutdown earthquake (SSE). The SSE generally represents the expected
ground motion at the site either from the largest historic earthquake within the tectonic province
within which the site is located or from an assessment of the maximum earthquake potential
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of the appropriate tectonic structure or capable fauit closest to the site. The key point is that
this is a deterministic definition of the design SSE. Recent probabilistic hazard studies (e.g.,
Reference 49) have indicated that for nuclear plants in the eastern U.S., the design SSE level
generally corresponds to an estimated mean annual frequency of exceedance of between
10"3 and 104. Also, during the last ten years, considerable interest has developed in
attempting to estimate the seismic risk of these nuclear power plants in terms of annual
probability of seismic-induced core meit er risk of early fatalities and latent cancer to the pubiic.
Many studies have been conducted on seismicrisk of individual nuclear power piants. Because
those plants are very conservatively designed to withstand the SSE, these studies have
indicated that the seismic risk is acceptably low (generally less than about 10°5 annuai
probability of seismic incuced core damags) when such plants are designed for SSE levels
with a mean annual frequency of exceedance between 103 and 10-4 (References 17, 18, 19,
and 20).

With this comparative basis for other facilities, itis judged to be consistent and appropriate
to define the seismic hazard for DOE facilities as follows:

Earthquake Hazara Annual
Category Excsadance Probability
General Use 2103
Important or Low Hazsrd %103
Mcdaerate Hazard 1x10-3
High Hazard 2x104

These hazard definitions are appropriate so long as the seismic design or evaluation of
the facility is conservatively performed for these hazards. The level of conservatism of the
evaluation for these hazards should increase as cne goes from General Use to High Hazard
faciiities. The conservatism associated with General Use and Important or Low Mazard
categories should be consistent with that contained in the UBC (Reference 10) or ATC-3
(Reference 47) for normal or essential facilities, respectively. The level of conservatism in the
seismic evaiuation for High Hazard facilities should approach that used for nuclear power
plants when the seismic hazard is designated as above. The criteria contained in this report
fallow the philosophy of a gradual reduction in the annual exceedance probability of the hazard
coupled with a gradual increase in the conservatism of the evaluation procedure as one goes
from a General Use to a High Hazard facility.




A3 Earthquake Ground Motion Response Spectra

Design/evaluation earthquake response spactra generally have the shape shown in
Figure 4-1. The design/evaluation spectrum shape is similar 1o that for an actual earthquake
except that peaks and valleys which occur with actual earthquake spectra are smoothed out.
Also, design/evaluation spectra typically include motions from several potential earthquakes
such that they are broader in frequency content than specfra computed for actual earthquake
ground motion. Such simplified spectral shapes are necessary in order to provide a practical
input for seismic analyses. Because design/evaluation spectra are smoothed and broadened
relative to actual earthquake spectra, a design/evaluation spectrum tends to be a conservative
representation of actual earthquake amplification that might occur at a facility site.

Spectral amplication depends strongly on site conditions. For this reason, it wouid
generally be expected that response spectra o be used for the design or evaluation of haz-
ardous DOE facilities would be evaluated from site-specific geotechnical studies. Thereis a
very good discussion on the development of response spectra from site-specific studies and
other approaches in Reference 11. Alternatively, response spectra for DOE sites are available
for use from Reference 1. Reference 1 spectra were developed from general site conditions
and not from a site-specific geotechnical study. Additional approaches available for estimating
response specira from general site conditions are described in References 25, 26, and 27.
Any of these methods is acceptable for estimating input design/evaluation response spectra.
Note that to mestthe performance goalsin Chapter 2using the guidelines presented in Sections
4.2.2 and 4.2.3, median ampiification reponse spectra shoulid be used. Mean amplification
spectra are a conservative approximation of median spectra.

The C factor in the 1988 UBC base shear equation {e.g., Equation 4-1) is approximately
equivalient to spectral amplification for 5 percent damping, and the Z factor corresponds to
the maximum ground acceleration such that ZC corresponds. to a 5 percent damping earth-
guake response spectrum. For General Use and important or Low Hazard faciiities, earthquake
ioading is evaluated from Equation 4-1 in accordance with UBC seismic provisions with the
exception that the ZC is determined from input design/evaluation response spectra as
described in Section 4.2.2. ZC as given by 1988 UBC provisions is plotted as a function of
natural period on Figure A-1. Also, Figure A-1 includes a typical design/evaiuation spectra.
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FIGURE A-1
COMPARISON OF 1988 UBC ZC WITH TYPICAL
DESIGN/EVALUATION RESPONSE SPECTRUM

it is shown in Figure A-1 that an actual design evaluation spectrum differs significantly from
the code coefficients, ZC, enly in the low natural period region (i.e., less than about 0.125
seconds). As a result, an adjustment must be made in the low period region in order to not
be unconservative when the design/evaluation spectra are used along with other provisions
of the code. The required adjustment to the design/evaluation spectra is to require that for
fundamentai periods lower than the period at which the maximum spectral acceleration occurs,
ZC should be taken as the maximum spectral acceleration. This provision has the effect of
making the design/evaluation spectra as shown in Figure 4-1, have a shape similar to that for
ZC per the code provisions as shown in Figure A-1. In this manner, the recommended seismic
evaluation approach for General Use and Important or Low Hazard facilities closely follows
the 1988 UBC provisions while utilizing seismic hazard data from site dependent studies.

In the design and evaluation guidelines presented in Section 4.2.3, for Moderate and
High Hazard facilities, design/evaluation spectra as shown in Figure 4-1, are used for dynamic
seismic analysis. However, in accordance with Reference 11, for fundamental periods lower
than the period at which the maximum spectral acceleration occurs, spectral acceleration
shouid be taken as the maximum spectral acceleration. For higher modes, the actual spectrum
at all naturai periods should be used in accordance with recommendations from Reference

11.
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The basis for using the maximum spactral acceleration in the low period range by both
the Reference 10 and 11 approaches is twofold: (1) 1o avoid being unconservative when using
constant response reduction coefficients, Ry, or inelastic demand-capacity ratios, Fy;; and (2)
to account for the fact that stiff structures may not be as stiff as idealized in dynamic models.
Constant factors permit the elastically computed demand to exceed the capacity the same
amount at all periods. Studies of inelastic response spectra such as those by Riddell and
Newmark (Reference 50), indicate that the elastically computed demand cannot safely exceed
the capacity as much in the low period region as compared to larger periods. This means
that lower inelastic demand-capacity ratios must be used for low period response if the actual
spectra are used. Since constant demand-capacity factors are used herein, increased spectra
as shown in Figure 4-1, must be used in the low period response region. Anocther reason for

" using increased spectral amplification at low periods is to assure conservatism for stiff

structures. Due to factors such as soil-structure interaction, base mat ﬂexibility; and concrete
cracking, structures may not be as stiff as assumed. Thus, for stiff structures at natural periods
below that corresponding to maximum spectral amplification, greater spectral amplification
than that corresponding to the calculated natural period from the actual spectra may be more
realistic. In addition, stiff structures which undergo inelastic behavior during earthquake
ground motion soften (i.e., effectively respond at increased natural period) such that seismic
response may be driven into regions of increased dynamic amplification compared to elastic
response.

A.4 Static Force Method of Seismic Analysis
Seismic codes are based on a method that permits earthquake behavior of facilities to

" be translated into a relatively simple set of formulas. From these formulas, equivalent static -

seismic loads that may affect a facility can be approximated to provide a basis for design or
evaluation. Equivalent static force methods apply only torelatively simple structures with nearly
regular, symmetrical geometry and essentially uniform mass and stiffness distribution. More
complex structures reguire a more rigorous approach to determine the distribution of seismic
forces throughout the structure, as described in Section A.5.

Key elements of equivalent static force seismic evaluation methods are formulas which
provide (1) total base shear; (2) fundamental period of vibration; and (3} distribution of seismic
forces with height of the structure. These formulas are based on the response of structures
with regular distribution of mass and stifiness over height in the fundamental mode of vibration.
The 1988 UBC provisions (Reference 10) include, in their equation for total base shear, terms
corresponding to maximurn ground acceleration, spectral amplification as a function of natural
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period, a factor of conservatism based on the importance of the facility, and a reduction factor
which accounts for enargy absorption capacity. Very simpie formulas estimate fundamental
pericd by relating period to structure dimensions with coefficients for different materials or by
aslightly more cbmpiexformula based on Rayieigh's method. This codedefinesthedistribution
of lateral forces of various floor levels. In addition, a top force is introduced to accommodate
the higher modes by increasing the upper story shears where higher modes have the greatest
effect. The overturning moment is caiculated as the static effect of the forces acting at each
floor levei. Story shears are distributed to the various resisting elements in proportion to their
rigidities, considering diaphragm rigidity. Increased shears due to actuai and accidental
torsion must be accounted for. )

Seismic forces in members determined from the above approach and combined with
forces due to other loadings are muiltiplied by a load factor and compared to code ultimate
strength levels in order to evaluate whether or not the design is adequate for earthquake loads.
In addition, deflections are computed from the lateral forces and compared to story drift lim-
itations to provide for control of potential damage and overall structural frame stability from
P-deita effects.

A5 Dynamic Seismic Analysis

As mentioned previously, complex irregular structures cannot be evaluated by the
equivaient static force method because the formulas for seismic forces throughout the structure
would not be applicable. For such structures, more rigorous dynamic analysis approaches

arerequired. In addition, for very important or highly hazardous facilities, such as the Moderate
or High Hazard categories, it is recommended that the equivalent static force method not be
used except for very simple structures. Dynam?c anaiysis approaches lead to a greater
understanding of seismic structurat behavior. These approaches should generally he utilized
for high hazard facilities.

An analysis is considered dynamic if it recognizes that both loading and response are
time-dependent and if it employs a suitable method capabie of simulating and monitoring such
time-dependent behavior. In this type of analysis, the dynamic characteristics of the structure
are represented by a mathematical model. Input earthquake motion can be represented as
a response spectrum or an acceleration time history.

The mathematical model describes the stiffness and mass characteristics of the structure
as well as the support conditions. This modei is described by designating nodal peints which
correspond to the structure geometry. Mass in the vicinity of each nedal point is typicaily
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lumped at the nodal point location in a manner that ali of the mass of the structure and its
contents are accounted for. Thenodal points are connected by elements which have properties
corresponding 1o the stiffness of the structure between nodal point locafions. Nodal points
are free 10 move (calied degrees of freedom) or are constrained from movement at support
locations. Equations of motion equal to the total number of degrees of freedom can be
developed from the mathematical model. Response to any dynamic forcing function such as
earthquake ground motion can be evaluated by directintegration of these equations. However,
dynamic analyses are more commonly performed by considering the modal properiies of the
structure.

For each degree of freedom of the structure, there are natura! modes of vibration, each
of which responds at a particular natural period in a particular pattern of deformation (mode
shape). There are many methods available for computing natural periods and associated
mode shapes of vibration., Utilizing these modal properties, the equations of motion can be
written as a number of single degree-of-freedom equations by which modal responses 10
dynamic forcing functions such as earthquake motion can be evaluated independently. Total

" response can then be determined by superposition of modal responses. The advantage of

this approach is that much less computational effort is required for modal superposition
analyses than direct integration analyses since fewer equations of motion require solution.
Many of the vibration modes do not resutt in significant response and thus can be ignored.
The significance of modes may be evaluated from modal properties before response analyses

. are pearformed.

The direct integration or modal superposition methods caiculate response by consid-
ering the motions appiied and the responses compdted using a time-step by time-step
numericai dynamic analysis. When the input earthquake excitation is givenin terms of response
spectra (as is the case for the motions provided for design and evaluation of DOE facilities in
Reference 1) the maximum structural response may be most readily estimated by the response
spectrum evaluation approach. The complete response history is seidom needed for design
of structures; maximum response values usually suffice. Because the response in each
vibration mode can be modeled by single degree-of-freedom equations, and response spectra
provide the response of single degree-of-freedom systems to the input excitation, maximum
modal response can be directly computed. Procedures are then available to estimate the total
response from the modal maxima which do not necessarily occur simultaneously.
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A8 Analytical Treatment of Energy Dissipation and Absorption

Earthquake ground shaking is a limited energy transient loading, and structures have
energy dissipation and absorption capacity through damping and through hysteretic behavior
during inelastic response. This section discusses simplified methods of accounting for these
medes of energy dissipation and absorption in seismic response anaiyses.

Damping - Damping accounts for energy dissipation in the linear range of response of
structures and equipment to dynamic loading. Damping is a term which is utilized to account
for various mechanisms of energy dissipation during seismic response such as cracking of
concrete, siippage at boited connections, and sfippage between structural and nonstructural
elements. Damping is primarily affected by:

1. Type of construction and materials used.
2. The amount of nonstructural slements attached.
3. The earthquake rasponse strain levels.

Damping increases with rising strain level as there areincreased concrete cracking and internal
work done within materials. Damping is also larger with greater amounts of nonstructural
elements (interior partitions, etc.) in a structure which provide more opportunities for energy
losses duetofriction. Far convenience in seismic response anaiyses, the damping is generaily
assumed to be viscous in nature (velocity dependent) and is so approximated. Damping is
usually considered as a proportion or percentage of the critical damping value, which is defined
as that damping in a system which would prevent oscillation for an initial disturbance not

continuing through the motion.

Table 4-4 reports typical structural damping values for various materials and construction
(Reference 11). These values correspond to strains beyond yielding of the material and are
recommended for usage atong with other provisions of this document for design or evaiuation
seismic response analyses of Moderate and High Hazard facilities. Post-yieiding damping
values are judged to be appropriate because facilities designed by these guideiines are
intended to reach strains beyond yield level if subjected to the design/evaiuation level earth-
quake ground motion, and such damping levels are consistent with other seismic analysis
provisions based on Reference 11. For Generai Use and Important or Low Hazard faciiities,
the guidelines recommend seismic evaiuation by code type eduivalent static force methods
but with the factors for maximum ground acceleration and spectral amplification in the total
basa shear formula taken from Reference 1. In this case, itis recommended that the 5 percent
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damped spectra be used for all General Use and important or Low Hazard facilities to be
consistent with building code evaluation methods. The spectral ampilification factor in con-
ventional building codes is based upon § percent damped spectral ampiification.

Inelastic Behavior - Energy absorption in the inelastic range of response of structures and
equipment o earthquake motions can be very significant. Figure A-2 shows that large hys-
teretic energy absorption can occur for even structural systems with relatively low ductllity
such as concrete shear walls or steel braced frames.
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b. Lateral force-displacement for steel braced frame (Ref.52)

FIGURE A-2 CYCLIC LOAD-DEFLECTION BEHAVIOR OF
CONCRETE SHEAR WALLS AND STEEL BRACED FRAMES
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Generally, an accurate determination of inelastic behavior necessitates dynamic nonlinear
analyses performed on a time- history basis. However, there are simplified methods to
approximate nonlinear structurai response based on elastic response spectrum analyses
through the use of either spectral reduction factors or inelastic demand-capacity ratios.
Spectral reduction factors and inelastic demand-capacity ratios permit structural response to
excaed yield stress levels a limited amount as a means to account for energy absorption in
theineiasticrange. Based on observations during past earthquakes and considerable dynamic
test data, it is known that structures can undergo limited inelastic deformations without
unacceptable damage when subjected to transient earthquake ground metion. Simpie linear
analytical methods approximating inelastic behavior using spectral reduction factors and
inelastic demand-capacity ratics are briefly described below.,

1. Spectral reduction factors - Structural response is determined from a response
spectrum dynamic analysis. The spectral reduction factors are used to deamplify
the elastic response spectrum produging an inelastic response spectrum which is
used in the analysis. The resulting member forces are compared to yield level
stresses to determine structural adequacy.

2. Inelastic demand-capacily ratios - Structural response is determined from either
response spectra or time history dynamic analyses with the input excitation con-
sistent with the elastic response spectra.” The resuiting member forces ara the
demand on the structure which is compared to the capacity determined from
member forces at yield stress level. if the permissible demand-capacity ratios are
not exceeded, it wouid be concluded that the structure was adequate for earth-
quake loading.

The spectrai reduction factors and inelastic demand-capacity ratios are evaluated based upon
the permissibie inelastic behavior level, which depends on the materiais and type of con-
struction. For ductile steel moment frames, relatively large reduction factors or demand-
capacity ratios are used. For less ductile shear walls or braced frames, lower reduction values
or demand-capacity ratios are employed. For more hazardous facilities, lower reduction factors
or demand-capacity ratics may be used to add conservatism to the design or evaluation
process, such that increased probability of surviving any given earthquake motion may be
achieved. The inelastic demand-capacity ratio approach is empioyed for design or evaiuation
of higher hazard DOE facilities by these guidelines. This approach is recommended in the
DOD manual for seismic design of essential buildings (Reference 11). Inelastic demand-
capacity ratios are called F; in this document. Base shear reduction coefficients which account
for energy absorption due to inelastic behavior and other factors are called Ry by the 1988
UBC provisions. ) ) '
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Reduction coefficients, Ry, to be used for evaluation of General Use and Important or
Low Hazard facilities and recommended inelastic demand-capacity ratios, Fy, for Moderate
and High Hazard facilities are presented in Table 4-2 for various structural systems. Ry factors
given in the table are taken directly from Reference 10. The Fy, factors presented in Tabie 4-2
were established to approximately meet the performance goals for structural behavior of the
facility as defined in Chapter 2 and as discussed in Section A.1. These factors are based both
on values given in Reference 11 and on values calculated from code reduction coefficients in
amanner that the demand or required capacity which meets the perfarmance goal is obtained,
The following section describes the detailed method of establishing the values of F,.

The code reduction coefficients, Ry, by the 1988 UBC approach and inelastic
demand-capacity ratios, Fy, by the DOD approach differ in the procedures that define per-
missible ineiastic response under extreme earthquake loading. By the 1988 UBC approach,
only the element forces due to earthquake ioads are reduced by the reduction coefficient, Ry,
in evaluating demand; while by the DOD approach, element forces due to both earthquake
and dead and live loads are reduced by the inelastic demand-capacity ratio, Fy, in evaluating
demand. The effect of this difference is that the DOD approach may be less conservative for
beam or brace members heavily ioaded by dead and live loads.

in addition, the approach for permitting inelastic behavior in columns subjected to both
axial forces and bending moments differs between the 1988 UBC and DOD provisions. By
the 1988 UBC approach, seismic axial forces and morments are both reduced by Ry, and then

-~ ‘combined with forces and moments due to dead and live loads, along with an appropriate
- load factor, The resultant forces and moments are then checked in code type interaction

formulas to assess the adequacy of the column. By the DOD approach, column interaction
formulas have been rewritten to incorporate the inelastic demand-capacity ratio (as shown in
Figures 4-2 and 4-3 of Reference 11); By the DOD .interaction formulas, the inelastic
demand-capacity ratio is applied only to the-bending moment, and axial forces are unaffected.
In addition, the inelastic demand-capacity ratios are low comparad to ratios for other types of
members such as beams, as discussed in the next section, A.7. The DOD approach for
columns is followed by these guidelines. The result of these differences is that the DOD
provisions for columns are conservative relative to the 1988 UBC provisions such that there
is less probability of damage to columns in Moderate and High Hazard facilities than in the
Chapter 2 performance goals.
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Several cther factors may be noted about the inelastic demand-capacity ratios, Fy:

1. Table 4-2 values assUme that good seismic design detailing practice as dis-
cussed in Section 4.3 has been employed such that ductile behavior is maxi-
mized. If this is not the case (e.g., an existing faciiity constructed a number of
years ago), lower inelastic demand-capacity ratios shouid be used than those
presented herein.

2. Table 4-2 values assume that inelastic behavior will occur reasonably uniformiy
throughout the lateral load-carrying system. If inelastic behavior during seismic
responsa is concentrated in iocal regions of the laterai load carrying system,
lower inelastic demand-capacity ratics shouid be used than those presented
herein.

3. Inelastic demand-capacity ratios are provided in Table 4-2 for the structural sys-
tems described in References 10 and 11. For other structural systems not cov-
ered in the table, engineers must interpolate or extrapolate from the values given
based on judgement in order to evaiuate inelastic demand-capacity ratios which
are consistent with the intent of these guidelines.

A7 Basis for Seismic Guidelines for important or Low Hazard, Moderate
Hazard, and High Hazard Facilities

The performance goal for General Use facilities is probability of exceedance of 1x10-3
for significant structurai damage to the facility. It is judged that this goal is approximately met
by following the 1988 UBC provisions (Reference 10) and with a probability of exceedance of
2x10-3 for the design/evaluation leve! peak ground acceleration. The facility demand for

General Use facilities in accordance with the 1988 UBC provisions is based on maximum
ground acceleration as described above, median spectral ampiification at 5 percent damping,

load factor of approximately 1.4, importance factor of unity, and reduction coefficients, as given
in Table 4-2. This demand level is the baseline from which the design/evaluation demand level
for other category facilities is determined as described below.

In the seismic design and analysis guidelines presented in Sections 4.2.2 and 4.2.3, the
demand is compared to the uitimate capacity in order to assess the seismic adequacy of
structures or equipment for all faciiity use categories. While the uitimate capacities are the
same for all categories, the demand is different for each facility-use category, with larger
demand values being computed for more hazardous categories. The Iargef vaiues are
indicative of the greater conservatism and reduced probability of damage or loss of capability
to function associated with the higher hazard categories. Demand provides a good means
for comparing guidelines among the various categories. The demand for General Use and
Important or Low Hazard facilities due to earthquake ground motion in accordance with the
provisions in Section 4.2.2, can be approximated by:
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D = LF | KZ DAF5, W/ Rw (A1)

where: LF
]

load factor

importance factor

I = 1.0 for General Use facilities

| = 1.25 for important or Low Hazard facilities

Z = peak ground acceleration appropriate for General Use
facilities (i.e., 2x10-3 sxceedance probability)

= a factor by which the peak ground acceleration differs

from that corresponding to the General Use category
k = 1.0 for General Use facilities
k = 1.25 for important or Low Hazard facilities

in this section, peak ground acceleration for each category is expressed
as kZ where Z is the General Use category peak ground acceleration
and k is a factor accounting for the differences in peak ground accelera-
tions among categories such that k = 1.0 for General Use facilities, k =
1.25 for Important or Low Hazard and Moderate Hazard facilities, and-k
= 2.0 for High Hazard facilities (k is the mean value of the ratio of peak
ground acceleration at the exceedance probabillity for the category con-
sidered to peak ground acceleration at the General Use category excee-
dance probability determined from the Reference 1 seismic hazard
curves).

DAFse,= dynamic ampilification factor from the 5 percent ground
response spectrum at the natural period of the facility
w = total weight of the facility
Rw = reduction coefficient accounting for available
energy absorption (Table 4-2)

=

The demand for Moderate and High Hazard facilities due 1o earthquake ground maotion in

" accordance with the provisions in Section 4.2.3 can be approximated by:

D = mDAFse, KZ W / Fy (A-2)

where: m = a factor accounting for the difference in spectral
amplification from 5 percent to the damping appropriate for
the facility in accordance with Table 4-4
e.g., m = 0.2 for 7 percent damping
m = 0.8 for 10 percent damping
m = 0.7 for 15 percent damping
(m values are from Reference 1'|;;>
Kk = ground motion factor as defined above
k = 1.25 for Moderate Hazard facilities
k = 2.0 for High Hazard facilities
Fu = inelastic demand-capacity ratio (Tabie 4-2)
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For any facility-use category, the demand, D, is compared to the code ultimate capacity, CAP,
to determine if the facility is adequate for earthquake ground motion. Note that the demand
as expressed by Equations A-1 and A-2 is only a general approximation. The demand for
specific cases depends on the particular characteristics of the input ground motion and
earthquake response spectra, as well as the effect of other loadings acting concurrently on
the facility. However, these approximations for the demand are utilized to establish seismic
design and analysis guidelines such that the performance goals described in Chapter 2 are
approximately met.

The relationship between performance goal exceedance probability and facility demand
is used to determine the specific values making up the seismic design and analysis guidelines
such that the performance goals described in Chapter 2 can be approximately met for
earthquake considerations. This relationship is the same as the relationship between hazard
exceedance probability and peak ground acceleration, as determined from the seismic hazard
curves. Differences in hazard exceedance probabilities correspond to differences in peak
ground acceieration for which the facility is to be designed or evaluated for earthquake effects.
These differences can be evaluated from the Reference 1 hazard curves by comparing ground
acceleration levels at different hazard exceedance probabilities. From the Reference 1 data
presented in Table 4-3, the mean ratio of peak ground acceleration for Low and Moderate
Hazard categories to that for the General Use category is about 1.25 (standard deviation is
0.08), and the mean ratio of peak ground acceleration for the Migh Hazard category to that
for the General Use category is about 2.0 (standard deviation is 0.21). As aresuit, a difference
in probability of 2 should also correspond to a difference in demand (or required facility
capacity) of about 1.25, and a diiference in performance goal probability of 10 should corre-
spond to a difference in demand of about 2.0.

The relationships described above between performance goal exceedance probability
and earthquake demand have been used to develop the specific limits on inetastic behavior
and other seismic provisions for Important or Low Hazard, Moderate Hazard, and High Hazard
categories. The differences in performance goal probability and facility demand between
important or Low Hazard, Moderate Hazard, and High Hazard categories and that for the
General Use category are tabulated beiow.

Catagory Ratio of Performance Ratio of Earthquake
Goal to that for Demand to that for
Genaral Use Facilities General Use Facllitioa
Important or Low Hazard 2 1.28
Moderate Hazard 10 20
High Hazard 100 4.0
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However, it should be noted that the performance goals for Important or Low Hazard,
Moderate Hazard, and High Hazard categories are different from the General Use category
in both probability level andin acceptable structural behavior. The goal! for General Use facilities
is to prevent structural damage to the extent that occupants might be endangered. The goal

-for the other categories is to maintain the capability of the facility to perform its function. As a

result, the facility demand for Important or Low Hazard, Moderate Hazard, and High Hazard
facllities should be even more different from General Use facilities than is indicated above.
The 1988 UBC provigions suggest an importance factor of 1.25 for essantial facilities (similar
fo the Important or Low Hazard category herein) to account for the difference in performance
goals between norrmal use and essential facilities. It seems reasonable that if the demand
levels for important or Low Hazard, Moderate Hazard, and High Hazard categories were all
increased by an additional factor of 1.25 greater relative to the General Use category, the
differences in performance goal behavior would be fully accounted for.

in addition, because of the increased hazard associated with Moderate and High Hazard
faciiities, itis judged to be appropriate to provide some additional conservatism such that very
high confidence of achieving the performance goal can be achieved. For this reason, the

facility demand for Moderate and High Hazard categories is further increased by an additional

factor of about 1.25 relative to other categories. More factors of conservatism have been
incorporated into the guidelines for Moderate and High Hazard facilities than for General Use
and important or Low Hazard facilities in order to obtain higher levels of confidence of achieving
the performance goal for these facilities, which contain hazardous materials and which may
be sensitive to public opinion such that damage is especially undesirable. These additional .
factors have the effect of restricting inelastic behavior to be more closely elastic and of limiting -
drift of the facility such that damage is controlled in the event of a severe earthquake.

Hence, assuming the performance goal for General Use facilities is achieved for seismic
design by following the 1988 UBC provisions, performance goails for other categories would
be achieved if the earthquake demand levels for other categories were as follows:

Note:
DyH/Day = 1.25x1.25 = 1,56 GU = General Use category
DMH/ DU = 1.25x1.25%x2.0 = 3.13 ILH = important or Low Hazard category
DHH/Day = 1.25x1.25x4.0 = 6.25 MH = Moderate Hazard category

HH = High Hazard category
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Based upon Equations (A-1) and (A-2), these differences in earthquake demand for Important
or Low Hazard, Moderate Hazard, and High Hazard categories compared to that for the Generai
Use category are given by the following equations (k and | for the General Use category are

unity):

DI/ Dau = ILH KILH = 1.56 ) (A-3)
DmH / DGU = m kmH Rw / (LF Fu-MH) = 3.13 (A-4)
DMK / DGU = M kM Rw / {LF Fy-HH) = 6.25 (A-5)

Note that using an importance factor of 1.25 for Important or Low Hazard facilities
combined with a hazard exceedance probability which is one half that for General Use facilities
is approximatel equivalent to an importance factor of slightly more than 1.5 for Important or
Low Hazard faciiities if the hazard exceedance probabiiities were the same for both categories
as shown above. Hence, the guidelines presented herein for Important or L.ow Hazard facilities
are somewhat more conservative than the 1988 UBC provisions for essential or hazardous
faciiities.

By these seismic design and analysis guidelines, Moderate and High Hazard facilities
are to be evaluated by elastic dynamic analysis; however, the elastically computed demand
on the facility is permitted to exceed the capacity of the facility as a means of permitting limited
inelastic behavior in good structural systems with detailing for ductile behavior. The amount
that the elastic demand can exceed the capacity is the inelastic demand-capacity ratio, Fy,.
Values for inelastic demand-capacity ratio, Fy, which when used with the seismic guidelines
described in Section 4.2.3, assure that the performance goais presented in Chapter 2 are
approximately met. A means of estimating Fu values which approximately meet the per-
formance goals is described below.

Expressing the demand equations, (A-4) and (A-5) in general terms, the ratio of the
demand for Moderate and High Hazard categories to that for the General Use category is:

(A6
DMHorHH=(k)(m)Rw=RATIO (A-6)
Dey (LF)F,
Where: k = 1.25 for Moderate Hazard

k = 2.0 for High Hazard

m = 0.9 for Steel (7% damping)

m = 0.8 for Concrete (10% damping)
m = 0.75 for Masonry (12% damping)
m = 0.7 for Wood (15% damping)
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LF
LF
LF = 1.5 for Wood

1.3 for Steel

RATIO = 3.13 for Moderate Hazaréi

RATIO = 6.25 for High Hazard

1.4 for Concrete And Masonry

Equation {A-8) may be solved for inelastic demand-capacity ratio, Fy, as follows:

__(k)(m)R,
(LF)(RATIO)

Fy

(A7)

Example calculations of Fy, for Moderate & High Hazard steel moment frames using Equation

(A-7) are shown below:

el
MODERATE HAZARD HIGH HAZARD
k=125 m=09 k=20 m=09
Rw=12 LF=13 Rw=12 LF =13
RATIO = 3.13 RATIC =625
'(1.25)(0.9)(12)_‘ _(2.0)(0.9)(12)=
Fu (1.3)(3.13) 3.32 Fo (1.3)(6.25) 2.66

Fy = 2.5 IN DOD MANUAL
Fu = 3.0 IN GUIDELINES

Fuy =20 N DOD MANUAL
Fu = 25 IN GUIDELINES

Example calcuiations of Fy for Moderate & High Hazard concrete shear walls in accordance

with Equation (A-7) are shown below:

MODERATE HAZARD HIGH HAZARD
k=125 m=08 k=20 m=08
Ryw=8 LF=14 Aw=8 LF=14

RATIO = 3.13 RATIO = 6.25

_(1.25)(0.8)(8) _ _(2.0)(0.8)(8) _

Fos T ay@.a3y -8 Fo= 65y — 14

Fu = 1.5 IN DOD MANUAL
Fy = 1.7 IN GUIDELINES

Fy = 1.25 IN DOD MANUAL
Fu = 1.4 IN GUIDELINES

Values of inelastic demand-capacity ratio, Fy,, from Equation (A-7) along with values from
the DOD seismic provisions (Reference 11), are presented in Table A-1 for many structural

systems, materials, and construction.
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TABLE A-1
INELASTIC DEMAND-CAPACITY RATIOS FROM
EQUATION A-7 AND REFERENCE 11

Fy"
Py Mcdarate High
Structural Systemn Hazard Hazard
R11 A-7 R11 A-7
MOMENT RESISTING FRAME SYSTEMS
Columns - 15 e 1.25 w
Beams
Steal Spacial Momant Resisting Space Frame (SMRSF) 12 25 3.32 20 268
Concrate SMASF 12 25 274 20 2.19
Concrate Intermadiate Momenrt Frame (IMRSF) 7 - 1.60 - 1.28
Stosl Ordinary Moment Resisting Space Frame 6 - 1.68 - 1.33
Concrate Ordinary Moment Resisting Space Frame 5 - 1.14 - <1
SHEAR WALLS
Concrate Boaring Walls 6 1.5 1.37 125 1.10
Concrote Non-Bearing Walls 8 1.5 1.83 125 1.48
Mascnry Baaring Walls 6 1.25 1.29 1.1 1.03
Masenry Non-Bearing Walls 8 1.25 1.71 1.1 1.97
Plywood Bearing Wails 8 25 1.48 2.0 1.19
Plywood Non-Bearing Walls 9 25 1.68 2.0 1.34
N Dual System, Concrete with SMRSF 12 1.5 2.74 1.25 2.19
Duat System, Concrate with Concrats IMRSF 8 1.5 2.06 1.25 1.65
. Dual System, Masortry with SMRSF 8 125 1.71 1.1 1.37
Et Dual System, Masonry with Concreta IMASF 7 1.25 1.50 1.1 1.20
m CONCENTRIC BRACED FRAMES
(BRACING CARRIES GRAVITY LOADS)
Stoal Baams 8 1.75 1.66 1.5 1.33
—————— Steel Diagonal Bracas & 15 1.66 1.25 1.38
Stast Columns 6 1.5 1.66 128 133
e Connections of Steel Membars ] 1.25 1.66 1.0 1.33
Concrets Beams 4 1.75 <1 1.5 <1
P Concrete Diagonal Braces 4 1.5 <1 1.25 <1
R Concrete Columns 4 1.5 <1 1.25 <1
W Connections of Concrate Membars 4 128 <1 1.0 <1
i Wood Trusses 4 1.76 <1 1.5 <1
Wood Columns 4 1.5 <1 125 <1
X Connections in Wood (other than naiis) 4 1.5 <1 1.25 <1
~  CONCENTRIC BRACED FRAMES (NO GRAVITY LOADS)
—— Steal Beams 8 1.75 222 1.5 177
a Steel Diagonal Braces a 1.5 222 1.25 1.77
Steel Columns a8 1.5 222 125 1.77
™ Connections of Steel Members 8 1.25 222 1.0 1.77
Concrets Beams 8 1.75 1.83 1.5 1.46
) Concrete Diagonal Braces 8 1.5 1.83 1.25 1.46
Concrate Columina [ 1.5 1.83 1.25 1.46
Connections of Concrete Mambers 8 1.25 1.83 1.0 1.46
Wood Trusges : 8 1.75 1.49 1.5 1.19
Wood Columns 8 1.5 1.49 1.28 1.19
Connections in Waod (other than nails) 8 1.5 1.49 125 1.19
Beams and Diagonal Braces, Dual Systams
Stoel with Stael SMASF 10 - 277 - 222
Concrate with Concrete SMRSF 9 - 2.08 - 1.65
Concrete with Concrete IMRSF 6 - 1.37 - 1.10
STEEL ECCENTRIC BRACED FRAMES (EBF)
Columns - 1.5 haled 125 -
Beams and Diagonai Braces 10 . 277 - 222
Beams and Diagonal Bracas, Dual Systam with Steel SMASF 12 - 3.32 - 2.86
_
- Coiumns marked R11 are inelastic demand-capacity ratios directly from Reference 11. Columns marked A-7 are
Inslastic demand-capacity ratios calculated from Equation (A.7).
b Vaiues are the same as for beams and braces in this structural systam
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The inelastic demand-capacity ratios from Equation (A-7) are based on the structural
systems for which reduction coefficients, Ry, are given in the 1988 UBC provisions. These
provisions give different reduction coefficients for bearing wall systems and for building frame
systems in which gravity loads are carried by different structural members than the lateral force
resisting system. In addition, the 1988 UBC provisions distinguish between different levels of
detailing for moment resisting space framés, between eccentric and concentric braced frames,
and between single and dual lateral load resisting systems. Consequently, Equation (A-7)
results in more inelastic demand-capacity ratios than Refarence 11, which does not make the
above distinctions. On the other hand, DOD provisions give different inelastic demand-
capacity ratios for individual members of the lateral load-resisting system, while 1988 UBC
reduction coefficients refer to all members of the lateral load resisting system.

in general, there is reasonable agreement between the inelastic demand-capacity ratios
from Reference 11 and those computed from Equations {A-7). For exampte, the DOD inelastic
demand-capacity ratio for concrete shear walls is between the vaiues for bearing and non-
bearing walls from the equations. The DOD values are much lower than the values computed
when shear walls act as a dual system with ductiie moment resisting space frames to resist
seismic loads. The inelastic demand-capacity ratios for braced frames agree fairly well in the
case where the bracing carries no gravity loads. When bracing carries gravity loads, values
for steel braced frames are in good agreement, but based on Equation (A-7), no inelastic
behavior wouid be permitted for concrete braced frames or wood trusses. The DOD inelastic
dernand-capacity ratio for beams in a ductile moment resisting frame fall between values from
the equations for special and intermediate moment resisting space frames (SMRSF and IMRSF
as defined in Reference 10). However, the DOD values for columns are low compared to
values derived from the code reduction coefficients.

Based upon the data presented in Table A-1, the inelastic demand-capacity ratios for
seismic design and analysis of Moderate and High Hazard facilities presented in Table 4-2
have been selected. Because of the reasonable agreement with the DOD values from Ref-
erence 11 combined with the capability to distinguish between a greater number of structural
systems, the values derived from Equation (A-7) have been given somewhat more weight for
Table 4-2 than Reference 11 values. The only major exception is that Reference 11 values for
columns have been utilized. Increased conservatism for columns as recommended in the
DOD manual isretained. In addition, Reference 11 provides slightly different values for different
members making up braced frames, and these differences are retained.
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In Section 4.2.3, Moderate and High Hazard facilities must meet minimum seismic
requirements of the 1988 UBC static force method provisions with an importance factor, |, of
2.0and peak ground acceleration corresponding to Moderate or High Hazard category hazard
exceedance probabilities, respectively. The purpose of these additional seismic requirements
is twofold. First, these requirements provide a relatively simple approach to establish rea-
sonable initial designs of facilities to be evaluated for earthquake effects by dynamic analyses
as required for these categories. Second, the 1988 UBC type provisions may govern the
seismicdesign in cases where structural members are heavily loaded by dead and live loadings
in addition to earthquake excitation. 1988 UBC and DOD seismic provisions differ. inthe 1988
UBC approach, only the element forces due to earthquake loads are reduced by the reduction
coefficient, Ry, in evaluating facilty demand. In the DOD approach, element forces due to
both earthquake and dead and live loads are reduced by the inelastic demand-capacity ratio,
Fy, in evaluating the facility demand. The effect of these differences is that the DOD approach
may be less conservative for beam or brace members heavily loaded by dead and live loads.
The minimum 1988 UBC type seismic requirements assure that Moderate and High Hazard
requirements are substantially more stringent than those for the Important or Low Hazard
category, even if members have significant dead and live ioadings.
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